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Introduction  
 

Context and motivation of the work 

In recent years, the field of space engineering has undergone significant evolution, 

with an increasing number of complex missions being designed and launched [1-5]. As 

space activities expand beyond traditional Earth-orbit applications toward more 

ambitious scenarios, spacecraft are becoming progressively more sophisticated and 

articulated. In many cases, these systems can no longer be modeled as simple rigid bodies 

but must instead be treated as multibody systems composed of multiple interconnected 

components, some of which exhibit significant structural flexibility. This trend is largely 

driven by the demand for deployable structures such as large-aperture antennas [6] ï

enabling high-performance Earth observation, deep-space astronomy, and 

telecommunications ï together with solar panels [7], telescopic booms  and robotic 

manipulators. These types of structures exhibit elastic behavior and require accurate 

modeling of their flexibility to predict deformations during deployment operations or 

reorientation maneuvers. Moreover, robotic arms and manipulators used for on-orbit 

servicing or assembly introduce additional complexity into the spacecraft architecture [8]. 

While these elements greatly expand mission capabilities, the evolution of space 

operations brings new challenges: elastic deformations can couple with the spacecraft 

attitude dynamics and the motion of appendages, degrading pointing accuracy, interfering 

with sensitive payload operations, compromising the performance of docking or assembly 

activities, and even threatening the structural integrity of the spacecraft itself. 

An iconic example of a new-generation satellite that presents notable design 

challenges due to its unique configuration is the driving force behind this PhD project. In 

fact, this work was developed within the framework of an industrial collaboration with 

Thales Alenia Space Italia (TAS-I), responding to concrete industrial needs ï specifically, 

the challenges posed by the CIMR (Copernicus Imaging Microwave Radiometer) 

mission, an ESA Earth Observation program dedicated to Arctic monitoring [10-12]. 

CIMR is an ambitious project featuring a satellite equipped with a large, rotating, and 

flexible antenna, a novel and demanding configuration compared to conventional Earth 

observation satellites. The presence of this large, rotating elastic appendage introduces 

significant challenges, requiring careful assessment of both payload behavior and the 

overall satellite dynamics [12]. These difficulties are further compounded by the 

innovative nature of this spacecraft configuration: among previously launched satellites, 

only the SMAP mission employs a similar architecture, though with a considerably 

smaller payload than that of CIMR [5]. Consequently, there arose a clear need for 

advanced modeling capabilities to analyze and manage these complex dynamic 

phenomena. 
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To address these challenges, the accurate modeling of flexible multibody dynamics is 

essential for both mission success and operational safety. High-fidelity models allow for 

the prediction of critical dynamic interactions, including the effects of structural 

flexibility on attitude and orbit control, as well as interactions between components 

during operations such as deployment or robotic manipulation. In addition, advanced 

guidance and control strategies are required to effectively manage the complex behavior 

encountered in modern space missions. In particular, attitude control and relative motion 

control during proximity operations are closely linked to the dynamic characteristics of 

flexible multibody satellites. This is especially true in applications such as on-orbit 

servicing or debris removal, where precise control is critical to ensure safe and efficient 

mission execution [13]. All these factors play an increasingly important role in both 

current and future space missions. They demand rigorous and comprehensive dynamic 

analysis, along with the development of advanced control techniques capable of 

addressing the challenges presented by diverse and evolving mission scenarios. 

 

State of the art and thesis objectives 

The objectives of this PhD work are closely linked to the challenges introduced by 

recent technological advancements in the space sector. By combining high-fidelity 

modeling techniques with efficient control strategies, the thesis aims to enable the 

simulation of complex space mission scenarios that address the emerging demands of the 

evolving space environment.  

Modeling ï  On the modeling side, the goal is to develop a comprehensive capability for 

accurately representing multibody spacecraft, particularly those with flexible components 

and complex architectures.  

The challenge of modeling multibody systems lies in describing the kinematics and 

dynamics of interconnected rigid or flexible bodies efficiently. Several approaches exist 

for formulating equations of motion, all with their own strengths and weaknesses [14]. 

Aerospace multibody dynamics has traditionally relied on three main families of 

methods: the Newton\Euler method, the Lagrangian formulations ï whether embedded 

(minimal coordinates) or augmented (with multipliers) ï, and Kaneôs method, all 

providing different ways to describe system dynamics [15, 16].  

The Newton\Euler method, based on Newtonôs second law and Eulerôs rotational 

equations, results in a formulation that explicitly incorporates constraint forces. However, 

a fundamental computational drawback of this method is that it leads to a system of 

Differential Algebraic Equations (DAEs), requiring the inclusion of constraint equations 

alongside the systemôs dynamic equations. This increases computational complexity and 

can lead to numerical difficulties. 
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The Lagrange approach derives the dynamic equations by applying the Hamilton 

principle to the Lagrange function and expresses the system dynamics in terms of 

generalized coordinates [17]. The embedded Lagrange method minimizes the number of 

equations by reducing the system to a minimal set of Ordinary Differential Equations 

(ODEs), leading to faster computations [18]. However, despite this advantage, deriving 

the equations is less intuitive than in the Newton\Euler method and requires significant 

algebraic effort, especially for complex systems. In contrast, the augmented Lagrange 

formulation reintroduces additional equations to enforce constraints using Lagrange 

multipliers, resulting in a larger system of DAEs with the associated computational 

challenges. Although the introduction of multipliers can lead to numerical instability 

issues [19], this approach is systematically applicable and is widely adopted in 

commercial software. 

Kaneôs method emerges as the optimal synthesis of these approaches [20]. It retains 

the intuitive equation derivation of Newton\Euler while achieving the computational 

efficiency of the embedded Lagrange formulation [21]. In fact, the dynamic equations are 

directly derived from the projection of Newton\Euler equations (excluding constraints) 

through the Kaneôs Jacobian. Moreover, by utilizing generalized speeds, Kaneôs method 

avoids the explicit inclusion of constraint forces while maintaining a minimal set of ODEs 

[22]. This results in a highly effective formulation, providing a computationally efficient 

framework for multibody dynamics analysis.  

Building on this formulation, the thesis develops a versatile and systematic modeling 

capability able to handle spacecraft composed of both rigid and flexible bodies, across a 

wide range of configurations and interconnections. The primary objective is to establish 

a consistent and general framework that can accommodate the broadest possible variety 

of satellite architectures. Recent research ï most notably from the Autonomous Vehicles 

Systems (AVS) Laboratory led by Hanspeter Schaub ï has explored Kaneôs approach for 

spacecraft multibody dynamics, with emphasis on robotic manipulation and rendezvous 

[22, 23]. However, much of this literature treats predominantly rigid-body representations 

and relatively simple kinematic topologies. The present dissertation addresses these 

limitations by systematically extending Kaneôs method to include: 

1. Flexible appendages, allowing accurate representation of structural elasticity and 

stress-stiffening phenomena. The approach remains strongly focused on the 

specific requirements of space applications. For example, it examines the 

interaction between gravitational forces and structural flexibility in flexible 

spacecraft, and incorporates modeling features required by the CIMR satellite, 

such as the evaluation of stiffness variations in the rotating antenna [25]. 

 

2. Closed-loop kinematic chains, which cannot be represented by tree-like topologies 

without additional treatment [26]. 
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3. Other fundamental physical couplings, such as propellant sloshing via a sliding-

particle representation [27]. 

 

4. Additional modeling and analysis features, as the derivation of constraint 

reactions, the implementation of kinematic laws, and the evaluation of both total 

momenta and center-of-mass motion. Unlike the standard literature, where these 

aspects are rarely presented together under a unified formulation, this work 

consolidates them in a coherent framework. This not only broadens the modeling 

possibilities for spacecraft dynamics but also provides a more systematic and 

versatile foundation for analysis, thereby enhancing the applicability of Kaneôs 

method to complex mission scenarios. 

 

Control ï On the control side, this thesis addresses both attitude and relative motion 

control. In both cases, nonlinear strategies based on feedback linearization are adopted. 

In fact, given the inherent nonlinearities present in spacecraft dynamics, particularly in 

attitude and orbital motion, nonlinear control methods can provide superior performance 

compared to classical linear control laws, as long as state estimation is sufficiently 

accurate  [28].  

For the attitude control problem, both triaxial and single-axis control strategies are 

investigated. The latter is typically employed when there is no requirement to align the 

remaining two axes of the spacecraft with specific directions, beyond the one already 

being controlled. As a result, single-axis maneuvers involve a shorter angular path 

compared to their triaxial counterparts, which translates into faster convergence when the 

same control effort is applied [29]. Nonlinear attitude control laws are typically presented 

together with a stability analysis, which is essential to establish their general validity. 

However, the maneuver performance is usually determined solely by the choice of control 

gains. In contrast, the objective of this work is to design nonlinear feedback control laws 

by directly modifying the structure of the error-dependent terms, thereby making more 

effective use of the available actuators. This approach enables faster convergence and 

improved overall performance compared to established benchmarks in the literature, for 

both triaxial and single-axis control scenarios. [30]. The proposed control laws are 

introduced together with their stability analysis, carried out using Lyapunovôs theorem 

and LaSalleôs invariance principle, which establish global asymptotic stability with 

respect to the desired state. Furthermore, the enhanced performance of attitude maneuvers 

achieved under these new laws is demonstrated through a comparison with the results 

obtained using current state-of-the-art solutions [31]. 

The control architecture is still based on feedback linearization even in the context of 

relative motion. In fact, the relative motion dynamics is strongly affected by nonlinearities 

in a wide variety of orbital configurations, except for nearly circular, quasi equatorial and 

low-perturbed orbits, where linearity assumption can be considered sufficiently 
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representative [32, 33]. In contrast, feedback linearization can handle more complex 

scenarios, provided it relies on a high-fidelity dynamic model. The formulation of relative 

motion presented in this work allows the derivation of a chaserôs trajectory relative to a 

target, even when both are on perturbed orbits. This represents a significant advancement 

over the standard Battin-Giorgi approach, which requires the target to follow a Keplerian 

orbit [34]. Specifically, the proposed method improves the numerical accuracy of relative 

motion computations. Building on this improved formulation, a novel feedback control 

law is introduced, denoted as Hybrid Predictive Control (HPC). Similar to the attitude 

control case, the goal of HPC is to enhance maneuver performance while accounting for 

actuator limitations. However, unlike the attitude control scenario, the relative motion 

problem features an unbounded state vector, which makes it more challenging to modify 

the structure of the error-dependent terms. Consequently, the HPC approach relies on a 

opportunely designed adaptive logic combined with a predictive strategy, which will be 

described in detail. Finally, the performance of the HPC law is extensively evaluated and 

compared to that of the classical feedback linearization controller, demonstrating 

significant improvement of the maneuvers performance. 

 

Integration and validation ï A major contribution of this work is the development of 

integrated applications that combine all the modeling and control techniques presented. 

The ultimate objective of the thesis is precisely this: to enable high-fidelity dynamic 

simulations of realistic and complex space missions that represent the future of the space 

sector. The five applications discussed in this work are representative of advanced space 

missions aligned with the new frontiers of space utilization and exploration. These 

scenarios demand advanced modeling and control capabilities to address their inherent 

dynamic complexities. In all these applications, the techniques developed in this thesis ï 

both in flexible multibody modeling and in advanced nonlinear control ï are 

systematically applied, demonstrating their effectiveness and their ability to be integrated 

into comprehensive simulation frameworks for complex space mission scenarios. 

From an industrial perspective, beyond the developments specific to the CIMR 

mission, another key objective of this work is to provide a software tool capable of 

supporting dynamic analysis for a wide range of multibody spacecraft scenarios. The tool 

enables the automatic generation of dynamic models for any satellite configuration, 

directly within its operational environment, including orbital dynamics. This capability 

eliminates the need to rewrite dedicated code for each new scenario and allows even non-

expert users to perform advanced simulations with ease. Moreover, the tool is designed 

to be more space-focused than general-purpose commercial software, offering better 

handling of space-specific issues such as orbit propagation. In general, the availability of 

in-house software simplifies the analysis process, as it is tailored to perfectly meet the 

userôs needs, provides full understanding and transparency of the code, and avoids the 

need for complex co-simulation with external tools. 
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Thesis structure 

This thesis is organized as follows. Chapter 1 presents a recursive and general 

formulation based on Kaneôs method to derive the dynamical equations of a multibody 

rigid spacecraft in an open-loop configuration. The application of constraints is then 

discussed, enabling the modeling of closed-loop configurations and complex dynamic 

phenomena such as fuel sloshing. Finally, the application of Kaneôs equations to space 

manipulator systems is examined; within this framework, a strategy for modeling a 

manipulator capturing another articulated body is introduced. Chapter 2 extends the 

results of the first chapter to the case of elastic bodies. In this context, the use of two 

different bases to represent elasticity ï modal basis and finite element method (FEM) 

basis [35]  ï is explored. The possibility of treating a series of interconnected elastic 

bodies as a single elastic body within the elastic equations, while maintaining them as 

separate bodies in the rigid motion equations to simplify the dynamics, is also discussed. 

The chapter then presents an accurate modeling of the gravity-elasticity interaction and 

concludes with an analysis of the stress stiffening phenomenon. Chapter 3 focuses on 

nonlinear control techniques. It begins with attitude control, proposing new nonlinear 

control laws with their stability analysis for both triaxial and reduced-attitude 

reorientation cases. The performance of these laws is compared to existing ones from the 

literature, demonstrating their advantages. In this context, steering laws for control 

momentum exchange devices are also presented. The chapter then addresses relative orbit 

control, first introducing an advanced version of the Battin-Giorgi formulation [36], 

followed by a new feedback linearization-based relative motion control law called Hybrid 

Predictive Control, whose performance is evaluated in detail. Chapter 4 presents five 

applications that integrate the modeling and control techniques introduced in the previous 

chapters. These applications include: 

¶ A space manipulator system performing the capture and de-spinning of a rotating, 

uncooperative target. 

 

¶ A large flexible satellite executing tracking and collision avoidance maneuvers in 

a debris-dense environment. 

 

¶ The CIMR satellite in its operational scenarios, with detailed analyses of structural 

deformations and stress stiffening effects. 

 

¶ A large space infrastructure concept for future use, such as a modular space station 

equipped with telescopic booms. 

 

¶ Proximity operations in cislunar space involving the future Gateway station. 
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Finally, an overview of the multibody simulation tool developed for Thales Alenia 

Space Italia is reported in the Appendix. It outlines the tool modeling capabilities, 

explains the multibody structure assembly logic, reviews the current state of the user 

interface, and presents an example application. 

 

Original contribution of the Dissertation 

The main original contributions of this Ph.D. work can be summarized as follows: 

¶ Application of Kaneôs method to flexible spacecraft modeling: Development 

of a unified recursive formulation for multibody systems including flexible 

components, enabling the accurate modeling of elasticity (including stress 

stiffening phenomenon), and gravitational coupling effects in space dynamics. On 

this aspect, the detailed expression of gravitational terms are derived, removing 

the usual approximation of considering the gravitational action as concentrated in 

the center of mass of the bodies composing the spacecraft and adding the terms 

related to deformation to the gravity gradient torque. Moreover, the multibody 

formulation is reported in an explicit matrix form that facilitates the software 

implementation, and it is presented together with a set of modeling and analysis 

features that broaden its applicability to complex mission scenarios.  

¶ Inclusion of constraints: Adaptation of Kaneôs equations to the presence of 

constraints. A modern approach from literature and based on Kaneôs methodology 

is applied to constrained spacecraft and compared to the classic Lagrangeôs 

multipliers approach. In this framework, two specific cases of interest are 

analyzed: (a) spacecraft configurations that cannot be represented by tree 

structures, thus extending the applicability of the method to articulated systems 

with closed kinematic loops, and (b) propellant sloshing effects that are captured 

through a contained-particle approach. Everything is made within the same 

dynamical formulation, preserving consistency across rigid, flexible, and fluid-

coupled dynamics. 

¶ Advanced control strategies for nonlinear spacecraft dynamics: Design and 

analysis of novel nonlinear feedback laws for spacecraft attitude and relative 

orbital motion, aimed at achieving faster convergence rates and higher actuator 

efficiency compared to classical approaches. On the attitude control side, both 

triaxial and single-axis control laws are developed by modifying the structure of 

the error-dependent terms. The stability of the proposed controllers is rigorously 

established through Lyapunovôs theorem and LaSalleôs invariance principle. 

Their superior performance is further demonstrated through an extensive set of 

numerical simulations. For the relative motion problem, an advancement of the 
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nonlinear Battin-Giorgi formulation is introduced, enabling the representation of 

a chaser spacecraft dynamics relative to a target on a perturbed orbit (in contrast 

to the standard Keplerian assumption). Building on this framework, a new Hybrid 

Predictive Control (HPC) law is proposed. The effectiveness of the HPC law is 

validated by comparing its performance against a state-of-the-art maneuvering 

strategy, showing clear improvements in efficiency and accuracy. 

¶ End-to-end validation through realistic mission scenarios: Application of the 

developed modeling and control techniques to five representative case studies, 

including the CIMR satellite, robotic capture of rotating debris, and deployable 

flexible structures. The modeling capabilities developed and presented in this 

work are applied to obtain reliable numerical simulations, enabling an accurate 

evaluation of the spacecraft dynamics along the various missions phases. In 

addition, the enhanced control techniques ensure an efficient use of the available 

actuation capacity of the satellites involved in the considered missions. Overall, 

these applications not only demonstrate the effectiveness of the proposed methods 

in scenarios of direct industrial and scientific relevance, but also provide valuable 

insights into spacecraft dynamics and control in next-generation mission 

scenarios, which are of growing importance in the current space environment. 

¶ Development of a generalized simulation tool: Implementation of an in-house 

multibody simulation software tailored to space applications, capable of 

automatically generating dynamic models for complex spacecraft architectures, 

including orbital dynamics, and validated against commercial benchmarks. 
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Chapter 1 

1.  

Kaneôs dynamic equations for rigid 

multibody space applications 
 

This chapter combines a review of Kaneôs classical theory with original extensions 

specifically tailored to rigid multibody spacecraft dynamics. The general derivation of 

Kaneôs equations and the recursive formulation for tree-topology systems follow the 

established literature, but all the kinematic and dynamic quantities are written in a matrix 

form where the reference frames are explicitly indicated, in order to facilitate the 

numerical implementation. Moreover, the Chapter collects a series of features that are 

particularly useful for the spacecraft dynamic analysis, such as the computation of linear 

and angular momenta and the motion of the center of mass, the computation of constraint 

reactions and the imposition of kinematic laws. Although these aspects are present 

separately in the literature, it is not common to find a text containing all of them in the 

context of a spacecraft-focused Kane-based multibody formulation. Moreover,  particular 

emphasis is placed on novel adaptations developed by the author to address space-

relevant scenarios such as closed-chain kinematic configurations, sloshing phenomena, 

and transient capture dynamics in robotic applications. 

 

1.1. Vector notation 

As a preliminary step, the notation used in this work to represent vectors is introduced. 

Specifically, the following relation holds: 

 
()A

x A x=   (1.1) 

where a physical vector x  is expressed as the matrix multiplication of vectrix 

[ ]1 2 3
Ĕ Ĕ ĔA a a a=  and the 3x1 (component) column vector 

() () () ()
T

A A A A

1 2 3x x x xè ø=
ê ú

. 

Therefore, the vectrix embodies the set of right-handed unit vectors (i.e. the basis) used 

to express vector components. Physical unit vectors are denoted with superscript ñ ò. 

An analogous relation also exists for dyadics and 3x3 (component) matrices. Specifically, 

the following relation holds: 
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() TA

D A D A=   (1.2) 

where D   is the dyadic, while  
()A

D  is the 3x3 matrix obtained from the projection of the 

dyadic along vectrix A . Superscripts for 3x1 vectors and 3x3 matrices will be omitted 

when they are preceded by vectrices, to avoid redundancy in notation. Since vectrices 

represent reference frames, it is possible to define the rotation matrix from reference 

frame A  to reference frame B  as 

 
T

B A
R B A
«
=   (1.3) 

leading to the following relations: 

 
() ()b A

B A
x R x

«
=   (1.4) 

 
() () TB A

B A B A
D R D R

« «
=   (1.5) 

To conclude, the main vector operations can be written using both physical and 

component vectors. The scalar product is defined as  

 
()( ) () ()( ) () ()( ) ()

TT T
A A BA B A

A B A B
x y x y R x y x R y

« «
Ö = = =   (1.6) 

while for the vector product the following relation holds 

 
() () () () ()( )()A B T AA A B

A B A B A B
x y A x y A x R y A R x R y

« « «
³ = = =   (1.7) 

where  

 ()

() ()

() ()

() ()

A A

3 2

A A A

3 1

A A

2 1

0 x x

x x 0 x

x x 0

è ø-
é ù
= -é ù
é ù
-é ùê ú

  (1.8) 

is the skew-symmetric matrix associated with ()A
x . 
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1.2. Kinematics 

In this section, the main steps related to the Kaneôs formulation kinematics are 

discussed, with reference to tree-topology spacecraft. First, the constraints are classified 

to establish the field of application of Kaneôs method. Subsequently, the joint partials are 

introduced as useful operators to describe the relative motion among the spacecraftôs 

bodies. Then, the key features of this formulation, i.e. partial velocities and remainder 

accelerations are presented. 

 

1.2.1. Constraints of a mechanical system 

In general, multibody spacecraft consist of multiple interconnected parts. For example, 

the connection point between two rigid bodies imposes a constraint, preventing them from 

moving freely as if they were separate. A mechanical system may be subject to [37]: 

(a) Configuration constraints, which restrict positions; 

(b) Motion constraints, which limit (linear and angular) velocities. 

The configuration constraints refer only to the position vectors that describe a system. For 

a system consisting of N point masses, with 
iR   representing the position of the i-th mass 

relative to point O, the m holonomic constraints associated with the positions of these 

masses can be expressed in the following form: 

 ( )1 NR , ,R , t 0F =   (1.9) 

where F is a vector of dimension m 1³. A constraint is said to be holonomic if it involves 

constraints only on the position variables, like 
iR   (and not on the velocities). The degrees 

of freedom of this system are 3N m-  (since each point mass has 3 translational degrees 

of freedom), and they correspond to 3N m-  quantities that are sufficient to describe the 

system, i.e., the generalized coordinates. Holonomic constraints are classified into: 

¶ Scleronomous or fixed, when F does not depend on time; 

¶ Rheonomous or time-dependent, when F depends on time. 

If q   is the vector of generalized coordinates, the motion variables 
Mu   can be obtained 

from the system of differential kinematic equations: 
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 ( ) ( )Mu Y q, t q z q, t= +   (1.10) 

where Y is a square matrix and z  is a vector, both chosen so that q  can be uniquely 

determined from 
Mu and z . In many specific cases, the choices 3 3Y I ³=  and z 0=  

simplify the system. 

Thus, for a system of N point masses, in addition to the m holonomic constraints, there 

may also be Mm  nonholonomic constraints on the velocities 
iv   of the masses, expressed 

as 

 ( )i Nf v , , v , t 0=   (1.11) 

where f  is a vector of dimension Mm 1³ . These Mm  additional constraint equations are 

not integrable in terms of position vectors; otherwise, they would be holonomic 

constraints and part of F. A system with nonholonomic constraints is called 

nonholonomic, whereas a system without them is holonomic. Nonholonomic constraint 

equations can be rewritten in terms of generalized coordinates and motion variables as 

 ( )Mf u ,q, t 0=   (1.12) 

If these equations can be expressed in a linear form with respect to the motion variables 

 ( ) ( )MA q, t u b q, t 0+ =  (1.13) 

then 
Mu , a vector with n 3N m= -  components, can be decomposed into 

 

T
T

1 p

TT

R p 1 n

u u u

u u u+

ë è ø=î ê ú
ì

è øî =ê úí

  (1.14) 

where M Mp 3N m m n m= - - = -, corresponding to the number of degrees of freedom of 

the system. The components of u  are mutually independent (while those of 
Ru   can be 

expressed in terms of u  using the constraint equations) and are referred to as generalized 

velocities. In the form (1.13), the constraints are referred to as simple nonholonomic 

constraints. Otherwise, if f  cannot be expressed in a linear form, the system is said to be 

subject to nonlinear nonholonomic constraints. 
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1.2.2. Multibody tree structure  

 

Figure 1.1: International Space Station 

A multibody spacecraft with a tree structure is a system composed of multiple 

interconnected rigid or flexible bodies, arranged hierarchically without closed kinematic 

loops [38]. Each body is connected to a parent body through rotary or prismatic joints, 

forming a branching structure resembling a tree. This representation is widely used in 

spacecraft modeling because most satellites consist of a central bus (main body) with 

appendages such as solar panels, antennas, robotic arms, or scientific instruments that are 

connected in a branching logic. The tree-structure model simplifies dynamic analysis, 

allowing for efficient computation of the system kinematics. 

 

Figure 1.2: Example of tree-like structured multibody spacecraft 

Considering the example in Figure 1.2, the kinematic and dynamic quantities of 

interest are determined by starting from the root body, i.e. the body with no parent, and 

progressing along the branches to the end body of each branch. Each path from the root 

body to an end body forms a column in the so-called configuration array [39]. For the 

given example, the configuration array has the following structure: 

1 1 1 

2 2 5 

3 4 6 
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The configuration array represents the key to the recursive structure of multibody 

formulations. By following this structured approach, computations of motion and forces 

can be efficiently propagated through the system, enabling simulation of complex 

spacecraft dynamics. Although closed-loop structures may not initially conform to this 

configuration, they can be transformed into a tree-like structure by making strategic cuts 

to open the loops. This process, which will be discussed in Section 1.4.2, allows for the 

application of recursive multibody formulations even in systems with closed kinematic 

chains. 

 

1.2.3. Degrees of freedom: generalized velocities 

For a system of N unconstrained rigid bodies, the total number of degrees of freedom 

is p 6N= , since each body has 3 translational and 3 rotational degrees of freedom. In the 

presence of constraints, 

(i) if m holonomic constraints are present, the number of degrees of freedom is  

 p 6N m= -   

(ii)  if Mm  nonholonomic constraints are also present, the number of degrees of 

freedom becomes 

 Mp 6N m m= - -   

The number of degrees of freedom corresponds to the number of generalized velocities. 

If Mm 0= , then the number of generalized velocities is equal to the number of 

generalized coordinates. 

The tree-structured multibody satellite discussed in the previous section is a holonomic 

system since each joint imposes a set of holonomic constraints. Both rotary and prismatic 

joints allow between one and three rotational or translational degrees of freedom, 

respectively. Each joint, therefore, results in three to five configuration constraints. 

Specifically, the i-th joint, which connects the i-th body to its parent body (not necessarily 

labeled as i-1), is associated with the i-th joint velocity vector, defined as 

a. 
T TT T

i i ii1 i1 i2 i1 i2 i3or orè ø è øq =q q = q q q = q q qê ú ê ú in the case of rotary 

joints, or 

b. [ ] [ ]
T TT T

i i ii1 i1 i2 i1 i2 i3s s or s s s or s s s s= = =  in the case of prismatic 

joints. 
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The joint variables and their associated joint velocities can be defined in various ways, 

depending on the chosen convention and the reference frame used for their representation. 

Further details are provided in the next section. 

 

1.2.4. Joint Partials 

In the computation of recursive kinematics, it is fundamental to express the relative 

linear and angular velocities of a child body with respect to its parent as a function of the 

joint velocity vector. To do this, the joint partials are introduced [40]. By definition, they 

are obtained from the following relations: 

 i 1 iB B

iii
B-w = G q  (1.15) 

 i 1 iC C

iii 1
v B s-

-
= S   (1.16) 

where i 1 iB B-w  and i 1 iC C
v-  are the angular and linear velocity of the i-th body with respect 

to its parent body, which is now referred to as i-1 (but, in general, it could have any 

number lower than i). In the angular velocity, superscript ñBò refers to the body reference 

frame, while superscript ñCò in linear velocity is associated with the center of mass of the 

bodies. In Eqs. (1.15)-(1.16), matrices iG and iS are the angular and linear joint partials, 

respectively. It is often convenient to derive these terms from the projection of relative 

velocities along the parent or child body frames. Specifically, the angular relative velocity 

is typically projected along the child body frame, while the linear relative velocity is often 

more effectively referenced to the parent body frame. The following two examples 

illustrate the structure of these terms. 

First, a 3-DOF spherical hinge that joins bodies 1 and 2 is considered. Supposing that 

the joint is characterized by a 3-1-2 sequence of rotations, the global rotation matrix is 

 ( ) ( ) ()2 3 1 2 3 1 A
2 1
R R R R R
«
= q q q   (1.17) 

where AR  is the assembly rotation matrix, i.e. the matrix that describes the relative 

orientation between the body reference frames 
1

B  and 
2

B  when all joint angles are set to 

zero. Each rotation leads to a new reference frame, so Eq.  (1.17) can be represented as 

 () ( ) ( )2 33 1 1 2A
RR RR

1 1 1 1 2
B B B B B

qq q

¡ ¡¡ ¡¡¡
½½­ ½½½­ ½½½­ ½½½­   (1.18) 

Hence, one can define the following rotation matrices: 
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 ( )
3 3

3 3

2 3
2 1

c 0 s

R R 0 1 0

s 0 c

q q

¡¡¡«

q q

-è ø
é ù

= q =é ù
é ù
ê ú

  (1.19) 

 ( ) ( )
3 2 3 2 3

2 2

3 2 3 2 3

2 3 1 2
2 1

c s s c s

R R R 0 c s

s s c c c

q q q q q

q q
¡¡«

q q q q q

è ø-
é ù

= q q =é ù
é ù

-ê ú

  (1.20) 

 ( ) ( ) ()
1 3 1 2 3 1 3 1 2 3 2 3

1 2 1 2 2

1 3 1 2 3 1 3 1 2 3 2 3

2 3 1 2 3 1
2 1

c c s s s s c c s s c s

R R R R s c c c s

c s s c c s s c s c c c

q q q q q q q q q q q q

q q q q q
¡«

q q q q q q q q q q q q

è ø- + -
é ù

= q q q = -é ù
é ù

- -ê ú

  (1.21) 

In this specific example, the relative angular velocity of body 2 with respect to body 1 is 

 1 2B B

1 2 31 1 1

0 1 0

B 0 B 0 B 1

1 0 0
¡ ¡¡ ¡¡¡

è ø è ø è ø
é ù é ù é ù

w = q + q + q =
é ù é ù é ù
é ù é ù é ùê ú ê ú ê ú

  

 ( ) ( ) ( )

1 2 32 2 1 2 1 2 1

1

22 2 1 2 1 2 1j 3 j 1 j 2

3

22

0 1 0

B R 0 R 0 R 1

1 0 0

B R R R

B

¡ ¡¡ ¡¡¡« « «

¡ ¡¡ ¡¡¡« « «= = =

ë ûè ø è ø è ø
î îé ù é ù é ù

= q + q + q =ì üé ù é ù é ù
î îé ù é ù é ùê ú ê ú ê úí ý

ë ûè øq
î îé ùè ø

= q =ì üé ùé ùê úî îé ùqê úí ý

= G q

  (1.22) 

with ( )
B A j

R
«

 is the j-th column of the rotation matrix. So, the angular joint partial matrix 

in this case corresponds to 

 

2 3 3

2

2 3 3

2

c s c 0

s 0 1

c c s 0

q q q

q

q q q

è ø-
é ù

G =é ù
é ù
ê ú

  (1.23) 

Following this general procedure, it is possible to find any configuration of angular joint 

partial.  
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Similarly, linear joint partials are derived. However, unlike the angular case, it is more 

convenient to express the components of relative velocity with respect to the parent body 

frame. For a 1-DOF prismatic joint, where body i slides along a linear guide on body i-1, 

the linear joint partial corresponds to the direction of the guide expressed in the (i-1)-th 

body frame. When increasing the jointôs degrees of freedom ï for example, allowing body 

i to move along a planar guide on body i-1 ï the two columns of the joint partial matrix 

correspond to the unit vectors defining the plane in the parent body frame. To further 

justify this choice of reference frame, it is useful to examine the structure of the linear 

joint partial in the case of a circular guide. 

In Figure 1.3 a circular guide located on body i-1 is depicted. Axes x and y are 

associated with 
i 1

B
-

, while the joint connecting body i to body i-1 is located in 
iQ . Hence, 

one can write that 

 

( )

( )i 1 i

i

C Q

i i i i ii 1 i 1 i 1

sin sin s r

v s cos s cos s r s

0 0

B B B-

- - -

- q -è øè ø
é ùé ù

= S = q =é ùé ù
é ùé ùê ú ê ú

  (1.24) 

 

Figure 1.3:  Sketch of a circular guide 

It is worth noting that different choices can be made when selecting the reference frame 

for expressing joint partials. However, the choices proposed in this Section are believed 

to simplify the derivation of the recursive structure of multibody kinematics. 

 

1.2.5. The Kaneôs Jacobian: linear and angular partial velocities 

In Kaneôs formulation, partial velocities play a crucial role, as the dynamic equations 

are derived by projecting the Newton\Euler equations onto these vectors [20]. Partial 

velocities are defined as the vector coefficients that, when multiplied by the generalized 
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velocities, yield the linear and angular velocities of the bodies in a multibody system. 

Aligned with the directions of motion, they are orthogonal to the constraint reactions. As 

a result, the constraint forces and torques exchanged between bodies can be disregarded 

in the derivation of the dynamic equations. This property is one of the key advantages of 

Kaneôs method.  

Being u  the vector of generalized velocities appearing in Eq. (1.14), it is possible to 

write that  
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p
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  (1.25) 

where iCN v  and iBNw  are the linear and angular velocity of the i-th body with respect to 

the inertial frame N  respectively, iC

rv  and 
i

rw  are the linear and angular partial velocity 

vectors associated with the i-th body and the r-th degree of freedom of the system 

respectively, while iC

tv  and 
i

tw are the remainder terms, which do not depend on 

generalized velocities. If the system is holonomic, as in the case of multibody tree 

structures, then n p=  in Eq. (1.25). This Equation can be rewritten in the following 

matrix form: 
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  (1.27) 

If all physical vectors appearing in Eqs. (1.26)-(1.27) are transformed into 3x1 vectors, 

e.g. by projecting them along the frame associated with the body they refer, it is possible 

to rewrite these two equation as 

 tv Vu v= +   (1.28) 

 tuw=W +w  (1.29) 
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being v  and w the vectors collecting the 3x1 velocity vectors of all bodies composing 

the multibody structure, so as tv  and tw collect the remainder terms. Moreover, symbols 

V  and W denote the linear and angular partial velocity matrices, respectively, collecting 

partial velocities already expressed in the body reference frames. 

From Eqs. (1.26)-(1.29), it is clear that partial velocities serve as a crucial bridge 

between Eulerian kinematics ï represented by the left-hand side, i.e., the linear and 

angular velocities of all bodies ï and Lagrangian kinematics, characterized by the 

generalized velocities, which are directly derived from the generalized coordinates as 

shown in Eq. (1.10). As a final remark, it is worth noting that partial velocities are 

obtained by differentiating the velocities of the bodies with respect to the generalized 

velocities. For this reason, they are also referred to as ñKaneôs Jacobianò. 

 

1.2.6. Remainder accelerations 

To complete the general description regarding the kinematics in Kaneôs formulation, 

remainder accelerations are now introduced. From time derivation of Eq. (1.25) one 

obtains that the angular and linear accelerations of the i-th body are expressed as 
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  (1.30) 

where 
N d

dt
 indicates that the time derivation is computed with respect the inertial frame. 

From Eq. (1.30) it is possible to distinguish two different contributions: 

(i) terms i

n
C

rr

r 1

v u
=

ä  and 
n

i

rr

r 1

u
=

wä  are linearly dependent on the time derivative of 

generalized velocities; 

 

(ii)  the remaining terms do not contain u: they are called ñremainder accelerationsò. 

It is worth noting that Eq. (1.30) can be rewritten in a more compact form, in the same 

way Eq. (1.25) is transformed into Eqs. (1.28)-(1.29). Specifically, one can write that 

 ()R
a Vu a= +   (1.31) 
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 ()R
ua=W +a  (1.32) 

where all vectors are expressed along the related body frame. Vectors a  and a collect 

the body accelerations, while ()
R

a  and ()R
a  correspond to the remainder acceleration 

vectors. Separating these two contributions enables the derivation of dynamic equations 

in which the only unknown is the time derivative of the generalized velocities, as will be 

discussed in Section 1.3.1. 

 

1.2.7. Recursive kinematics in multibody tree-like structures 

This section explores the recursive structure of partial velocities and remainder 

accelerations in a multibody system with a tree-like structure composed of rigid bodies. 

As previously mentioned, the bodies are assumed to be interconnected by rotary or 

prismatic joints. 

In the case of a multibody spacecraft, the bus is typically chosen as the root body (body 

1) of the structure. While this choice is not mandatory ï other bodies could serve as the 

root ï it is the most logical option, as it provides a clearer representation of the 

spacecraftôs motion. Then, the first six generalized velocities of the system are the linear 

and angular velocities of the platform with respect to the inertial frame, both projected 

along the body 1 frame: 

 
() ()

1

T
1 T 1 T

C 11, ,6
u vè ø= w

ê ú
  (1.33) 

Different choices can be made when selecting the reference frame employed to express 

the platformôs velocities. From a computational perspective, projecting the linear velocity 

onto the inertial frame N  significantly reduces computational effort. This is because the 

characteristic timescale of velocity variation in the inertial frame is on the order of the 

spacecraftôs orbital period. In contrast, expressing velocity in the body frame causes it to 

vary at the same rate as the spacecraftôs angular motion, increasing both the numerical 

stiffness of the system and the computational cost. However, in this work, all velocities 

are expressed in their respective body frames, as this choice simplifies the representation 

of elastic motion (which will be discussed in the next chapter). Nonetheless, the 

computational drawback of this approach for generalized velocities is only apparent. It 

can be easily mitigated by transforming 
()

1

1

Cv  into the inertial frame after solving the 

dynamic equations and before the numerical integration, using the following operation:  
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N 1 1 1
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«

= +w   (1.34) 
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This approach allows the system to be solved in the body frame while numerically 

integrating the velocity in the inertial frame, leveraging the advantages of both 

formulations. 

Starting from the root body velocities, the tree configuration allows the possibility to 

reconstruct the velocity of each body by proceeding along the branches up to the end 

bodies. In fact, the following relations always hold: 
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The relative velocities of child body with respect to the parent body are then obtained 

considering Figures 1.4-1.5, it is possible to write that 
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for the rotary joint, while 

 

( )

( )

( )

ii 1

i i 1 i

i 1 i0 i i

i 1 i i i

i 1 i

BB

C B BN N

C Q i Q C ii ii 1 i 1

C Q Q Ci i 1i ii ii 1 i i 1

C C i i 1 ii ii 1

0

v r B s r B s

B r s B r B s

B r s s

-

-

-

-

-

- -

-- -

--

ë w =
î
D = w ³ + S + w ³ + Sî

î
ì

=- +S w - w + Sî
î

è ø= - +S w +Sî é ùê úí

  (1.37) 

 

 

Figure 1.4: Two bodies interconnected via rotary joint 
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Figure 1.5: Two bodies interconnected via prismatic joint 

 

For the prismatic joint. This implies that the remaining part of the generalized velocities 

vector is composed of the joint velocitiesô vectors: 
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T

T T

i i7, ,n
i 2, ,N

u s
=

è ø
= q Ùé ùê ú

  (1.38) 

where the (angular or linear) nature of the term in brackets depends on the joint 

interconnecting the i-th body to its parent body. 

Recalling the definition of partial velocities ï the vector coefficients that multiply 

generalized velocities to provide the velocities of the bodies composing the multibody 

structure ï it is possible to use Eqs. (1.36) and (1.37) to obtain a general and recursive 

method to build matrices  V  and W appearing in Eqs. (1.28)-(1.29). In fact, considering 

that the i-th 3 n³  block of these matrices, denoted as iV  and iW , is associated with the 

i-th body, from inspection of Eqs. (1.36)-(1.37) it is possible to write that 

 { } { }1 i j iC C Q Ci j j
i 1 i 1 i j i j 1revol prism

V R R r R r R
« « « « -

è ø
= - - G Ù Sé ù
ê ú

  (1.39) 

 { } {}i 3 3 j prismi 1 i j revol

0 R R 0³
« «

è ø
W = G Ù
é ùê ú

  (1.40) 

where terms in curly brackets deserve to be further explained. In fact, while the first six 

columns are well-determined by the association with the rigid motion of the platform 

(root body), the remaining columns are built according to the root-to-end process 

previously mentioned. Starting from the seventh column, each column is associated with 

a specific joint degree of freedom that is related to a single body, called body j. If the j-th 

body belongs to the same branch of body i and is closer to the root than body i, or if     

j i= , the 3 1³  column is filled by the expression in curly brackets, choosing the one 

related to the typology of the joint (rotary or prismatic) connecting body j to its parent. In 

the other case, the column is filled by a 3 1³  null vector.  
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In the same way, recursive structure of remainder acceleration is identified. In fact, 

from the time derivation of Eqs. (1.36)-(1.37), the following expression for remainder 

accelerations are obtained for rotary and prismatic interconnections respectively: 
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All accelerations vectors are expressed in the reference frame of the body they refer to, 

for the same reasons previously discussed for the partial velocities case. 

It is worth noting that, as suggested by Eq. (1.30), remainder accelerations could be 

computed though the multiplication of a matrix containing the time derivative with 

respect to the inertial frame of partial velocities by the generalized velocity vector. Other 

formulations employ this methodology instead of Eqs (1.41)-(1.42) [41]. However, 

recursive structure reported here guarantees shorter computational times, because of a 

lower number of algebraic operations. In fact, adopting this strategy implies that the 

accelerations of the i-th body are computed adding the contribution of the i-th body to its 

parent body accelerations, which are already available from the previous step of 

computation. Instead, in the formulation that employs the derivatives of partial velocities, 

the operation to compute the parent body accelerations are always repeated in the matrix 

multiplications Vu  and uW , leading to a larger number of operations. 

 

1.2.8. Introduction  of kinematic laws 

In some cases, it may be preferable to prescribe the time histories of one or more 

degrees of freedom of the multibody system rather than computing them from the solution 

of the dynamic equations. For example, if the impact of a specific appendage motion on 

the overall satellite needs to be evaluated, and the control action required to induce that 

motion is not yet known, an initial analysis can be performed by kinematically prescribing 

the motion of the appendage. This type of analysis provides a preliminary indication of 

the systemôs actual kinematics and dynamics. However, to validate these results, a follow-

up analysis is required in which the prescribed motion laws are replaced with dynamic 

forces that generate the desired motion. This step is essential because, in some cases, the 

prescribed motion may be unfeasible ï given realistic control actions ï due to dynamic 
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couplings with the overall spacecraft or with the motion of other bodies in the same 

kinematic chain. Moreover, applying an unrealistic motion could incorrectly influence 

the behavior of other components within the multibody structure. 

When the motion of one or more degrees of freedom is prescribed, the time histories 

of the corresponding generalized coordinate and generalized velocity are known. In the 

framework of Kaneôs methodology previously described, the prescribed velocities 

constitute terms iC

tv  and 
i

tw  appearing in Eq. (1.25). Specifically, if the k-th DOF of the 

system is assigned, the remainder velocity terms are  
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This means that the k-th component of the generalized speeds vector 
ku  must be removed 

from u , and the k-th column of  V  and W, denoted as 
k

V  and 
k
W  respectively, must 

be removed from the partial velocities matrices. This information is not lost but only 

transferred to the known-term side of the equations. In fact, the remainder accelerations 

are modified as 

 () ()R R

0 kk
a a V u= +   (1.44) 

 
() ()R R

0 kk
ua =a +W  (1.45) 

where 
()R

0a  and 
()R

0a  are the linear and angular remainder accelerations vectors computed 

considering all degrees of freedom as unprescribed. After these modifications to the 

kinematic quantities, the subsequent steps for deriving the dynamic equations (described 

in the next section) can be carried out in the same way as in the case of unassigned degrees 

of freedom. However, it is important to note that when the k-th DOF is prescribed, the 

forces and torques associated with that DOF ï specifically, those applied to the body 

moved by the k-th DOF and acting along its direction of motion ï must be removed from 

the system of equations. This is because the prescribed motion serves as the kinematic 

counterpart of a dynamic input, making those forces and torques redundant. 

 

1.3. Dynamics 

In this section, the dynamic equations for a multibody rigid spacecraft are derived 

using Kaneôs methodology. The relationship between Kaneôs equations and internal and 

external dynamic actions is discussed, with particular attention to constraint reactions. A 

method for reconstructing constraint forces and torques ï either online or in post-
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processing ï is presented, leveraging the properties of a tree-structured system. Finally, 

the computation of verification functions such as linear and angular momenta is 

addressed, along with a methodology for efficiently deriving the motion of the systemôs 

center of mass by taking advantage of the structure of Kaneôs equations. 

 

1.3.1. External and internal contributing forces and torques 

The peculiarity of partial velocities lies in the fact that they follow the directions of the 

degrees of freedom of the multibody system. For example, they are aligned with the axes 

of rotary joints and the directions of prismatic guides. As a result, their scalar product 

with the constraint reactions is zero. This orthogonality allows constraint reactions to be 

neglected in the computation of the dynamic equations, significantly simplifying their 

derivation. In fact, it is worth recalling here (and it will be further discussed in the next 

section) that Kaneôs equations are obtained by projecting the Newton-Euler equations 

onto the partial velocity vectors. Therefore, the only dynamic actions that must be 

considered when applying Kaneôs formulation are: 

(i) the external forces and torques 

 

(ii)  the internal contributing forces and torques. 

The first category includes all possible external actions, such as gravitational forces, 

aerodynamic drag, solar radiation pressure, or even contact with other bodies, as well as 

ñexternalò control actions, such as those exerted by chemical or electric thrusters. In 

contrast, the second group of dynamic actions refers to internal forces and torques ï those 

exchanged among the bodies of the multibody satellite ï that are not orthogonal to the 

partial velocities. For example, the torque generated by a joint motor acts along the joint 

axis and must be included in Kaneôs equations of motion. All these contributions must be 

considered in building the 3N 1³  vectors f  and t , where the i-th 3 1³  block contains the 

total external and contributing forces and torques, respectively, that act on the i-th body. 

 

1.3.2. Derivation of the dynamic equations 

Usually, Kaneôs equations are written in the following form: 

 
r rG Gf f 0, with r 1, ,n*+ = =   (1.46) 

where 
rGf  and 

rGf
*  are the r-th generalized active and inertia force, respectively,  associated 

with the multibody system.  As previously discussed, Kaneôs equations are obtained from 
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the projection of Newton-Euler multibody equations along the partial velocities 

directions. In fact, the generalized active and inertia forces are defined as 

 ( )i
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 ( )i i i i i

r i i

N
C C i B B BN N N N

G ir r C C

i 1

f v m a J J*

=

è ø=- Ö +w Ö Ö a + w ³ Ö w
ê úä   (1.48) 

where im  is the i-th body mass, while 
iC

J  is the inertia tensor of the i-th bod evaluated 

in its center of mass. It is evident that the generalized active and inertia forces are simply 

the projections of the external and contributing internal dynamic actions, and of the inertia 

forces and torques, respectively. Constraint reactions are excluded from if  and i
t  

because of their orthogonality with partial velocities, 

Eqs. (1.46)-(1.48) can be converted to a matrix form, after projecting the physical 

vectors onto specific reference frames. In fact, the generalized active forces of Eq. (1.47) 

can also be written as  

 
T T

Gf V f t= +W  (1.49) 

where 
Gf  is the n 1³ column vector collecting all the n generalized active forces. In the 

same way, generalized inertia forces can be rewritten as 
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where Eqs. (1.31)-(1.32) have been used. In Eq. (1.50), 
Gf
* is the n 1³  generalized inertia 

forces column vector, while  
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where ( )iC

iJ  is the moment of inertia of the i-th body computed with respect to its center 

of mass. Thus, Eq. (1.46) becomes 

 G Gf f 0*+ =  (1.54) 

and, substituting Eqs. (1.49)-(1.50) the following matrix form of the dynamic equations 

for multibody systems is obtained: 

 { } (){ } () [ ]{ }R RT T T T

C C CV MV J u V F Ma T J J+W W = - +W - a - w w  (1.55) 

By solving Eq. (1.55), the time derivatives of the generalized velocities are obtained. 

However, the state vector is composed not only of generalized velocities but also of 

generalized coordinates. Therefore, to complete the system of equations to be integrated, 

kinematic relations must be added to Eq. (1.55). In the case of a multibody, tree-structured 

satellite, it is necessary to include the kinematic equations that relate the time derivatives 

of the generalized coordinates to the generalized velocities: 

(i) the attitude kinematic equations associated with the root body. It depends on the 

specific set of parameters that are chosen to represent the orientation of the root 

body, and provides the time derivative of this parameter as a function of 1w 

 

(ii)  the trajectory equation of the root body: 
() ()

1 1

N N

C Cr v=   

 

(iii)  the kinematic equations associated with the joint variables. 

 

The numerical integration of this set of equations fully describes the motion of the 

multibody satellite. This represents the minimal-dimension set of kinematic and dynamic 

equations, which minimizes the computational effort associated with the systemôs 
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dimension. Moreover, reconstructing the ñEulerianò motion quantities from the time 

histories of the generalized coordinates and speeds is straightforward. In fact, the linear 

and angular velocities of the individual bodies composing the multibody satellite are 

directly obtained using relations (1.28)-(1.29). Unlike the Newton\Euler equations, 

constraint reactions are not directly obtained from the solution of the dynamic equations. 

However, these quantities can also be easily reconstructed by exploiting the 

characteristics of the tree-like configuration, as discussed in the next section. 

 

1.3.3. Constraint reactions in Kaneôs equations 

The absence of constraint reactions is a notable limitation of Kaneôs formulation. 

However, for spacecraft with a tree-topology configuration, it is possible to reconstruct 

the values of constraint reactions easily using an approach based on the Newton/Euler 

equations. Unlike Kaneôs method, the Newton/Euler formulation for multibody structures 

incorporates constraint reactions directly into the state vector. However, the increased 

number of equations leads to longer computation times. In contrast, Kaneôs method 

guarantees a minimal set of ODEs to be integrated, and constraint reactions can be 

computed using the approach presented in this section. This additional computation only 

increases the number of algebraic operations while keeping the ODE system unchanged. 

The procedure follows the subsequent steps:  

(i) At a certain time instant, the state vector containing the generalized coordinates 

and velocities is known. Moreover, after the numerical solution of Kaneôs 

equations, one also obtains u . 

 

(ii)  Then, by utilizing the partial velocities and remainder accelerations, it is possible 

to obtain the values of velocities and accelerations for all bodies within the 

structure (cf. Eqs. (1.28)-(1.29) and (1.31)-(1.32)). 

  

(iii)  As a result, the constraint reactions become the only unknowns in the 

Newton/Euler equations that can be written for all bodies. During this operation, 

a top-down approach is necessary, starting from the bodies at the ends of the 

kinematic chains. This is because each of these bodies has only a single joint, 

and one can then proceed backward along the kinematic chain toward the root 

body. Specifically, at each iteration of this process (where body i is considered) 

the constraint reactions at joint iQ  interconnecting the i-th body with its parent 

are computed as 

 
i i

c c

i i i iC Ci im a f f f m a f= + Ý = -  (1.56) 
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where i ij

j

f f=ä  is broken down as the sum of all external and contributing 

internal forces applied at points 
ijP  belonging to body i. It is worth noting that 

now if  and it  contain also the constraint reactions at the joints interconnecting 

the i-th body to its children bodies, which are available from the previous steps 

of computation of this iterative process. 

This procedure can be applied whether online, i.e. at each step of the numerical 

integration, or in a post-processing module. Moreover, it is also possible to switch on the 

computation only for limited time intervals. In general, this procedure offers the 

possibility to extract the constraint reactions in the framework of Kaneôs equations 

applied to a multibody tree tropology satellite, guaranteeing a low computational effort. 

 

1.3.4. Motion of the system center of mass 

In the context of dynamical modeling for multibody structures, there are some cases 

where it is needed to evaluate the motion of the center of mass of the overall satellite. It 

is essential for example when the orbital motion of the spacecraft is considered. In that 

case, in fact, orbital parameters [42] must be evaluated with respect to the motion of the 

overall systemôs center of mass. It may also be required to kinematically impose a 

precomputed orbital motion to the multibody spacecraft center of mass, if an accurate 

orbit propagator is employed in determining the spacecraft trajectory. Moreover, the 

motion of the center of mass is needed when the total linear and angular momenta must 

be computed to check if the results of the dynamic analysis are consistent. 

 While the motion of the centers of mass of each body are separately considered in the 

Kaneôs equations, the motion of the center of mass of the entire spacecraft requires further 

processing to be computed. Hence, denoting with 
()N

Cv  the velocity of the overall center 

of mass written in components along the inertial frame, the following transformation 

holds: 
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with 
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where  ()
1

1

C Cr  and ()
1

1

C Cr  collect the components (resolved in 
1

B ) of the position and velocity 

of the center of mass of body i relative to the center of mass of body 1 (i.e. the root body). 

In particular, ()
1

1

C Cr  is obtained, at each time step, using the following expression: 
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Setting the linear and angular velocity of the root body (bus) to 0 leads to obtaining the 

relative velocities of the other bodies with respect to the bus. In fact, from the time 

derivation of 

 
i 1 1 iC C C Cr r r= +   (1.62) 

(where 
1Cr  and 

iCr  are the position vectors of the center of mass of the root body and of 

the i-th body, respectively, taken from the origin of the inertial frame) and from the 

definition of partial velocities (see Eqs. (1.25) and (1.28)), it is apparent that 

 ()1

1 i1 ii 1

B 1N

C CC C iC C 1 i
v v r B r B Vu= + w ³ + =  (1.63) 

Hence, to isolate 
()

1

1

C Cr , it is sufficient to set null bus velocities in Eq. (1.63), and Eq. (1.61) 

is obtained as a result. 

 

1.3.5. Computation of the system linear and angular momenta 

To check the absence of modeling or coding errors when simulating the motion of 

multibody spacecraft, it is useful to compute the linear and angular momenta of the 

system. In fact, in the absence of external forces and torques, the two momenta are 

conserved, and this behavior must be verified also in numerical simulations.  
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Linear and angular momenta can be directly computed taking advantage of the matrix 

form of the dynamic equations that has been presented in Section 1.3.2. In fact, from 

inspection of Eq. (1.55), it is possible to define  

 
T T

C
ĔM V MV J+W W  (1.64) 

as the system inertia matrix, or generalized mass matrix, of the multibody spacecraft. This 

matrix is of fundamental importance in computing the systemôs momenta. In fact, it can 

be proven that the following relation holds [43]: 

 Ĕm Mu=   (1.65) 

where  

 

{ } {}

1

i

tot

C

tot

C

i i prismrevol

p

m h

h p

è ø
é ù
é ù=
é ù
é ùÙ
ê ú

  (1.66) 

is the generalized momentum vector, i.e. the vector containing the total linear momentum 

of the multibody spacecraft ( )
tot

p , the total angular momentum of the system computed 

with respect to 1C  (the root bodyôs center of mass) ( )1C

toth , and the projection of the i-th 

body linear or angular momentum computed with respect to the i-th bodyôs center of mass 

(depending on the joint connecting it to its parent body) along the i-th joint partial 

directions, i.e. the directions of the degrees of freedom allowed by the joint. If the joints 

allow only 1 degree of freedom, iC

ih  and 
i

p  are scalars. 

The first six components of m  are the systemôs total momenta and can be used to 

check the implementation of multibody equations in a numerical environment. 

Nonetheless, while the total linear momentum computed from Eq. (1.65) must be 

conserved and can be directly used, the angular momentum deserves further discussion. 

In fact, it is well known that, in absence of external dynamic actions, the total angular 

momentum evaluated with respect to the system center of mass must remain constant.  

However, the total angular momentum computed from Eq. (1.65) is evaluated with 

respect to the center of mass of the root body instead of the overall satellite. This happens 

because the choice of relevant kinematic quantities to describe the motion of the 

spacecraft led to partial velocities that are referred to the center of mass of the root body 

(cf. the second block in Eq. (1.39)). In fact, from the computation of Eq. (1.65) the vector 

1C

toth  is obtained, while conservation holds only for 
C

toth where C is the center of mass of 

the overall system. Thus, from the definition of angular momentum one obtains 
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 1

1

C C

tot tot C C tot
h h r p= -   (1.67) 

where all vectors are resolved in the root body frame. Specifically, 
tot

p  and 1C

toth  are 

already obtained in the frame 
1

B  from Eq. (1.65), while 
1C Cr  derives from Eq. (1.61). 

 

1.4. Introduction of constraints 

In the previous section, Kaneôs equations were introduced and discussed in the context 

of a multibody spacecraft, where the only constraints considered were those arising from 

the interconnections between bodies. These constraints are holonomic and are naturally 

incorporated into Kaneôs formulation through the projection of the dynamic equations 

onto the directions of the partial velocities. This approach effectively eliminates 

constraint forces and torques from the equations while ensuring that the compatibility 

conditions are fully satisfied. However, in many practical scenarios, it becomes necessary 

to introduce additional constraints ï both holonomic and nonholonomic. This section 

addresses that need by presenting a technique that involves an additional projection of 

Kaneôs equations. Furthermore, two relevant examples of multibody spacecraft requiring 

the inclusion of such constraints are analyzed and solved. In both cases, the final 

equations are then compared to those obtained using the traditional method based on 

Lagrange multipliers. 

 

1.4.1. A second Kane-like projection of dynamic equations for 

constrained systems 

Once the multibody dynamic equations have been derived, the procedure for 

incorporating additional constraints remains the same, regardless of whether the 

unconstrained equations were obtained using Kaneôs method or the Lagrangian 

formulation. In fact, the dynamic equations produced by Kaneôs method are equivalent to 

those from Lagrangeôs formulation, provided that the generalized velocities are directly 

related to the time derivatives of the generalized coordinates. This condition is typically 

satisfied for the variables used in such simulations, with the exception of attitude 

representation, where the formulations may differ depending on the choice of parameters 

used to describe spacecraft orientation. Aside from this distinction, the two methods yield 

equivalent final equations, allowing constraints to be added using the same procedure in 

either case.  

In the context of Lagrangeôs formulation, constraints are typically introduced using 

Lagrange multipliers [35, 36]. This involves adding a set of algebraic constraint equations 
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to the system of ordinary differential equations (ODEs), resulting in an augmented system 

of differential-algebraic equations (DAEs). While this approach is widely adopted in the 

literature, it presents two main drawbacks: (i) an increase in the dimensionality of the 

system, and (ii) the introduction of DAEs, which can lead to challenges related to 

computational efficiency and numerical stability. 

An alternative method for incorporating constraints into dynamic equations is 

presented in Ref. [46]. This approach is based on projecting the dynamic equations onto 

directions orthogonal to the additional constraints to be imposed. The underlying 

principle is analogous to the projection of Newton\Euler equations along the directions 

of the reaction forces associated with the interconnections between bodies. In this case, 

the projection is applied to Kaneôs equations, which themselves result from an initial 

projection that eliminates interconnection forces. This second projection is performed 

along directions orthogonal to the generalized constraint forces, which correspond to the 

projection of the additional constraint reactions onto the partial velocities. It is important 

to note that, as previously mentioned, this second projection could also be applied to the 

Lagrangian multibody equations without any loss of consistency. Nonetheless, the focus 

of this work remains on Kaneôs methodology, and the discussion is therefore framed 

within that context. 

The general version of the Kane-like methodology to introduce further holonomic and 

nonholonomic constraints in the dynamic equations of a multibody spacecraft is now 

presented, with reference to Section 1.2.1 for what concerns the theory of constraints. A 

multibody system characterized by n generalized coordinated qi (collected in the column 

vector q ) and n motion variables 
M,iu   (collected in the column vector   

Mu ), which are 

linearly dependent on the time derivative of the generalized coordinates (cf. Eq. (1.10)), 

is considered. Before the application of the additional constraints, the number of 

generalized velocities corresponds to the number of motion variables, that is 
Mu u= . 

Then, if Mm n p= -  velocity constraints are imposed, the set of n motion variables can 

be divided into two subsets (see Eq. (1.14)): 
T

I 1 pu u u uè ø= =ê ú and 

T

R D p 1 nu u u u+
è ø= =ê úcontaining the independent and the dependent motion 

variables, respectively. Specifically, 
Iu  corresponds to the actual set of generalized 

velocities of the constrained multibody system. The constraint equations can be expressed 

as 

 ( ) ( )D Iu A q, t u b q, t= +   (1.68) 

where ( )n p p
A

- ³
Í  and 

n pb -Í  both depend on the generalized coordinates and time t. 

It can be proven that, under the constraint equations (1.68), the Kaneôs dynamical 

equations can be written as [46] 
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 ( )G G 2 G Gf f A f f 0* *+ = + =  (1.69) 

where p

G Gf , f *Í  are the vectors of generalized active forces and generalized inertia 

forces respectively defined for the constrained system, while n

G Gf , f *Í  are referred to 

the unconstrained system, and T

2 p pA I A³
è ø=ê ú where 

p pI ³  is the identity matrix of 

dimension p. The generalized inertia force vector can be rewritten as (see Eq. (1.50)) 

 ( ) ( )G M nl M
Ĕf M q, t u c q,u , t*=- -   (1.70) 

where 
n nĔM ³Í  is the generalized mass matrix, while 

n

nlc Í  is the vector of nonlinear 

terms of dynamics, which are the terms that do not linearly depend on the time derivative 

of the motion variables, i.e. (cf. Eq. (1.55)) 

 
() () [ ]{ }R RT T

nl C Cc V Ma J J+W a + w w  (1.71) 

Substituting Eq. (1.70) in Eq. (1.69) one obtains 

 
2 M 2 nl 2 G
ĔA Mu A c A f=- +   (1.72) 

To incorporate constraint equation (1.68) into the system, it needs to undergo a time 

derivation to be expressed in the form of acceleration: 

 
D I I 1 M Iu Au Au b A u Au b= + + Ý = +  (1.73) 

where ( )( )1 n p n p
A A I

- ³ -
è ø= -
ê ú

. Hence, merging of Eqs. (1.72) and (1.73) leads to 

 ( )
T

TT

M I 2 nlTu Au b A c f
*è øè ø= + - +ê úê ú

  (1.74) 

where the matrix ( )
T

T
T n n

1 2
ĔT A A M ³è ø= Í

é ùê ú
 is invertible (the proof is provided in Ref. 

[46]). The new set of dynamic equations features the time derivatives of the motion 

variables ï not the generalized velocities ï as the unknowns. This is because the presence 

of additional velocity constraints implies that the generalized velocities are now part of 

the motion variables themselves. The total number of equations in the system is n > p, 

where p is the number of degrees of freedom (DOFs). Specifically, in the presence of 

velocity constraints, the minimal set of equations required to describe the system 

dynamics consists of p equations associated with the DOFs, and (n-p) additional 
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equations arising from the constraints. It is important to note that the velocity constraints 

referenced here may be either holonomic or nonholonomic. In the case of holonomic 

constraints defined in terms of configuration variables, a time derivative is required to 

convert them into their velocity form. 

Eq. (1.74) completely describes the motion of a constrained system, without however 

providing any information about the constraint reactions. To evaluate them, one can 

consider that, in the presence of additional constraints, the Kaneôs dynamic equations 

could be written as in Eq. (1.69) or, alternatively, as 

 c

G G Gf f f 0*+ + =  (1.75) 

where c

Gf  is the generalized constraint reactions vector associated with the imposed 

constraints. In fact, in Eq. (1.69), 2A  is the operator of the projection of the Kaneôs 

dynamics equations along directions that are orthogonal to these additional constraints. 

In fact, it can be proven that 

 c

2 GA f 0=   (1.76) 

Hence, the generalized constraint forces can be obtained by substituting Eq. (1.70) in Eq. 

(1.75), obtaining that 

 c

G G M nl
Ĕf f Mu c=- + +  (1.77) 

where 
Mu  is obtained from Eq. (1.74). 

 

1.4.2. The closed-chain configuration 

In the earlier part of this section, the focus was on multibody satellite configurations 

with a tree-like structure. In such configurations, all kinematic chains are open and form 

the branches of the tree. However, in some cases, this representation does not accurately 

reflect the physical scenario being modeled. Certain satellite designs may involve closed 

kinematic chains, characterized by one or more loops of interconnected bodies. A 

common example is a multi-armed satellite grasping a target [26]; in this case, the 

combined system of the chaser and target forms a closed chain, which requires a different 

modeling approach than that used for a simple tree-like configuration. Nonetheless, there 

are techniques to convert a closed-chain problem into an equivalent tree structure. One 

such method is the cut-joint approach [47]. This technique involves breaking the closed 

chain at an underactuated joint, thereby transforming it into two open chains, while 

simultaneously imposing kinematic constraints that replicate the behavior of the removed 
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joint. The derivation of the dynamic equations is now presented for a specific case: the 

slider-crank mechanism. However, it is important to note that this method can be 

generalized and applied to any closed-chain structure. 

The sketch of a slider-crank mechanism is reported in Figure 1.6, (a) before and (b) 

after the cut open procedure. In the open configuration, the generalized coordinate vector 

is [ ]
T

1 2 3q s= q q  and the motion variables are chosen to be the time derivative of the 

generalized coordinates. Following the Lagrange or the standard Kaneôs methodology to 

derive the system dynamical equations, one obtains the same result, i.e. 

 c

M nl G G
ĔMu c f f+ = +  (1.78) 

where c

Gf  is associated with the kinematic constraints that must be imposed to guarantee 

that the position of Q3 always coincide C3. These constraints can be written in the 

following form: 

 

Figure 1.6: Sketch of a slider-crank mechanism (a) before and (b) after the cut open 

procedure 

 () 1 1 2 2 3

1 1 2 2

l cos l cos s 0
q 0

l sin l sin 0

q + q - =ë
F = Ýì

q + q =í
  (1.79) 

where l1 and l2 are the lengths of the two links. Now, Eq. (1.79) can be incorporated in 

Eq. (1.78) using Lagrangeôs multipliers or following the Kaneôs logic described in the 

previous Section. In the first case, Eq. (1.79) is derived twice with respect to time to obtain 

 
MDuF¹ =g  (1.80) 

where ( )n p n
D

- ³
Í  and 

n p-gÍ , with p 1=  and n 3= . Since the vector of Lagrange 

multipliers 
n p-lÍ  is defined such that 

 c T

Gf D=- l  (1.81) 
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one finally retrieves the following DAE system:  

 

T
G nlM

f cĔ uM D

D 0

-ë ûë ûè øî î î î
=ì ü ì üé ù

glî îî îê úí ýí ý

  (1.82) 

which is composed of five differential-algebraic equations. On the other side,  using the 

Kaneôs methodology presented in the previous section, at the beginning only one time 

derivation of Eq. (1.79) is carried out to obtain 

 
MCuF¹ =b  (1.83) 

that can be reconducted to the form of Eq. (1.68). For the case of kinematic constraints 

imposed in the cut joint approach, both B  and b are null vectors, so 

 [ ]
I 1

M I D I I D D D I

D

u
Cu C C C u C u 0 A C C

u

-
è ø

= = + = Ý =-é ù
é ùê ú

  (1.84) 

where ( )( )n p n p

DC
- ³ -

Í  is invertible except at toggle configurations, where the choice of  

Iu  must be opportunely modified to avoid singularity, and ( )n p p

IC
- ³

Í . Hence, following 

the steps described in the previous section, one obtains a system which expression 

coincides with Eq. (1.74). Differently from Eq. (1.82), the obtained system is composed 

of three ordinary differential equations that completely describe the motion of the 

mechanism. The system alone does not provide any information about constraint 

reactions, which however can be separately evaluated (in their generalized form) through 

Eq. (1.77) if required.  

The adaptation of the second Kaneôs projection approach for constrained systems to 

closed-loop multibody structures, as presented here, has been developed within the 

framework of this Ph.D. research. Although the treatment of algebraic constraints in 

Kaneôs equations has been addressed in isolated contexts in the literature, applications of 

Kaneôs formulation to closed-loop spacecraft are uncommon, and the use of the second 

projection approach in this configuration is even rarer. The implementation of this 

technique, together with its integration into a general and recursive Kaneôs framework, 

constitutes an original contribution of this work. 

 

1.4.3. The sloshing modeling 

Various models exist for incorporating fuel sloshing effects into dynamic equations. 

Simplified approaches often represent sloshing using oscillators (spring mass or 
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pendulum like models) [48]. However, these models do not accurately capture the 

complex behavior of the fuel inside the tank in microgravity environment. A higher-

fidelity alternative is the sliding particle model, where the fuel is modeled as a point mass 

constrained to move along a predefined constraint surface. This surface, typically 

spherical or ellipsoidal depending on the tank geometry, is entirely contained within the 

tank. Its size varies with the fuel level ï when the tank is less full, the constraint surface 

lies closer to the tank walls. To implement this model, it is necessary to enforce the sliding 

constraint on the fuelôs point mass, a task that can be addressed using the projection-based 

technique introduced in this section. 

An even more accurate representation is provided by the contained particle model [49, 

50], which extends the sliding particle approach. In this model, the particle is permitted 

to leave the constraint surface if the inertial forces acting on it are directed toward the 

interior of the surface. When this occurs, the particle moves freely within the tank until it 

recontacts the surface, at which point it undergoes an impact and resumes sliding motion. 

Transitioning from the sliding particle model to the contained particle model is relatively 

straightforward and can be achieved by incorporating conditional logic into the 

simulation. Despite this added realism, the central modeling challenge remains the proper 

enforcement of sliding constraints, which is addressed in the following section. 

 

Figure 1.7: sketch of a spacecraft equipped with a tank 

In Figure 1.7, a rigid spacecraft equipped with a fuel tank is represented. The bus and 

tank reference frames are denoted as B  and T  respectively. In this case, a spherical tank 

is considered, with the constraint surface modeled as a sphere whose radius is inversely 

proportional to the fill ratio. The fuel is represented as a particle that can either slide along 

this surface or move freely within it, depending on the acting inertial forces. Within the 
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framework of assembling the spacecraft multibody equations, the system is modeled as a 

two-body spacecraft: the main body and the propellant. The propellant is a point mass 

connected to the main body via a 3-DOFs prismatic joint. Let the position vector of the 

propellant relative to the spherical tank frame be denoted as 

 [ ]
T

1 2 3t t tr=   (1.85) 

the sliding constraint in its velocity form can be expressed as  

 T
0r r=  (1.86) 

that means that the particle velocity must be tangent to the constraint surface. As in the 

previous Section, the procedure to enforce the constraint both using the Lagrange 

multipliers, and the presented Kaneôs-like formulation are discussed. If Eq. (1.86) is 

derived with respect to time, the following acceleration constraint is obtained: 

 T T
0r r+r r=  (1.87) 

The motion variables of the system, corresponding to the generalized velocities prior to 

the application of constraints, include the linear velocity of the platform's center of mass, 

the spacecraft's angular velocity, and the relative velocity of the fuel particle with respect 

to the platform, i.e. 

 
T

T T T

CMu vè ø= w r
ê ú

  (1.88) 

Then, it is straightforward to reconduct the acceleration constraint in the form 
MDu =g

, with 

 
T

1 6D 0³è ø= r
ê ú  (1.89) 

 T
g=-r r  (1.90) 

All the blocks to build the set of equations (1.82) are available. Instead, if Kaneôs 

formulation for constrained systems is applied, one must divide 
Mu  into the independent 

and dependent sets. If, for example, 
D 3u t= , the constraint matrix A is derived from Eq. 

(1.86) as  

 1 2
1 6

3 3

t t
A 0

t t
³

è ø
= - -é ù
ê ú

  (1.91) 
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It is apparent that the second and third components of A assume very large values for 3t  

close to 0. This could lead to numerical instability problems, which can however be 

avoided by changing the choice of 
Du  in the neighborhood of 3t 0= . Matrix A is the 

only element needed to derive all the others appearing in the considered formulation. 

Following the steps reported in Section 1.4.1, it is then possible to obtain the set of 

dynamic equations of the constrained system.  

If the sliding particle model is adopted, the equations of motion remain the same during 

all the simulation. It is worth noting that, beside the constraint force exchanged between 

the tank and the bus represented by (1.81), a further friction force exerted by the bus on 

the fuel mass particle must be included in the model as 

 fr

b ff ­ =-mr  (1.92) 

where m is the friction coefficient [51]. On the other hand, when a more sophisticated 

model, such as the contained particle model, is considered, the equation of motion must 

be modified in a piecewise manner. The contained particle model alternates between the 

sliding motion and the free-floating motion of the fuel particle. Specifically, the sliding 

motion occurs when the force exerted by the particle on the tank wall (and consequently 

on the bus) has a positive radial component. In other words, if this reaction force is 

expressed as 

 cr

f bf ­ =lr  (1.93) 

where l is the Lagrange multiplier and r represents the direction of the force, then the 

sliding phase lasts until 0l>. When 0l¢ the model moves to the free-floating phase 

by removing the sliding kinematic constraint previously enforced. While in the Lagrange 

formulation the value of the multiplier is directly provided by the solution of the DAE 

system, for the Kaneôs version of constrained system equations it is obtained in two steps: 

first, the constraint generalized forces must be evaluated through Eq. (1.77), and then l 

is computed from Eq. (1.81), with D available from Eq. (1.89). The free-floating motion 

is characterized by Rr <  with R radius of the tank, and continues until r reaches 

again the value of R. At this point, the impact between the fuel particle and the tank wall 

must be simulated using one of the well-known contact models, typically employing 

equivalent stiffness and damping coefficients [52]. After this short-term transient phase, 

the sliding constraint must be re-enforced, and the sequence of phases continues until the 

end of the simulation. The contained particle model is widely used to represent sloshing 

disturbances in space missions, as it strikes a balance between the high fidelity it offers ï 

provided the coefficients are well-tuned ï and the relative simplicity of incorporating it 

into a dynamic model. 
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The application of the second Kane-like projection to incorporate propellant sloshing 

effects through a contained-particle model represents another novel aspect of this 

dissertation. To the best of the authorôs knowledge, previous studies have included 

sloshing dynamics within Kaneôs equations for spacecraft analysis only by employing the 

Lagrange multipliers approach. The method developed here therefore constitutes a 

distinctive and original contribution of this work. 

 

1.5. The application of Kaneôs method in robotics 

The Kaneôs method is widely applied in the robotic framework, due to the 

computational advantages and the versatility that arises from being the synthesis of 

Newton\Euler and Lagrange methods. In this Section, the focus is posed on how the most 

peculiar object of the Kaneôs formulation, i.e. Kaneôs Jacobian, is related to some 

important aspects of robotic modeling. First, it is shown that once deriving the Kaneôs 

Jacobian, also the manipulator Jacobian is obtained at once. To complete the modeling of 

rigid multibody spacecraft, a simplified yet effective strategy is presented, which uses 

Jacobian matrices to represent a space manipulator system capturing another articulated 

object 

 

1.5.1. Kaneôs vs manipulator Jacobian 

The manipulator Jacobian plays a crucial role in several aspects of robotics [53]. 

Among its various applications, it is needed to remind that  

(a) it is used to numerically solve the inverse kinematics problem, i.e. deriving the 

time histories of the joint variables from the end-effector trajectory in the cartesian 

space 

 

(b) it allows evaluation of the singular or redundant configurations of the manipulator 

and is also used to compute the manipulability ellipsoids. All this information is of 

primary importance in the characterization of the manipulator workspace  

 

(c) in statics problems, it is used to relate the end-effector forces to the joint torques, 

which are essential to opportunely size the joint motors 

 

(d) in the control problems, several techniques are based on the manipulator Jacobian, 

as the Jacobian Transpose Control and the pseudoinverse techniques. 



42 

 

For all these reasons, the computation of the manipulator Jacobian is a fundamental step 

in robotic problems. However, when the model of the manipulator is constructed using 

Kaneôs formulation, its Jacobian can be obtained with minimal additional effort [54]. 

Here the Jacobian is defined as the matrix that relates the joint velocities to the linear and 

angular velocities of the end-effector. Therefore, it can be expressed as: 

 

()

()

E m
E mP

mE
AE

v J
u J u

J

è øè ø
= =é ùé ù

wé ùê úê ú

  (1.94) 

where symbols ()
E

Ev  and ()E

Ew  denote the linear and angular velocity of the end-effector 

projected in the end-effector body frame, while mJ  is the Jacobian matrix, composed of  

the two blocks m

PJ  and m

AJ  that are related to the position and attitude of the end-effector 

respectively. The vector of generalized velocities contains only joint variables for fixed-

base manipulators. Instead, in the case of mobile robots the base DOFs are included in 

the generalized speeds and mJ  is called ñgeneralizedò Jacobian matrix. 

It is apparent that Eq. (1.94) is of the same form of Eqs.(1.28)-(1.29). In fact, both 

relate the same set of generalized speeds to the linear and angular velocities of the bodies 

composing the multibody structure. If the end-effector is located at one of the free ends 

of the i-th body of the, the Kaneôs linear and angular Jacobian obtained from Eqs. (1.39)-

(1.40) are in the following relationship with m

PJ  and m

AJ : 

(i) iV u  does not provide the linear velocity of the end-effector, but the linear velocity 

of the center of mass of the body where the end effector is mounted. 

 

(ii)  i uW  exactly provides the angular velocity of the end-effector reference frame. 

So, while m

A iJ =W, a further but easy algebraic manipulation is need to be applied on iV  

to obtain m

PJ . In fact, it is sufficient to consider, in Eq. (1.39), the position vectors that do 

not end in iC  but in the end-effector point E. With this simple modification, the Jacobian 

matrix associated with the end-effector position can be easily obtained. Differently from 

other formulations, when the dynamic model of the manipulator is derived using Kaneôs 

method, the robotic manipulator is automatically obtained without further computations.   
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1.5.2. Linear and angular momenta conservation to model space 

manipulator capture 

Space Manipulator Systems (SMS) are often tasked with capturing a target, which can 

be either cooperative or non-cooperative [55-57]. In the previous part of this chapter, all 

the necessary elements to simulate an SMS during the phases before and after target 

capture have been provided, including cases where two or more arms of the manipulator 

connect with the target to form one or more closed loops. However, it is also crucial to 

model the transient capture phase to fully represent the dynamic scenario. If the analysis 

primarily focuses on the capture process, all the necessary elements for simulating this 

phase have already been provided. In this case, it is sufficient to introduce contact forces 

as generalized active forces on the bodies that are in contact. However, an accurate model 

is required to compute the correct contact forces. Additionally, the contact dynamics often 

involves high stiffness processes, leading to computational times that are one or more 

orders of magnitude greater than those associated with the rest of the system dynamics. 

On the other hand, if the capture is not the central focus of the simulation and is only 

considered a transition between the pre-grasping and post-grasping phases, a simplified 

yet valid model can be applied. 

If the short-term dynamics of the grasping phase is neglected, the capture can be 

modeled as an anelastic impact between the target and the chaser. Thus, it is possible to 

link the kinematics immediately before and after the capture, that is approximated to 

happen in a single time instant [58, 59]. As specified before, this is not an accurate 

representation of the continuous grasping process, but an approximation to include the 

effect of grasping in the simulation, allowing the evaluation of both the appropriate 

kinematic condition that can be set as the aim to reach for the pre-grasping phase, and the 

initial conditions of the post-grasping phase simulation. When capture is the focus and 

must be modeled with high accuracy, more detailed models are employed to achieve the 

required level of fidelity. In these cases, the geometries of the end-effector and the target 

interface (e.g., a handle) are explicitly considered, and structural compliance is taken into 

account. Contact forces are modeled using the mathematical formulation that best fits the 

physical behavior observed in the real scenario [60].  

Recalling Eqs. (1.49), (1.55), (1.64) and (1.71) the equations of motion of a 

manipulator can be written as 

 
nl G

ĔMu c f+ =    (1.95) 

Approximating the capture as an anelastic impact, an impulsive force can be considered 

applied to the space manipulator. This contribution is already contained in the generalized 

force vector, which can be broken down into 
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  (1.96) 

where ()E

impf   and ()E

impt  are the impulsive impact force and torque in components with respect 

to the end-effector frame, while 
0Gf  is the remainder part of the generalized forces. It is 

worth noting that not only a force, but also an impulsive torque should be considered. In 

fact, the anelastic impact is seen as an instantaneous establishing of a locking 

interconnection between two bodies, where both relative and angular motion is impaired.  

Moreover, the use of the position-associated term of the Jacobian in deriving the 

generalized forces deserves a further discussion. In fact, as discussed in the previous 

section, the position part of the Jacobian corresponds to the linear partial velocities matrix 

associated with the end-effector location (instead of the body center of mass) in the end-

effector body, which is the point where ()E

impf  is applied. Although linear partial velocities 

not referred to the body center of mass are used, the term ( ) ()T Em

impPJ f  is coherent with the 

previously discussed formulation, where generalized forces are obtained through Eq. 

(1.49). In fact, being (cf. Eqs. (1.39)-(1.40)) 
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and, according to the definition provided in the previous section, 
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  (1.98) 

it derives that 

 ( ) () () ()T E E Em T T

imp imp eqP E EJ f V f t= +W   (1.99) 

where () () ()

E

E E E

C E impeqt r f=  is an additional impulsive torque term that must be applied when 

moving the point of application of ()E

impf  from the end-effector location to the center of 

mass of the body containing the end-effector to maintain the equivalence of the dynamic 

systems. 

If the capture is modeled as an anelastic contact that occurs in a time interval td much 

shorter than the time scale of the examined dynamics, Eq. (1.95) can be integrated over 

the contact duration to obtain 
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Terms 
nlc  and 

0Gf  can be considered constant in the time interval t 0d ­  and brought 

out of the integration, so the integrals associated with them vanish and finally one obtains 

 ( ) ()T EmĔM u J fdd =   (1.101) 

where 

 ( ) ()u u t t u td = +d -è øê ú
  (1.102) 

is the variation of the generalized speeds caused by the capture, and  

 ()
()

()

E
t t impE

Et
imp

f
f d

t

+d

d

è ø
é ù= t
é ùê ú

ñ   (1.103) 

is the impulse associated with the impact force. Using Eq. (1.94) it is possible to correlate 

the variation of the generalized speeds caused by the capture with the variation of the end-

effector linear and angular velocity: 
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  (1.104) 

and, substituting Eq. (1.101), one obtains 
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  (1.105) 

where 

 ( )
T

m 1 mĔH J M J-   (1.106) 

is the Jacobian inertia of the space manipulator associated with its end-effector [59]. The 

Jacobian inertia can be seen as an equivalent inertia matrix that allows connecting the 

end-effector kinematics with forces and torques acting on the end effector. It can be split 

into two contributions, such that 

 [ ]P AH H H=   (1.107) 
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with 

 ( )
T

m 1 m

P P
ĔH J M J-=   (1.108) 

 ( )
T

m 1 m

A A
ĔH J M J-=   (1.109) 

where PH   and AH  are the position and attitude part of the Jacobian inertia, respectively, 

i.e. the matrices accounting for the effect of end-effector forces and torques separately on 

the overall robotic arm.  

The present formulation allows to investigate the effect of the capture on the overall 

kinematics of the involved bodies, in the frame of multibody formulation. In the 

following, a chaser spacecraft is denoted as the spacecraft 1, while the target satellite is 

named spacecraft 2. The contact occurs between the end-effector point of the chaser and 

one handle point of the target. The handle can be treated like the end-effector, so a 

Jacobian inertia can be written to link the impulse on it to the overall kinematics of the 

articulated target body. Immediately before the capture, the chaser end-effector and the 

target handle have velocities () ()( )E E

E,1 E,1v ,w   and () ()( )H H

H,2 H,2v ,w   respectively, where subscript 

H refers to the handle point while superscript (H) indicates that the vector is expressed in 

the reference frame associated with the body containing the handle. Considering only the 

linear velocity ï albeit the procedure is the same for the angular velocity ï, immediately 

after the capture both the end effector and the handle must have the same velocity. 

Expressing all vectors in the end-effector reference frame without any loss of generality, 

one obtains that  
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  (1.110) 

where 
E H
R
«

 is the rotation matrix from the handle to the end effector frame, which is 

known because it is considered the same of the time instant preceding the capture. Eq. 

(1.110) can be rearranged as 
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  (1.111) 

and substituting Eq. (1.105) ï assuming the positive sign for the impulse acting on the 

end-effector ï one obtains that 



47 

 

 () ()
()

()

()

()

H E

H,2 E,1E H

1 2 H E

H,2 E,1

v v
H f RH f Rd d

è ø è ø
+ = -é ù é ù

w wé ù é ùê ú ê ú

  (1.112) 

where  
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and one can finally obtain 
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Once the impulse 
() ()E H

f Rfd d=-  acting on both translational and rotational dynamics is 

computed, Eq. (1.101) is used twice to evaluate the variation of the generalized speeds of 

both the caser and the target. After the capture, the two spacecraft form a single combined 

spacecraft composed of both spacecraft. The end-effector of the chaser and the handle of 

the target become connected via a locking joint. In the case of a different locking 

mechanism that impairs only relative translation but allows relative rotation, the entire 

previous procedure can still be applied, with the rotational equations associated with the 

degrees of freedom of the grasping mechanism being eliminated. In this case, only the 

linear velocity of the two interface bodies is equated after the capture, while part or all 

the angular velocity may differ, depending on the number of degrees of freedom of the 

rotary joint. 

Although this approach is drawn from existing literature, integrating it within the 

framework of Kaneôs equations and including it among the modeling features presented 

in this thesis is expected to enhance the overall quality of the work, enabling the 

representation of a broad range of dynamic phenomena within a unified and coherent 

framework. 

 

1.6. Concluding remarks 

Chapter 1 presented a comprehensive and systematic formulation of the dynamics of 

rigid multibody space systems based on Kaneôs method. First, the motivation behind the 

choice of this formulation are outlined, also through a review of existing multibody 

modeling approaches, including Newton\Euler and (embedded and augmented) 

Lagrangian formulations. After evaluating their respective advantages and limitations, the 
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choice of Kaneôs method was justified due to its balance between intuitive derivation and 

computational efficiency, particularly for space applications. The formulation adopted a 

recursive and modular structure that is particularly suited for multibody tree-like 

configurations, commonly encountered in spacecraft architectures. The kinematics of 

multibody systems is then addressed, detailing the classification of constraints, the 

definition of degrees of freedom and generalized velocities, and the introduction of joint 

partials as essential operators for describing the motion between interconnected bodies. 

The Kaneôs Jacobian, composed of linear and angular partial velocities, was derived as a 

key tool for efficiently projecting Newton\Euler equations along the directions of the 

systemôs degrees of freedom. The recursive computation of remainder accelerations was 

also introduced, enabling aa general and computationally efficient implementation. In the 

dynamics section, the formulation of generalized active and inertia forces was presented, 

highlighting how constraint reactions are inherently excluded from Kaneôs equations due 

to their orthogonality to partial velocities. This property simplifies the derivation of 

dynamic equations while enhancing the computational performance. Moreover, useful 

strategies were provided to compute the system linear and angular momenta, as well as 

the motion of the center of mass of the spacecraft, which are often of fundamental 

importance in the dynamic analysis of complex multibody spacecraft. A Kane-based 

procedure for introducing any constraints ï even the nonholonomic ones ï was discussed 

and compared to the more classic use of Lagrange multipliers. This formulation was then 

applied to model closed-chain configurations and fuel sloshing, further broadening the 

applicability of the methodology. Additionally, the chapter addressed the integration of 

kinematic laws, enabling partial prescription of the system motion where required. The 

chapter ended with the extension of Kaneôs method to space robotic applications, 

including a strategy to model capture maneuvers through the interaction of linear and 

angular momenta. The techniques introduced in Chapter 1 establish a consistent 

foundation for dynamic modeling of rigid multibody spacecraft, offering modularity, 

computational efficiency, and compatibility with a wide range of space mission scenarios. 

It is important to clearly distinguish between the established theory and the original 

contributions introduced in this chapter. The general presentation of Kaneôs equations, 

their recursive implementation for tree-topology systems, and the fundamental 

background on multibody dynamics are provided as a review of the classical theory. In 

this work, however, the equations have been reformulated in an explicit matrix form, 

which facilitates the software implementation of a multibody dynamics code. In addition, 

the extension to closed-chain kinematic configurations and the systematic incorporation 

of sloshing dynamics ï via the contained-particle approach and through the second Kane-

like projection formulation ï represent original contributions of this research. 

Furthermore, the integration of multiple features within a coherent Kane-based 

framework, including the ability to compute spacecraft constraint reactions, center-of-

mass motion, linear and angular momenta, and the outcome of a manipulator capture, is 

considered a significant advancement. These developments extend the applicability of 
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Kaneôs method both within and beyond the scope of existing literature, and provide the 

foundation for the elastic-body extensions presented in Chapter 2.  
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Chapter 2 

2.  

Kaneôs dynamic equations of a 

multibody flexible spacecraft 
 

 

In this chapter, the previously introduced Kane formulation is extended to spacecraft 

composed of both rigid and flexible bodies. The derivation is still carried out in an explicit 

matrix form for both the kinematic and dynamic equations. Flexible body deformations 

are modeled within the framework of linear elasticity theory, with particular attention to 

applications involving flexible appendages consisting of one or more bodies. Within this 

linear approximation, the stress stiffening effect is incorporated to enhance the reliability 

of the model. Furthermore, the interaction between gravitational forces and spacecraft 

elasticity is treated through a detailed formulation that avoids the common simplification 

of applying gravity at a single point of each body in the multibody structure, thereby 

improving the physical fidelity of the analysis. 

 

2.1. Linear representations of elasticity 

The elasticity of flexible bodies is introduced in the dynamic model by adding a certain 

number of degrees of freedom associated with the bodies deformation. These degrees of 

freedom directly derive from the definition of the elastic problem, i.e. the equations of 

motion associated with the elastic deformation of a flexible body. These equations are 

obtained from the weak form of the principle of virtual work in the virtual displacement 

version, i.e. 

 S I EW W Wd =d +d  (2.1) 

where 

 
T

S
V

W s dVd = deñ   (2.2) 
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is the virtual work of internal elastic forces expressed as a volume integral, being s and 

e the second Piola-Kirchoff stress vector and the Green-Lagrange strain vector 

respectively [61]. Moreover,  

 
T

I
V

W r r dVd =- r dñ   (2.3) 

and EWd  are the virtual work of inertial and external forces respectively, being r and r  

the mass per unit volume and the position vector respectively. In this section, it is assumed 

that the elastic body is unaffected by rigid-body motion in order to derive the dynamic 

equations associated solely with the elastic degrees of freedom. When rigid-body motion 

is included, these equations are augmented to form a generalized system that also 

incorporates the rigid-body dynamics and the rigid-flexible coupling terms, which will be 

discussed in the following sections. Then, terms SWd and IWd  in Eq. (2.1) can be 

expressed as a function of the only unknown ( )w r, t , which is the elastic displacement 

of the flexible body represented as a vector field depending on time t.  In doing this, it is 

assumed that the body shows a linear elastic behavior, and that only small deformations 

are admitted. These hypotheses are widely employed in several structural applications, 

and are considered also in this work, where elastic nonlinearities are not taken into 

account. Specifically, when accepting only small deformations, the second Piola-Kirchoff 

stress vector can be substituted with the Cauchy stress vector s [61]. This assumption 

also permits the use of the linearized expression of the Green-Lagrange strain vector as a 

function of the elastic displacements: 

 Dwe=   (2.4) 

where D is a differential operator containing partial derivatives with respect to the 

cartesian coordinates. Furthermore, under this assumption 

 r w and r w= d =d  (2.5) 

because the only time-varying part of the position vector is the displacements induced by 

the elastic deformation. Moreover, if the further assumption of linear elastic material is 

made, it is possible to link the stress and strain vectors through the following constitutive 

equation: 

 C CDws= e=   (2.6) 

where C is the symmetric matrix of elastic coefficients. 
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Once Eqs. (2.4)-(2.6) are substituted in Eq. (2.1) such that ( )w r, t  is the only 

unknown, a further manipulation is carried out by applying the separation of variables 

technique. In fact, the displacement field cam be expressed in terms of an infinite series 

of the following form: 

 ( ) () ()e,kk
k 1

w r, t r q t
¤

=

= yä   (2.7) 

where ()
k

ry  is the k-th shape function, which forms an orthogonal basis that must be 

consistent with the boundary conditions, and ()e,kq t  are the so-called elastic coordinates. 

Obviously, the representation of Eq. (2.7) must be approximated by truncating the series 

to Fn  terms, obtaining the following matrix form: 

 ( ) () ()ew r, t r q t=Y   (2.8) 

where () F3 n
r

³
Y Í  is the shape matrix containing the 3 1³  basis vectors associated with 

point P, whose position is identified by r , projected in the body frame B , and Fn

eq Í  

is the column vector collecting all the considered elastic coordinates. Consequently, the 

error in the elastic displacement representation reduces as the number of terms in Eq.  

(2.7) increases. Substituting the truncated form of Eq. (2.7) into Eq. (2.1) under the 

assumption of linear elasticity, the equation of the linear structural elastic problem can be 

written as  

 
Ge eMq Kq f+ =   (2.9) 

where 

 
T

V
M dV= rY Yñ   (2.10) 

and 

 
T T

V
K D CD dV= Y Yñ   (2.11) 

are the structural mass and stiffness matrices, while Gf  is the generalized active (external) 

forces vector. The structural mass and stiffness matrices are obtained through a volume 

integration of the combination of shape functions and either the density distribution for 

the mass, or the elastic properties of the structure for the stiffness matrix. It is worth noting 

that the structural mass matrix is denoted with the same symbol that was used for the 

generalized mass matrix of Eq. (1.64). In fact, the structural mass matrix corresponds to 
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the generalized mass matrix associated with a single body where the only allowed degrees 

of freedom are the elastic ones.  

The choice of the basis in Eq. (2.7) determines the form of the mass and stiffness 

matrices. In the framework of Finite Element Method (FEM), for instance, the elastic 

body is discretized into a finite number of elements and nodes [62]. The elastic 

coordinates 
eq represent the translational and rotational degrees of freedom at the body 

nodes. Each nodal degree of freedom 
e,kq  is associated with a shape function ()

k
ry , 

which satisfies the Kronecker delta property: it equals 1 at the associated nodeôs position 

vector r , and 0 at the positions of all other nodes. Modeling elasticity through FEM nodal 

degrees of freedom can be directly employed in the derivation of the dynamic equations 

for a multibody structure. This approach enables the exact enforcement of boundary 

conditions, as it allows individual nodal degrees of freedom to be constrained according 

to the imposed physical restrictions. However, the main drawback of this method lies in 

the high dimensionality of the resulting elastic problem. Indeed, using FEM shape 

functions means that the total number of elastic degrees of freedom is equal to the number 

of nodes multiplied by the number of DOFs per node. Since accurately capturing the 

flexural behavior requires a sufficiently fine mesh, the number of elastic DOFs can 

quickly become very large, leading to computational challenges both in algebraic 

operations and in numerical time integration.  

An alternative characterization of the body elasticity comes from the solution of the  

eigenproblem associated with the linear elastic equations (Eq. (2.9)) [63]. In fact, 

considering the homogeneous version of Eq. (2.9), i.e. 

 
e eMq Kq 0+ =  (2.12) 

if the associated solution is of the form 

 ( )eq zcos t= w  (2.13) 

one obtains that 

 ( )2K M z 0-w =  (2.14) 

with Fn
zÍ  eigenvector in the space of the elastic coordinates, while 2w is the associated 

eigenvalue. The former corresponds to the natural mode of the structure, while the latter 

is the squared natural elastic frequency. From the solution of (2.14), Fn  eigenvalues and 

eigenvectors are obtained. The eigenvectors can be collected in the matrix F F,redn n
Z

³
Í , 

obtained from the horizontal concatenation of F,red Fn n¢  column eigenvectors. The 
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choice of 
F,redn , which represents the reduced number of elastic degrees of freedom that 

are used to represent the body flexibility, depends on the trade-off between the 

computational effort and the required model fidelity: the lower 
F,redn is, the shorter the 

computational time, but the less accurate the model becomes. 

The new basis Z can be used to operate a change of coordinates. In fact, considering 

the following transformation 

 
e fq Zq=   (2.15) 

and pre-multiplying Eq. (2.12) by TZ  in order to project it along the orthogonal basis, one 

obtains that 

 T T

f fZ MZq Z KZq 0+ =  (2.16) 

For the properties of Z,  
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where 

 
f k klkl

2

f k k klkl

M m

K m

ë = dî
ì
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  (2.18) 

where km is the k-th modal mass, kw  is the k-th elastic frequency, and kld  is the 

Kronecker delta. If the eigenvectors are normalized with respect to the modal mass, then 

fM  becomes the identity matrix and the diagonal of fK  only contains the squared elastic 

frequencies. Finally, the modal shapes for the case of this parametrization of the elastic 

displacement are derived. Substituting Eq. (2.15) in Eq. (2.8) one obtains that  

 
e f fw q Zq q=Y =Y =F  (2.19) 

where, if Y is the FEM shape matrix, then F,red3 n³
FÍ is the approximated modal shape 

matrix associated with the structural eigenmodes. It is approximated because it is obtained 

as an interpolation of the real modal shapes evaluated only in the nodes of the structure, 

as it appears from inspection of Figure 2.1 where ()
k

rf  is the k-th approximated modal 

shape ï i.e., the physical vector associated with the k-th column of F . 
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Figure 2.1: Approximated k-th natural mode shape of the elastic body expressed in 

terms of FEM elastic coordinates 

Moreover, the new elastic coordinates 
fq  are also called modal amplitudes. It is important 

to note that the FEM and eigenmode-based discretization offer the same level of accuracy 

only when 
F,red Fn n= . In fact, if 

F,red Fn n< , this implies that some eigenmodes have 

been omitted from the representation of the elastic displacements, whereas the FEM 

formulation inherently accounts for the effects of all modes, including those associated 

with higher frequencies. Reducing the number of retained eigenmodes is a common 

strategy to decrease the computational cost of dynamic simulations. This reduction not 

only lowers the number of algebraic operations but also speeds up numerical integration, 

particularly when high-frequency modes are omitted. Typically, the discarded modes are 

those that have a negligible influence on the overall dynamic behavior of the elastic body. 

 

2.2. Kinematics of multibody systems with elastic components 

In the presence of elastic bodies, it is no longer convenient to express kinematic 

quantities with respect to the center of mass. This is because, as will be shown later, the 

dynamic equations for elastic bodies must be derived by integrating the generalized 

inertia and active forces over the body volume. In performing these volume integrals, it 

is useful to decompose the partial velocities of each body into two components: one 

independent of the body elastic deformation, and another that depends solely on the 

deformation [64]. Importantly, only the deformation-dependent component contributes to 

the volume integrals. To perform this decomposition, a common approach in multibody 

structure modeling is to express the kinematic quantities, such as partial velocities and 

remainder accelerations, with respect to the body root joint, i.e., the joint connecting the 
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body to its parent. This choice naturally separates the motion that is independent of the 

body deformation ï the motion of its root joint ï from the component that arises 

exclusively due to the bodyôs elastic deformation. 

 

2.2.1. Recursive kinematics in the floating frame formulation 

In this section, the kinematics of a multibody flexible spacecraft is developed within 

the framework of the floating frame formulation [65]. In this context, both the kinematic 

quantities and the resulting dynamic equations are expressed with respect to reference 

frames attached to the elastic bodies. Consistent with standard practice, the body 

reference frames are placed at the root joints, which connects the body to its parent. This 

choice ensures that the motion of the reference frame of the i-th body is not influenced 

by its elastic deformation. However, the refence frame motion may still depend on both 

the rigid and elastic motion of preceding bodies in the same kinematic chain. As a result, 

the elastic coordinates of the i-th body represent displacements relative only to its own 

undeformed configuration. This modeling approach is widely adopted in the literature on 

linear elasticity, as it yields dynamic equations in which the contributions of rigid and 

elastic motion are clearly separated. 

The generalized velocities for the case of a multibody structure composed of flexible 

bodies correspond to the ones identified for the rigid case, incremented by the elastic 

degrees of freedom associated with the bodies deformation. Considering the root body 

velocities, in this more general version of the formulation any point of the root body can 

be selected as a reference to compute its linear velocity. Then, referring to this point as 

1Q , the first six components of the generalized velocities vector are 

 
() ()

1

T
1 T 1 T

Q 11, ,6
u vè ø= w

ê ú
  (2.20) 

and the same considerations about the integration of the linear acceleration with respect 

to the inertial frame (reported in Section 1.2.7) hold. Denoting as Rn  the total number of 

rigid degrees of freedom of the multibody satellite such that the total number of DOFs is  

R Fn n n= + , the ( )Rn 6-  components of the generalized velocities vector are 

 ( )
R

T
T T

i i7, ,n
i 2, ,N

u s
=

è ø
= q Ùé ùê ú

  (2.21) 

that corresponds to Eq. (1.38).  The remaining Fn  DOFs are then the time derivatives of 

the elastic coordinates, i.e. 
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R

T

en , ,n
u q=   (2.22) 

where 
eq  is now used to denote the generic elastic coordinates, which could be the  nodesô 

degrees of freedom in the case of FEM formulation, or the modal amplitudes of the natural 

modes of the structure. 

Concerning partial velocities, they are obtained from the recursive expression of 

velocities of the i-th body with respect its parent, denoted as i-1 for simplicity. With 

respect to the rigid case, now the linear velocities are referred to the root joint, denoted 

as iQ  (cf. Figures 1.4-1.5), and deformation must be included in the evaluation of the 

body velocities. In general, the following relation holds: 
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  (2.23) 

that is the version of Eq. (1.35) for the elastic case. In Eq. (2.23),  

 ( )
F

i 1 i i 1 i

n

Q Q Q Q i e,kk
k 1

r r Q q*
- -

*

=

= + yä   (2.24) 

where the asterisk in the superscript of 
iQ* indicates that the generic point in the structure 

is considered in the undeformed configuration of the body. In Eq. (2.24) symbol 
k
y  

denotes generically the k-th modal shape, regardless of the specific choice of the 

modeling of elasticity ï e.g.,  FEM or eigenmodes formulations. When elasticity is 

considered, the angular velocity is no more a property of the whole body but depends on 

the point which it refers to. In fact, each point of the body is characterized by a specific 

value of the elastic rotation. For this reason, a subscript has been added to the symbols 

denoting angular velocities to specify which point it is referred to. In this framework, the 

following definitions are introduced: 

 i i 1 iQ Q QN N

rot

*
-w w +Dw  (2.25) 

is the angular velocity of iQ  if elastic rotation is neglected, while  
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 i i 1 i

i 1

Q Q QN N

B
flex

-

-
w w +Dw   (2.26) 

is the total angular velocity of iQ  if it is considered to belong to the (i-1)-th body, so the 

relative rotation of the i-th body with respect the (i-1)-th one about the rotary joint is 

excluded. Then, the angular velocity can be evaluated as 

 ( )
F

i i

n
Q QN N

i e,kk
k 1

Q q
*

*

=

w = w + xä   (2.27) 

where 

 i i 1 iQ Q QN N

revol

*
-w = w +Dw  (2.28) 

and where 
k
x is the k-th rotational shape function evaluated in iQ . The rotational modal 

shapes can be derived considering that, under the assumption of small elastic 

deformations, the following relation between the elastic displacement ( )w r, t   and the 

elastic rotation ( )r, tg  holds: 

 ( ) ( )
1

r, t w r, t
2

g @ Ð³   (2.29) 

where ()Ð³  is the rotor operator. Then, the rotational modal shapes are obtained from 

the ñtranslationalò ones, presented in the previous section, as  

 
k k
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2
x = Ð³y  (2.30) 

As in the previous chapter, two possible connections between the bodies are 

considered, i.e. prismatic and rotary joints. Through a time derivation of Eq. (2.23) for 

these two cases, one obtains  
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for the rotary joint, and 
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for the prismatic interconnection. Symbol 
i i 1Q /B-

w  denotes the 3 1³  vector counterpart of 

i

i 1

QN

B -
w . It is worth noting that, in the framework of the linearity assumption for the bodies 

elasticity, 
e,kq  and its time derivatives are considered as infinitesimal. Then, making the 

term  
i 1 i i i 1Q Q Q /Br
- -
w  explicit one obtains  
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where the term containing e,k e,kq q  has been discarded as a second order infinitesimal. 

From the recursive expressions for linear and elastic velocities, one can derive the 

partial velocity matrices in a general form. As discussed earlier, the linear and angular 

partial velocities are now referred to the joint locations and are denoted respectively by

QV  and QW . Analogous to the rigid case, the generic  3 n³  block of the partial velocities 

matrices is expressed as: 
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where 
m,k
y  represents the modal shape associated with the m-th body and with the k-th 

elastic DOF. If the k-th elastic DOF does not influence the m-th body, 
m,k

0y = . The 
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same logic to the rotational modal shapes 
m,k
x . In Eqs. (2.35) and (2.37) the index m spans 

only the bodies that belong to the same kinematic chain as is i-th body.  

The next step is to determine the remainder accelerations. By following a similar 

procedure to the rigid-body case, the remainder accelerations for rotary joints are given 

by: 
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For prismatic joints, the remainder accelerations take the following form: 
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where 
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In Eq. (2.40), the terms depending on the angular joint partial G and its time derivative 

are nonzero only if the m-th body is interconnected to its parent via a rotary joint. As with 

the partial velocities case, indices m and p proceed along the same kinematic chain of the 

i-th body, starting from the root of the body. Additionally, the time derivative of a rotation 

matrix is given by:  

 
()B

AB
B A B A
R R
« «
=-w   (2.41) 

where ()
B

ABw  is the angular velocity of frame B with respect to frame A, in components with 

respect to frame B. 
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2.2.2. Assembling of elastic bodies 

In certain situations, it may be advantageous to group a series of elastic bodies along 

the same kinematic chain and model them as a single equivalent elastic body for the 

purpose of describing flexible motion. Meanwhile, the relative rigid-body motion 

between individual elements is preserved within the overall kinematic framework. This 

approach is particularly useful in systems composed of repeated structural elements, such 

as telescopic booms. In such configurations, the individual segments may slide relative 

to one another via prismatic joints. However, for efficiency and clarity, it is often more 

practical to represent the elastic behavior of the entire structure as a whole, rather than 

reconstructing it from the deformation of each component element. 

This assembling logic requires certain modifications to the formulation introduced in 

the previous section. The key idea is to adopt a generalized floating frame approach. 

When a group of bodies is treated as a single elastic body, the elastic displacement of a 

specific body within the group is no longer computed relative to its own undeformed 

configuration, but rather with respect to the undeformed configuration of the entire group. 

In the traditional, body-based formulation, the elastic displacement of the i-th body 

reflects only its own deformation. In contrast, the group-based formulation accounts for 

cumulative deformations, including those of preceding bodies along the same kinematic 

chain. 

Shape functions are then defined for the entire system, either via the Finite Element 

Method (FEM) or the approximated modes approach (cf. Section 2.1). However, it is 

important to highlight a key distinction in the procedure: 

(i) Approximated natural modes are defined with respect to a fixed, undeformed 

reference configuration. If the (undeformed) structure undergoes significant 

changes in its configuration over time due to the rigid joint motion regarding 

its components, the initially computed modes ï valid only for the initial 

configuration ï may become inaccurate. This requires recomputing the modes 

and their associated natural frequencies at each time step, accounting for the 

updated geometry and mass/stiffness distribution. Alternatively, one can 

perform an offline campaign of modal analyses across a fully representative 

set of possible configurations. This precomputed database of natural modes can 

then be used during multiple dynamic simulations, avoiding the need to 

recompute the modes at every time step. 

 

(ii)  In contrast, the FEM framework does not inherently require the computation 

of the structure natural modes. However, due to the typically large number of 

degrees of freedom, model reduction techniques are often necessary to make 

simulations computationally feasible (cf. Section 2.3.3). If a modal reduction 

is employed, the natural modes must be computed ï potentially at each time 
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step ï to project the dynamics onto a reduced modal subspace, where the elastic 

unknowns are represented by the selected modal amplitudes. Nevertheless, the 

FEM approach offers a broader range of modeling capabilities, including the 

use of alternative reduction strategies and the ability to incorporate geometric 

or material nonlinearities. 

It is worth noting that, within the framework of linear elasticity, there exist conditions 

that, if verified, lead the two approaches to be equivalent:  

(a) The finite element discretization, i.e. the number and configuration of finite 

elements employed to compute the natural mode in (i), corresponds with the 

one used in (ii). 

 

(b)  A modal reduction technique is employed in (ii). 

 

(c) The same natural modes of the structure are selected in both approaches.  

Under these assumptions, the main discrepancy between the two approaches uniquely lies 

in the order of the operations. In the modal approach, the natural modes are computed 

first, and the dynamic equations are then derived in modal coordinates. In contrast, in the 

FEM-based approach, the full dynamic equations are first formulated in nodal 

coordinates, and, if a modal reduction is applied, the natural modes are computed 

afterward to reduce the system. 

The key difference between the group-based approach and the traditional body-

focused formulation lies in the employed reference frame. In the group-based method, 

elastic deformations are measured relative to the groupôs overall undeformed state, 

whereas in the body-based method they are measured locally for each individual body. In 

both the methodologies, shape functions and elastic coordinates are referred to the overall 

group frame rather than being associated with a single body. Specifically, the shape 

functions are resolved with respect to the group frame and are defined over all points of 

the group, referring to its undeformed configuration. Once the shape functions and elastic 

coordinates have been defined according to this group-based approach, the relevant 

kinematic quantities can be computed using the procedure outlined in the previous 

section, with the following modifications: 

1. In the group-based approach, terms related to the flexibility of bodies that belong 

to the same group as the i-th body and preceding it along the kinematic chain must 

be removed from the expressions of partial velocities and remainder accelerations. 

Specifically, terms such as 
iQ ,kV  and 

iQ ,kW  in Eqs. (2.34)-(2.36) must be replaced 

by zero vectors. This adjustment is necessary because, unlike in the body-focused 

formulation, nodal displacements and rotations are now computed with respect to 

the undeformed configuration of the groupôs root body ï the most upstream body 
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in the group ï rather than with respect to the immediately preceding body in the 

kinematic sequence. As a result, the elastic coordinates behave as absolute 

quantities within the group, and the corresponding partial velocities and remainder 

accelerations account only for the rigid-body motion of each body, not for internal 

elastic contributions from earlier bodies in the same group. 

 

2. For the same reason, the body reference frames in the group-based approach are 

defined without accounting for relative elastic rotations. Only the relative rotations 

arising from rotary joints are considered when defining the orientation of each 

body frame, which is therefore associated purely with the rigid-body configuration. 

This convention does not exclude the effects of flexibility from the dynamic 

equations; rather, it reflects the specific choice of elastic coordinates, which 

express deformations with respect to the group undeformed configuration. As a 

result, the flexibility-related contributions are not embedded within the partial 

velocities and remainder accelerations but are treated separately through the elastic 

coordinates. 

Aside from these adjustments, the subsequent steps in deriving the dynamic equations are 

largely the same for both the body-focused and group-focused approaches. The main 

differences lie in the expressions for the partial velocities and remainder accelerations, as 

discussed above. Accordingly, the remainder of this chapter continues with the derivation 

based on the traditional body-focused floating frame formulation. Nevertheless, the final 

expressions for the dynamic equations remain valid for the group-based approach and can 

be applied directly. A practical application of this group-based formulation is presented 

in Section 4.4, where the dynamics of a Telescopic Tubular Mast (TTM) structure are 

analyzed and discussed. 

 

2.3. Dynamics 

In this section, the dynamic equations governing a multibody flexible spacecraft are 

derived and analyzed within the framework of linear elasticity. A complete expression 

for the gravitational force acting on the flexible structure is presented, including the 

associated modal integrals that arise from the distributed deformation. Subsequently, a 

modal reduction technique is introduced to efficiently handle elasticity modeled through 

the FEM formulation within the multibody framework. Finally, the phenomenon of stress 

stiffening is examined, with key results illustrated for the case of a rotating cantilever 

beam. 
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2.3.1. Dynamical equations of a multibody flexible spacecraft 

The general form of Kaneôs dynamic equations of motion, as given in Eq.  (1.46), can 

be extended to multibody spacecraft that include flexible bodies. The key difference lies 

in the expressions for the generalized inertia and active forces, which are now obtained 

through volume integrals over all bodies in the system. This leads to a modified version 

of Eq. (1.46), now expressed with respect to the joints rather than the centers of mass of 

the bodies, and includes additional terms that capture the elastic behavior of the structure. 

Being iP  the generic point belonging to the i-th body of the multibody spacecraft, the 

expression of the generalized inertia force associated with the i-th body and the r-th 

degrees of freedom of the system is 

 ( )i i i i i i

r
i i

N
P P P P P PN N N N

G ir r i i
B B

i 1

F v a dm dJ dJ*

=

è ø=- Ö + w Ö Ö a + w ³ Ö w
ê úäñ ñ   (2.42) 

which also accounts for the rotatory inertia associated with elastic motion. While this term 

improves the completeness of the dynamic model, its impact on simulation accuracy is 

typically marginal [66]. In most practical applications, especially where computational 

efficiency is a priority, such term is omitted as a compromise between model fidelity and 

analytical tractability. For this reason, the contribution of rotary inertia to elastic motion 

is generally neglected throughout the remainder of this work, and the dynamic equations 

are derived from the following expression of the generalized inertia forces: 

 i i

r
i

N
P PN

G ir
B

i 1

F v a dm*

=

=- Öäñ   (2.43) 

In this framework, it is worth remarking that only the effect of distributed rotatory inertia 

on the elastic motion is neglected, while the impact of the concentrated inertia is 

maintained. In fact, both the partial velocities and remainder accelerations include 

contributions from the rotational modal shapes (cf. Section 2.2). This plays a crucial role 

in improving the model accuracy: while the rotational inertia of an individual 

infinitesimal element is often negligible, this is not the case at the interface where a child 

body is attached to a parent flexible body [67]. In such instances, the elastic rotation at 

the connection point plays a critical role in determining the kinematics of not only the 

child body, but also all subsequent bodies in the downstream portion of the kinematic 

chain. Therefore, although rotary inertia is often excluded for computational simplicity, 

its influence must be preserved in the joint locations to correctly capture the propagation 

of elastic deformation and orientation along the multibody system. 

As discussed in the previous section, the relevant kinematic quantities have been 

derived with respect to the root joint locations, allowing a clear distinction between the 
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terms that are included in the volume integrals over the i-th body and those that are not. 

In fact, it is possible to break down the quantities appearing in Eq. (2.43) as 
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where s is a second index referring to the degree of freedom, with the flexible degrees of 

freedom corresponding to those for which Rs n> , while rsd  is the Kronecker delta. It is 

worth noting that, in Eqs. (2.44)-(2.45), the angular velocities and acceleration associated 

with point iQ  instead of point iP  appear. In fact, the elastic angular deformation is 

associated with the rotation of the nodal rigid body located in point iP . However, this 

contribution does not affect the linear velocity and acceleration of the node located in iP  

when it is seen a point mass. Substituting Eqs. (2.44) into Eq. (2.43) evaluated only for 

the i-th body one obtains that 
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where index Rl s n= -  is introduced for a more compact form because 
i ,l
y  is defined only 

when Rs n> , and where the following properties of the mixed vector product has been 

employed: 

 ( ) ( )a b c a b c³ Ö = Ö ³  (2.47) 

Then, substituting Eq. (2.45) in Eq. (2.46) and considering that, from the definitions of 

partial velocities and remainder accelerations 
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the part of the generalized inertia force (associated with the r-th DOF and the i-th body) 

that linearly depends on the time derivative of the generalized speeds becomes 
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The summation terms, as well as those involving the Kronecker delta, can be compactly 

expressed in matrix form. In particular,  
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 T

rsd =D  (2.51) 

where iY  is the modal shape matrix associated with the i-th body, and 

 
F R F Fn n n n0 I³ ³

è øD=ê ú  (2.52) 

In this context, it is important to note that the k-th elastic degree of freedom does not 

contribute to the motion of the i-th body if it is not associated with that body. Based on 

Eq. (2.49), the generalized mass matrix of a multibody flexible spacecraft can then be 

expressed as: 
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Here, the matrices
Q,fV  and 

Q,fW  are the sub-blocks of  the linear and angular partial 

velocities matrices, referring only to the flexible components of the structure. The 

matrices B and C contain the modal participation factors (MPFs)*  [68] related to 

translational and rotational motion, respectively, while G aggregates the rotational MPFs 

along with cross-coupling terms that account for the interaction between rotational and 

elastic dynamics. The terms 
QS  and 

QJ  represent  the static and inertia-induced moments 

contributions for each flexible body, computed with respect to their corresponding joint 

locations iQ . These include the effects of elastic deformation on the bodyôs mass 

distribution and its dynamic response. Finally, the symbol Y is introduced to denote the 

structural mass matrix, distinguishing it from the overall generalized mass matrix. The 

structure of these matrices is reported in the following: 
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* Physical interpretation of  Modal Participation Factors Modal participation factors quantify how much 

each elastic mode contributes to the overall motion ï translational or rotational ï of the flexible structure. 

Physically, they express the influence of a specific mode shape on the deformation energy and inertia 

distribution of the system. In dynamic terms, a high MPF for a particular mode indicates that this mode 

significantly shapes the systemôs response under motion or external loading, while modes with low MPFs 

contribute little. These factors are essential in capturing the coupling between rigid-body dynamics and 

structural flexibility, as they determine how vibrations and deformations propagate through the spacecraft 

structure and interact with the system overall movement. 
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Being FN  the number of the flexible bodies composing the multibody structure. In the 

previous matrices, the following mass and modal integrals appear: 
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For a better understanding of some of the reported modal integrals, it is important to recall 

the following vector identity: 

 
T T

3 3ab a bI ab³- = -   (2.65) 

which resembles the definition of the moment of inertia. 

Using the same methodology adopted for deriving the generalized mass matrix, the 

nonlinear dynamic terms can also be obtained. These terms arise specifically from the 

portion of the generalized inertia forces that do not depend on the time derivatives of the 

generalized velocities. In other words, they capture the velocity-dependent effects ï such 

as Coriolis and centrifugal forces ï that contribute to the systemôs dynamics but are not 

directly related to acceleration. For conciseness, the explicit derivation of these terms is 
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omitted here. However, by appropriately grouping and reorganizing the resulting 

expressions into matrix form, the nonlinear dynamics vector takes the following form: 
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where ()R

Q,fa  and ()R

Q,fa  are the remainder accelerations associated only with flexible bodies, 

and where the terms in square brackets show the following form: 
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where 
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Finally, the dynamic equations for a multibody flexible spacecraft can be written as  

 
Gnl

Ĕ Ĕ ĔMu Zu Kq c f+ + + =  (2.74) 

where ĔK  and ĔZ  represent the generalized stiffness and damping matrices, respectively. 

These are constructed as block diagonal matrices: the first block corresponds to the rigid-

body degrees of freedom (DOFs) and is a zero matrix (since rigid motions have no 

associated stiffness or damping), while the second block contains the structural stiffness 

and damping matrices related to the flexible DOFs [62]. 

It is important to note that the number of generalized coordinates and generalized 

speeds associated with the rigid-body DOFs may differ. For instance, when using 

quaternions to represent spacecraft attitude, the generalized coordinate vector contains 

four components (the quaternion elements), whereas the corresponding generalized 

velocity vector contains only three components (those of the angular velocity). This 

mismatch implies that the dimensions of the generalized stiffness and damping matrices 

may differ accordingly. Additionally, the structural damping matrix ĔZ  is formulated 

based on the chosen physical damping model, which must be consistent with the selected 

modal representation. For example, if flexibility is modeled using natural modes, then the 

structural stiffness matrix contains the squared natural frequencies along the main 
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diagonal. In that case, the damping matrix includes terms of the form k k2z w where kz is 

the damping ratio and kw is the natural frequency of the k-th mode.  

 

2.3.2. Generalized active forces: a focus on gravitational action 

In Eq. (2.74), symbol Gf  denotes the generalized active forces vector. In the 

framework of the formulation for elastic bodies, it is defined as  
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where i
df  is the force applied on the infinitesimal element idm  of the i-th body. If the 

external or the contributing force is applied on a specific point (i.e. concentrated force), 

then i
df  is equal to the prescribed value in the point of application of the force, and zero 

in the other points. In that case, i
df  can be brought out of the integrals, and the evaluation 

of the integrals in Eq. (2.75) is straightforward. Instead, in the case of a distributed force, 

i
df  must remain inside the integrals, and their solution depends on the specific form of 

i
df .  

In the context of space operations, the gravity force plays a crucial role and deserves a 

dedicated discussion. Specifically, the infinitesimal gravitational force must be integrated 

over the body of interest, i.e. [20] 
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where m is the Earthôs gravitational constant, and 
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is the position vector joining point iP  to the Earthôs center of gravity, being rÄ  and Ĕg  

the magnitude and the direction respectively of the vector from the reference point of the 

platform 1Q  to the Earthôs center of gravity. It is then possible to rewrite 
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and being 

 
2

i i i
p p p= Ö  (2.79) 

one finally obtains 
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At this stage, the only approximation introduced in this discussion is the assumption that 

1 iQ Pr rÄ
, which is generally reasonable in the considered scenario. Thus, by applying 

the Maclaurin expansion series at the first order to Eq. (2.80), it becomes 
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and, substituting in Eq. (2.76), one obtains 
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where the infinitesimal of higher order ï specifically, terms containing ()
4

r
-

Ä  ï have been 

neglected. Finally, Eq. (2.82) is used to obtain the three contributions of the gravitational 

force on translation, rotation and elastic motion appearing in Eq. (2.75) that become, after 

the projection of physical vectors along the i-th body frame 
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where the following ñgravitational modal integralsò appear: 
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It is worth noting that 
i,lky  is the component located in the l-th row and k-th column of 

the structural mass matrix associated with the i-th body. The terms obtained from Eqs. 

(2.83), (2.84) and (2.85) are then substituted into Eq.(2.75) to obtain the contribution of 

the gravitational action to the generalized active forces.  

The introduction of gravitational modal integrals within the Kaneôs formulation for 

multibody flexible spacecraft is one of the major contributions of this work. In fact, the 

use of Eqs, (2.83)-(2.85) allows for the accurate inclusion of gravitational force 

contributions in the dynamic model. Such a level of accuracy is essential when modeling 

elastic space structures. Indeed, relying on a simplified model could lead to a misleading 

representation of the system elasticity, where elastic oscillations may appear not as a 

response to actual gravitational forces, but as artifacts of an incorrect representation of 

the gravity-elasticity interaction [69]. 
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2.3.3. Modal reduction of the FEM system dimension  

As discussed in the preceding sections, one of the primary limitations of the Finite 

Element Method (FEM) lies in the high dimensionality of the resulting system of dynamic 

equations. This arises because each elastic degree of freedom (DOF) corresponds to nodal 

displacements and rotations. To accurately capture the geometry and behavior of the 

structure, a large number of nodes is typically required. However, this leads to 

computational challenges, such as an increased number of algebraic operations and the 

inclusion of high-frequency elastic modes, which significantly increase the numerical 

stiffness of the system and consequently time integration. A viable solution to this 

problem is the adoption of a hybrid approach that incorporates modal reduction based on 

the solution of the structural eigenvalue problem [70]. This method reduces the system 

dimensionality while preserving the FEM ability to rigorously satisfy boundary 

conditions.  

Considering the case of the group-based approach discussed in Section 2.2.2, an entire 

flexible appendage ï comprising several elastic components ï is modeled as a single 

deformable body, where the deformation is defined with respect to the rest configuration 

of the entire appendage. The use of FEM-derived shape functions ensures that the 

boundary conditions of each subcomponent are satisfied, though it still introduces the 

computational burdens noted earlier. Once the dynamic equations governing the 

spacecraft and its flexible appendage have been derived in the form of Eq. (2.74), the 

system size can be reduced by numerically solving the generalized eigenvalue problem. 

Specifically, if the generalized mass matrix ( )ĔM  and stiffness matrix ( )ĔK  are known, one 

can solve the generalized form of Eq. (2.14) to obtain the eigenvalues and eigenvectors 

of the system. The term ñgeneralizedò indicates that ( )ĔM and ( )ĔK include not only the 

elastic properties but also contributions from the rigid-body DOFs of the multibody 

system, whereas Eq. (2.14) pertains solely to the elastic submatrices. 

The solution yields a total number of eigenvalues equal to the number of DOFs in the 

system. The first Rn  eigenvalues ï where Rn  denotes the number of rigid-body DOFs ï 

are exactly zero. Each corresponding eigenvector has all components equal to zero, except 

for a unit entry in the position associated with a specific rigid DOF. The remaining Fn

eigenvalues correspond to the squared natural frequencies of the structure. Their 

associated eigenvectors contain zero entries for the rigid DOFs and non-zero components 

corresponding to the natural modes of the elastic body. Since the FEM elastic coordinates 

are defined by nodal displacements and rotations, the eigenvectors obtained from this 

modal analysis represent the modal shapes as a function of these elastic variables. This 

enables an efficient projection of the elastic motion onto a reduced modal basis, 

significantly lowering the computational cost while retaining dynamic accuracy. 
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To achieve this, the modal transformation matrix T  ï a generalized version of the 

matrix Z  introduced in Eq. (2.15) ï is constructed by concatenating the generalized 

eigenvectors corresponding to the selected elastic modes, along with those associated 

with the rigid-body DOFs. If Fn denotes the number of retained elastic modes and  Rn  the 

number of rigid-body DOFs, then ( )( )R F R Fn n n n
T

+ ³ +
Í   Once the modal transformation 

matrix is defined, the coordinate transformation is performed as follows: 
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u Tu

=ë
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  (2.91) 

where q  is the original vector of generalized coordinates (typically including nodal 

displacements and rotations), and q  is the reduced vector of modal coordinates, 

comprising both rigid-body motion and selected elastic modal amplitudes.  Similarly, u   

and u  are the reduced and original vectors of the generalized velocities. This 

transformation enables the projection of the full-order dynamic model onto a reduced-

order modal subspace, thereby yielding a compact and computationally efficient 

formulation suitable for simulation and control design. Then, the dynamic equations are 

projected onto the basis represented by T and become 

 T T T T T

Gnl
Ĕ Ĕ ĔT MTu T ZTu T KTq T c T f+ + + =   (2.92) 

The application of modal reduction results in a reduced-order system of dimension 

R F R Fn n n n+ < +. This dimensionality reduction leads to significantly faster 

computations, particularly beneficial in time-domain simulations. Moreover, by 

selectively discarding only the higher-frequency/higher damped modes, which typically 

contribute less to the structural dynamics of interest, the numerical stiffness of the system 

is reduced, allowing for larger integration time steps if Runge-Kutta like algorithms are 

used [71]. As previously mentioned, this approach is commonly used to accelerate 

computations when one or more elastic bodies are modeled in the dynamic equations 

using FEM shape functions. In fact, it allows the natural modes, represented by the 

eigenvectors and eigenvalues, to be directly expressed in terms of the nodal displacements 

and rotations relative to the undeformed configuration of the body or group of bodies (cf. 

Figure 2.1 and Section 2.2.2). 

This reduction corresponds to truncating the order of the shape functions when modal 

shapes are used to represent body elasticity. In both this case and in the modal reduction 

of a FEM-based approach, a certain number of modes (frequencies) are discarded in order 

to achieve a trade-off between accuracy and the computational cost of the numerical 

simulation. The appropriate choice consists of retaining only those modes that have a 

significant influence on the dynamics of interest. Typically, the lower-frequency modes 
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dominate the deformation behavior of the structure, while higher-frequency modes often 

contribute less unless specifically excited. This aspect is particularly advantageous, since 

lower-frequency modes also impose less stringent restrictions on the timestep size of the 

numerical integration. A quantitative assessment of modal importance can be obtained 

from the modal participation factors (MPFs) or, equivalently, from the modal effective 

mass (or modal mass fraction) [61], which is derived directly from the MPFs and the 

system mass matrix. By inspecting these quantities, one can identify which modes have 

the greatest influence on system dynamics and define a threshold below which modes can 

safely be neglected. Finally, it is important to retain modes with natural frequencies close 

to the excitation frequencies, in order to avoid excluding potential resonance phenomena 

from the representation. 

As a concluding remark, it is valuable to discuss the truncation procedure in the context 

of the assembling strategy discussed in Section 2.2.2. Considering a flexible appendage 

composed of several elastic substructures as a single elastic body allows for a more 

accurate and customizable characterization of its elastic behavior. In this formulation, one 

can directly select the modes (and their associated frequencies) that best capture the 

overall flexibility of the appendage. Conversely, if each sub-block is modeled as an 

individual elastic body, the number of retained modes for the entire appendage cannot be 

lower than the number of its components. For example, if only the lowest mode of each 

substructure is retained, the assembled system will necessarily include at least the first 

BN  frequencies, with BN  equal to the number of elastic sub-bodies. This approach 

introduces two main limitations: (i) it restricts the possibility of discarding unnecessary 

frequencies, and (ii) it does not allow a priori knowledge of which global appendage 

frequencies are represented in the final system without an additional modal analysis of 

the complete structure. For these reasons, in the case of structures discussed in Section 

2.2.2  such as deployable booms, it is generally preferable to adopt the grouping strategy 

as it yields a clearer and more adjustable definition of the elastic properties of the 

appendage. 

 

2.3.4. Stress stiffening in Kaneôs equations: the beam case 

In Section 2.1, the structural flexibility of the system was modeled under the 

assumption of small elastic deformations and linear elastic material behavior. Within this 

framework, the dynamic equations were derived by neglecting all second-order 

infinitesimal terms, i.e., terms involving the products of elastic coordinates and/or their 

time derivatives. While this simplification is valid for small deformations, it removes the 

influence of stress stiffening effects from the equations. Stress stiffening refers to the 

phenomenon where the bending stiffness of a structure changes as a function of the 

internal normal stress state [72]. A classic example is buckling, where compressive axial 
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stresses reduce the effective lateral stiffness of a structure, potentially causing instability. 

Conversely, tensile axial stresses increase the effective bending stiffness, as seen in pre-

tensioned systems such as the strings of a guitar. 

Crucially, this phenomenon does not require introducing geometric or material 

nonlinearities. It arises naturally from the correct linearization of the nonlinear kinematic 

description of the system. In other words, stress stiffening can be captured within a linear 

elastic model, provided that all the linear terms are retained in the equations. However, 

the dynamic equations derived in Section 2.3.1 do not account for stress stiffening. This 

omission stems from the sequence of linearization used. In those equations, the partial 

velocities were derived directly from already linearized expressions for the body 

velocities. As a result, the projection of the Newton\Euler equations onto the generalized 

coordinates fails to retain specific terms that are linear in the elastic coordinates but arise 

from nonlinear velocity expressions ï terms that are essential to capture stress stiffening. 

In contrast, the correct procedure within Kaneôs methodology involves [63, 64]: 

1. First deriving the nonlinear expressions of the body velocities, including all 

relevant coupling between rigid and elastic motion. 

2. Then computing the nonlinear partial velocities from these expressions. 

3. Finally, linearizing the resulting partial velocities and projecting the 

Newton\Euler equations accordingly. 

By skipping the first two steps, the formulation in Section 2.3.1 can be described as 

ñprematurely linearizedò, and thus, it misses the stress stiffening contributions. 

Nonetheless, it is important to note that the formulation previously presented remains 

valid for many engineering applications, especially in complex three-dimensional 

geometries, where the nonlinear kinematic expressions of elastic deformations may be 

difficult (or even impossible) to express explicitly using separation of variables. In such 

cases, stress stiffening is typically reintroduced a posteriori, by incorporating additional 

stiffness terms into the model based on precomputed internal force distributions or stress 

states [74]. To provide a clearer illustration of how stress stiffening terms arise within 

Kaneôs framework, the case of a planar elastic beam is examined in the following part of 

the section [75]. This example enables the explicit derivation of nonlinear velocity 

expressions and offers a concrete demonstration of how stress stiffening modifies the 

dynamic behavior of the structure, even under linear elastic assumptions. 

The case of the cantilever beam shown in Figure 2.2 is considered. The locked end is 

mounted on a rotor, that allows the rotation about an axis that can have generic direction. 
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Figure 2.2: Schematics of the flexible boom (clamped-free) configuration 

The flexible beam can undergo flexural bending deflection in all directions perpendicular 

to its longitudinal axis. The previously discussed natural modes decomposition technique 

is employed to describe its flexural response. Specifically, clamped-free boundary 

conditions are considered, to derive the modal shapes and natural frequencies of the beam. 

To account for the stress stiffening effect, it is essential to establish a relationship between 

the bending elastic displacement and the axial displacement, involving nonlinear elastic 

kinematics. Considering the overall nonlinear elastic kinematics, the length of a deformed 

infinitesimal element of the beam can be expressed as 

 ( )
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x x x
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where ( )[ ]
T

1 2 3s x, t s s s=  is the elastic displacement vector, whose components are 

written in the undeformed body frame ( )1 2 3
Ĕ Ĕ Ĕb ,b ,b . Therefore, with reference to Figure 

2.2, the length of the beam from Q to P is determined through the following expression: 
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x

0
x s x, t , t d*+ = s sñ   (2.94) 

where s is a dummy variable. If one adopts the following change of variable, i.e.  

 ( )1x s x, tz= +   (2.95) 

Eq.  becomes 
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The axial and bending components of the elastic displacement in the beam are expressed 

through a modal decomposition, using a set of predefined eigenfunctions. This approach 

allows the deformation field to be represented as a weighted sum of spatial mode shapes, 

each modulated by a time-dependent modal amplitude. The decomposition takes the 

following form: 
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where Fn  denotes the number of flexible degrees of freedom of the beam, ()iq t   is the i-

th modal amplitude, while ()1i xf , ()2i xf  and ()3i xf  are the i-th eigenfunction 

associated respectively with axial and the two orthogonal bending displacements.. These 

eigenfunctions are scalar-valued functions, each representing a spatial distribution 

corresponding to one component of the beam's elastic motion. The modal shape vectors 

f defined in Section 2.1, are constructed from combinations of these scalar 

eigenfunctions for each mode. By taking the time derivative of the total velocity 

expression (cf. Eq. (2.96)) and performing the necessary algebraic operations, the 

following expression is obtained: 
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where 
1s =z (from Eq. (2.95)), while ic denotes the coefficient that multiplies the time 

derivative of the i-th modal coordinate. The term ( )i x, tc  can be interpreted as the 

eigenfunction associated not with the axial displacement, but with the elastic 

displacement along the axis 
1
Ĕb , which does not coincide with the deformed beam axis. 

Moreover, symbol ()¡ in Eq. (2.101) denotes the derivative with respect to s.  
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At this stage, it is possible to illustrate the process to directly derive a correct form of 

the linearized dynamic equations for the case of interest. Denoting as  the linearized 

version of  (cf. Eq.(2.97)), it is apparent that 

 ( ) ( ), t , t 1z = s =  (2.102) 

because the squared terms appearing in Eq. (2.97) represent infinitesimal quantities of 

second order in the modal amplitudes. Thus, the linearization of Eq. (2.101) leads to 
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where 
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and ic is the linearized form of ic. It is apparent that a second order term in the modal 

coordinates and their time derivatives appears in Eq.(2.103), i.e.   
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Hence, if  Eq. (2.103) is employed to compute the linearized expression of the velocity 

field along the beam, the second-order coupling term described in Eq. (2.106) omitted. 

This leads to the simplified expression: 
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which suggests that the axial elastic displacement (along the undeformed longitudinal 

direction) 1s  is decoupled from the transverse bending displacements2s  and 3s . 

However, this result is misleading, as it stems from a premature linearization. In reality, 

there is a geometric coupling between axial and transverse displacements due to the 

deformation of the beam, and this interaction must be preserved, at least in the 

computation of the partial velocities, to ensure the correct linearization of the dynamic 

equations. The component of partial velocities along 
1
Ĕb  of the nonlinear partial velocity 

associated with the time derivative of the i-th modal coordinate is obtained from Eq. 

(2.103), and specifically corresponds to ic. Then, the linearized form of this partial 
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velocity just corresponds to the term ic appearing in Eq.(2.103). On the other hand, if 

the same linearized partial velocity were obtained from the linearized expression of the 

velocity along 
1
Ĕb , it would consist only of the term 1if  (cf. Eq. (2.107)). The critical 

insight here is that the axial elastic displacement, when expressed along the deformed 

axis, is indeed uncoupled from the bending displacements. However, this is not true when 

considering displacements along the undeformed axis, which is the conventional 

reference for modal expansions. In that context, Eq. (2.103) shows that the axial 

component of velocity includes contributions that depend on the bending modal 

amplitudes through the integrals in Eqs. (2.104) and (2.105). This understanding is 

essential for constructing a well-linearized set of dynamic equations that accurately 

incorporates stress stiffening effects. Specifically, it demonstrates that the correct 

projection of the Newton\Euler equations must be performed onto the properly linearized 

partial velocities, rather than onto prematurely simplified kinematic expressions. This 

approach ensures that Kaneôs equations retain the necessary coupling terms to capture 

stress stiffening in flexible structures. 

To explicitly demonstrate the appearance of stress stiffening terms in the dynamic 

equations, a simplified case is analyzed. Consider the flexible beam depicted in Figure 

2.2, modeled as a cantilevered boom rotating at a constant angular velocity v   about a 

fixed axis 
2

3
Ĕb . Elasticity is represented by a single bending mode corresponding to in-

plane deformation. For the sake of simplicity, the axial and out-of-plane deformations are 

neglected. Accordingly, the elastic displacement field reduces to: 

 ( )s x, t 0* =   (2.108) 

 ( ) () ()2 21 1s x, t x q t=f   (2.109) 

 ( )3s x, t 0=   (2.110) 

The linear velocity of a generic point P on the beam, expressed in the body-fixed reference 

frame, is given by:  

 ( )QPPv r s P, t=v +   (2.111) 

where [ ]
T

0 0v= v  and QPr  is the distance from Q to P in the deformed 

configurations. From Eq. (2.111), it is possible to isolate the nonlinear partial velocity 

with respect to the generalized coordinate, which needs to be linearized with respect to 

small elastic displacements. The final form is By applying a linearization in the limit of 

small elastic displacements, we obtain: 

 [ ]
T

11 1 21V q 0= -b f   (2.112) 
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where 

 
()

2

21

11
0

d
z µf så õ

b sæ ö
µsç ÷

ñ   (2.113) 

Once the linearized partial velocities have been obtained, the acceleration field  of the 

beam can be obtained from the time derivative of (2.111), i.e. 

 ()R

P P1a Vq a= +   (2.114) 

where [ ]
T

21V 0 0= f  is the prematurely linearized expression of Eq. (2.112), while 

()R

Pa  encompasses the terms of Pa  that do not rely on the time derivatives of generalized 

velocities. Projecting the NewtonïEuler equations onto the linearized partial velocities 

yields Kaneôs dynamic equations in the form: 

 () () () ()
L L L RT 2 T T 2

P Pb 1 1 b 1
0 0 0

V a dx q t V Vdxq t V a dx q t 0r +w = r + r +w =ñ ñ ñ   (2.115) 

where L is the beam length, ()xr  is the beam mass per unit length, and bw  is the 

frequency of the first bending mode. Then, one obtains the final governing equation, 

 (){ } () () ()
L

2 2 2

1 b 1 21
0

q t q t x x x dx+ w -v +lv =-v r fñ   (2.116) 

where the term 

 () ()
L

11
0

x x xdx 1l= r b >ñ   (2.117) 

is responsible for the stress stiffening and reflects how centrifugal effects ï arising from 

the beamôs rotation ï induce axial tension, thereby increasing the effective stiffness of the 

structure. In Eq. (2.117), the quantity ()11 xb  is expressed as a function of x. This can be 

easily derived from Eq. (2.113) by applying the variable transformation outlined in Eq. 

(2.95).  

This analysis reveals two competing effects resulting from the interaction between 

rigid-body rotation and elastic deformation: 

1) The term { } ()2 2

b 1q tw -v   associated with the flexible dynamics, tends to reduce 

the internal restoring force.  

2) The stress stiffening effects { } ()2

1q tlv  associated with centrifugal stretching, acts 

to increase the beamôs stiffness. 



83 

 

Importantly, omitting the stress stiffening term would imply that the beamôs effective 

stiffness could vanish under certain conditions ï particularly for rapidly rotating systems 

ï resulting in a grossly inaccurate dynamic model. This underscores the necessity of 

including stress stiffening in any realistic representation of rotating flexible structures. 

The introduction of stress stiffening modeling capabilities within the Kaneôs 

formulation is not an original contribution of this work [75]. However, due to its relevance 

in various dynamic scenarios, it has been included in the theoretical discussion of the 

multibody formulation. This capability is also employed in one of the applications 

presented in Chapter 4, where it enables a more accurate evaluation of the elastic 

displacements of the CIMRôs rotating antenna. Since the analysis of such dynamic effects 

in the CIMR case study represents a valuable contribution of this work, the detailed 

modeling required for this analysis is presented in this chapter, even though it does not 

constitute an original contribution of the thesis. 

 

2.4. Concluding remarks 

Chapter 2 extended the methodology presented in Chapter 1 to the domain of flexible 

multibody space systems. The main objective was to formulate dynamic equations that 

accurately represent the coupled rigid-elastic behavior of complex spacecraft 

architectures. The chapter began with an overview of linear representations of elasticity, 

comparing two primary modeling approaches: the modal basis and the finite element 

(FEM) basis. These representations enable the modeling of elastic deformations in 

flexible components, such as large deployable antennas or solar arrays. The kinematics 

of flexible multibody systems were formulated using a floating frame approach, with the 

recursive structure from Chapter 1 adapted to handle the presence of elastic components. 

The assembling of elastic bodies was addressed, enabling both single-body and multi-

body elastic configurations to be modeled effectively. An important modeling choice 

discussed was the possibility of treating interconnected elastic bodies as a single 

equivalent elastic entity for the purpose of elastic deformation analysis, while maintaining 

separate rigid-body representations to simplify the overall dynamics. In the dynamics 

section, the derivation of the equations of motion for multibody flexible spacecraft was 

presented. Particular attention was given to the accurate modeling of generalized active 

forces, with a focus on gravitational interactions. The inclusion of gravity-elasticity 

coupling effects is in fact essential for predicting deformations and dynamic behavior 

during orbital maneuvers. The chapter also introduced modal reduction techniques for 

reducing FEM-based dynamic system dimensions, thereby improving computational 

efficiency without significantly sacrificing accuracy. Finally, the stress stiffening 

phenomenon, particularly relevant for rotating flexible structures, was analyzed and 

integrated into the Kane-based formulation. This capability was introduced in order to 

increase the modeling accuracy for realistic configurations such as the CIMR satellite 
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with its large rotating antenna. Overall, Chapter 2 generalized the Kaneôs approach to 

include flexible dynamics, thereby enabling a unified modeling framework for both rigid 

and flexible multibody spacecraft. The results of this chapter provide the essential tools 

for analyzing the coupled dynamics of advanced space systems in realistic operational 

scenarios. 
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Chapter 3 

3.  

Nonlinear techniques for attitude and 

relative orbit control  
 

This chapter presents new enhancements to feedback nonlinear control techniques for 

both attitude control and relative motion control. For attitude control, the proposed laws 

are derived from existing approaches by modifying the structure of the error-dependent 

terms, in both triaxial and single-axis cases. Their stability is analyzed using Lyapunovôs 

theorem and LaSalleôs invariance principle. In the attitude control framework, the 

steering laws for the two most common categories of momentum exchange devices ï i.e., 

reaction wheels and single-gimbal control momentum gyroscopes ï are provided. The 

presented laws include additional terms with respect to the literature solutions, leading to 

a more accurate tracking of the desired control torque by the actuator systems. For the 

relative motion case, a more accurate dynamic formulation is introduced to represent the 

chases dynamics with respect to a target on a perturbed orbit, and a new control strategy, 

denoted as Hybrid Predictive Control (HPC), is proposed. In both domains, the novel 

control strategies are benchmarked against state-of-the-art solutions, clearly 

demonstrating the performance improvements achieved with the proposed methods. 

 

3.1. Control aspects in space missions involving multibody 

satellites 

Multibody spacecraft have become increasingly relevant in modern space missions 

due to their versatility and adaptability, particularly in scenarios that require physical 

interaction with other objects in space. These platforms often include deployable 

structures, articulated mechanisms, or robotic manipulators, making them especially 

suitable for complex operations such as on-orbit servicing (OOS), which encompasses 

tasks like inspection, refueling, repair, assembly, and debris removal [76, 77]. The 

inherent complexity of these missions places stringent demands on the spacecraft ability 

to perform precise and coordinated control of both attitude and relative orbital motion. In 

the context of OOS missions, attitude control is critical not only for maintaining proper 

orientation with respect to communication links or payload pointing but also for enabling 

fine alignment during docking and berthing procedures. Simultaneously, relative orbital 
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motion control is necessary to approach, rendezvous with, and operate safely around a 

target object [78]. For multibody spacecraft, the challenge is amplified due to the internal 

dynamics introduced by their articulated appendages or moving components, which can 

influence both the spacecraft mass distribution and its control response. 

To address these challenges, this chapter discusses trajectory and attitude control as 

distinct subsystems, each with its own control objectives and algorithms. This separation 

is intentional: the proposed control laws are designed to be general-purpose and thus 

applicable to a wide variety of missions, including those involving single rigid-body 

spacecraft, rather than being tailored exclusively to multibody platforms. Nevertheless, 

when applied to multibody spacecraft ï as illustrated in the case studies of Chapter 4 ï 

these techniques have proven effective in meeting mission requirements. This is due to 

several factors:  

(a) The novel control techniques presented in this chapter generally demonstrate better 

performance compared to classical control approaches. 

 

(b) Nonlinear attitude controllers can inherently handle variations in the inertia matrix.  

 

(c) Realistic design choices provide favorable conditions. For instance, the motion of 

articulated parts is not excessively fast, as in actual operations. Moreover, their 

motion is planned to keep the spacecraft center of mass as closely aligned as 

possible with the thruster line of action, thereby reducing imbalances that can 

nonetheless be compensated by the attitude control system.  

 

(d) OOS operations are assumed to be conducted in a free-floating mode in the very 

last phases, where attitude control remains active while translational thruster 

actuation is avoided near the target to ensure safety. 

Accordingly, the following sections of this chapter present attitude and relative orbit 

motion control strategies separately, highlighting the key techniques used in each domain. 

Their coordinated integration, which is crucial in multibody OOS scenarios [79], will 

instead be demonstrated through the application examples discussed in Chapter 4. 

This work focuses on nonlinear control techniques due to their strong suitability for 

the class of problems under consideration. In particular, nonlinear control strategies offer 

the advantage of ensuring global or quasi-global stability in many relevant scenarios, such 

as those involving large rotational maneuvers or rendezvous operations with spacecraft 

in highly elliptical and perturbed orbits [80, 81]. These characteristics make nonlinear 

control especially effective for multibody spacecraft operations, where the system 

dynamics are inherently nonlinear and require globally consistent behavior across a wide 

range of configurations. As such, the control strategies presented in the following sections 
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are developed within a fully nonlinear framework, aligning with the specific demands of 

advanced space missions. 

The first part of this chapter focuses on attitude control. It begins by presenting the 

most commonly used parametrizations for describing attitude kinematics, followed by the 

main relationships among them. The concept of error kinematics is then introduced, along 

with the fundamental kinematic and dynamic equations governing attitude motion. Next, 

triaxial control is addressed by introducing one of the most widely adopted nonlinear 

attitude control techniques, together with its stability analysis. An enhanced version of 

this control law is subsequently presented, with a corresponding stability assessment. The 

discussion then shifts to the reduced-attitude control problem. A nonlinear control law 

from the literature is introduced, and its stability properties are analyzed. An improved 

version of this control strategy is also presented, and its stability is similarly assessed. 

The advantages introduced by the enhanced control laws are then discussed, supported 

by a numerical analysis. Finally, the chapter reviews attitude actuators, with a specific 

focus on momentum exchange devices. Steering laws are presented for both reaction 

wheels and single-gimbal control moment gyroscopes (CMGs), including a singularity 

avoidance algorithm for the latter. 

The second part of the chapter addresses the modeling and control of the relative 

orbital motion of a chaser spacecraft with respect to a target. The modeling is approached 

using the Battin-Giorgi formulation, which ensures numerical stability and high-fidelity 

motion representation. An enhanced version of this formulation is also presented to 

further improve numerical accuracy. A nonlinear control strategy based on feedback 

linearization is then introduced. In addition, an improved variant of this control law ï 

denoted as Hybrid Predictive Control (HPC) ï is derived, featuring adaptive gains 

designed to intelligently saturate the control effort. The performance of this adaptive 

control is analyzed and compared to a traditional saturation approach based solely on 

control magnitude scaling. 

 

3.2. Attitude kinematics and dynamics 

The attitude of a spacecraft can be defined using different parametrizations. First, the 

definition of attitude comes with the definition of rotation matrix, which has been already 

presented in Eq. (1.3). Specifically, if [ ]1 2 3
Ĕ Ĕ ĔN n n n=  is the vectrix associated with 

the inertial frame, and  1 2 3
Ĕ Ĕ ĔB b b bè ø=
ê ú

 is the one associated with the spacecraft ï 

modeled as a rigid body or in its undeformed configuration ï frame, the attitude of the 

spacecraft is described by the rotation matrix 
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  (3.1) 

Moreover, the time derivation of Eq. (3.1) leads to the kinematic equation (2.41), which 

in the case at hand becomes [82] 

 
()B

B N B N
R R
« «
=-w   (3.2) 

where () ()B B

NBw =w is the angular velocity of the spacecraft with respect to the inertial 

frame, expressed in components with respect to the spacecraft frame.  

The rotation matrix does not suffer from singularity issues, but it requires the largest 

number of parameters to determine the spacecraft attitude. In fact, although it consists of 

9 components, only 6 are independent due to its orthogonality and normalization 

constraints. To reduce the number of parameters used for attitude representation, 

alternative parametrizations have been proposed. One of the most widely used is the 

eigenrotation, based on Eulerôs rotation theorem. According to this theorem, any rotation 

of a reference frame in three-dimensional space, with one point fixed (typically the 

origin), can be represented as a single rotation by a certain angle about a fixed axis passing 

through that point. This axis Ĕe  is known as the Euler axis or eigenaxis, while the angle 

of rotation f is referred to as the Euler angle or eigenangle. Since the eigenaxis is a unit 

vector, only two parameters are needed to define it because [82] 

 2 2 2

1 2 3e e e 1+ + =  (3.3) 

with the third parameter being the eigenangle. Together, these three parameters uniquely 

define the spacecraft attitude. The relation between the eigenrotation parametrization and 

the rotation matrix is expressed by the following equation: 

 ( )
T

3 3
B N
R cos I 1 cos ee sin e³
«
= f + - f - f  (3.4) 

where () ()B
e e e

N
= = . Moreover, the following kinematic equations can be obtained that 

link the time derivatives of the eigenrotation parameters to the angular velocity: 

 
() ()B B1

e e arctan ee
2 2

fè ø
= - wé ù
ê ú

  (3.5) 
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 21 2sin
2

f
f= -   (3.6) 

where it is worth noting that the derivative of the eigenaxis components are not the same 

in the two considered reference frames. Then, at every time instant a new eigenaxis can 

be identified that links the two frames in their new relative configuration. The eigenaxis 

remains the same only if the angular velocity is parallel to the eigenaxis, that is Ĕe .Öw= w 

For the sake of completeness, the inverse of the previous equations is reported, i.e. the 

relation providing the angular velocity from the eigenrotation parameters and their time 

derivatives 

 
() ( ) () ()B B B

e 1 cos ee sin ew =f - - f + f  (3.7) 

However, this set encounters singularities issues. In fact, from Eq. (3.4) one obtains 

 { } { } { }( )
B N B N B N11 22 33

1
cos R R R 1

2 « « «
f= + + -  (3.8) 

 

{ } { }

{ } { }

{ } { }

B N B N23 32

B N B N31 13

B N B N12 21

R R

1
e R R

2sin

R R

« «

« «

« «

è ø-
é ù
é ù

= -é ù
fé ù
é ù-
é ùê ú

  (3.9) 

As a result, the eigenaxis components are not defined for 0f­ . In fact, using only three 

parameters inevitably leads to singularities. To overcome this limitation, a four-parameter 

representation known as quaternions is often used. Derived directly from the axis-angle 

(eigenrotation) formulation, quaternions allow attitude to be described compactly while 

avoiding singularities. They are defined as  

 
0q cos

2

f
=   (3.10) 

 q esin
2

f
=   (3.11) 

with the following constraint  

 T2

0q q q 1+ =  (3.12) 

The quaternions (or Euler parameters) are related to the rotation matrix through the 

following equation: 
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 ( )T T2

0 3 3 0
B N
R q q q I 2qq 2q q³
«
= - + -   (3.13) 

from which the kinematic equation is obtained as 

 ()T B

0

1
q q

2
=- w  (3.14) 

 ()B

0 3 3

1
q q I q

2
³

è ø= + wê ú
  (3.15) 

All the discussed parametrizations refer to the orientation of a spacecraft frame relative 

to an inertial frame. However, there are situations where it is useful to define the attitude 

of the body-fixed frame with respect to a non-inertial frame, both having their own 

orientations relative to the inertial frame. This is the case, in attitude control, where the 

actual attitude of the spacecraft is expressed relatively to a commanded body frame 

[ ]1 2 3
Ĕ Ĕ ĔC c c c= , representing the desired attitude. In that case, everything is analogous 

with the already presented formulation. The attitude parameters are called ñerrorò rotation 

matrix, eigenaxis, eigenangle and quaternion, and are defined as the rotation from the 

commanded frame to obtain the body frame. Moreover, the error angular velocity that 

appears in the kinematic relations is the angular velocity of frame B with respect to frame 

C in components with respect to frame B, i.e. 

 () () () ()B B B C

CB NB NCE
B C
R
«

w w =w - w  (3.16) 

where 
T

B C B N C N
R R R
« « «
=  is the error rotation matrix. The error eigenaxis and eigenangle and 

the error quaternion are obtained from the error rotation matrix using Eqs. (3.8), (3.9) and 

(3.14)-(3.15). It is also possible to bypass the computation of the error rotation matrix and 

directly obtain the error representation in alternative parametrizations using specific 

formulas. These allow the error to be computed from the same parameters that describe 

the orientation of the two frames with respect to the inertial frame. For example, in the 

case of quaternions, the error quaternion can be computed directly from the quaternions 

representing the orientation of each frame relative to the inertial frame, as 

 

T

E,0 C,0 B,0 C B

E B,0 C,0C B B C

q q q q q

q q q q q q q

ë = +î
ì
=- + +îí

  (3.17) 

with the subscript in the quaternions indicating the frame each quaternion is associated 

with. As a final remark, it is worth noting that even the kinematic equations for the error 

parameter have the same form of the ones previously presented. For instance, the time 

derivative of the error quaternions are obtained as 
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 ()T B

E,0 E E

1
q q

2
=- w   (3.18) 

 ()B

E E,0 3 3 E E

1
q q I q

2
³

è ø= + wê ú
  (3.19) 

In this work, nonlinear feedback laws for attitude control are considered. These laws 

are widely discussed in the literature and, apart from the specific choice for attitude 

parametrization, they often show a canonical form. They are derived from the Euler 

equation of the spacecraft, evaluated with respect to the spacecraftôs center of mass, that 

is  

 
C C CJ J J m tw+ w+w w= +  (3.20) 

where CJ  is the moment of inertia of the spacecraft with respect to the center of mass, 

while m  and t  are the disturbance and control torques respectively. In Eq. (3.20), all 

component vectors and matrices are referred to the spacecraft body frame. Before 

proceeding with the derivation, it is necessary to point out that Eq. (3.20) completely 

describes the rotation dynamics of a rigid spacecraft where the position to the center of 

mass remain fixed with respect to a body reference frame. This is the case of spacecraft 

mounting momentum exchange devices, i.e. gimbaled wheels that are used to provide the 

needed control torque (cf. Section 3.6) or mounting a pair of appendages symmetric with 

respect to the center of mass and moving in a specular way. In fact, the variation of the 

inertia tensor is accounted by term 
CJ w. However, if the motion of the appendices of an 

articulated spacecraft leads to move the center of mass with respect to the spacecraft body 

frame, Eq. (3.20) is no more sufficient to completely model the system dynamics because 

of the coupling between the attitude and trajectory motion. This implies that, during such 

appendages motions the control torque does not guarantee the perfect alignment with the 

desired attitude. However, once the spacecraft has reached a new configuration and 

stopped moving its appendages, Eq. (3.20) with respect to the new position of the center 

of mass in the body frame is again sufficient to completely model the spacecraft attitude 

dynamics, and the control torque is again able to guarantee the spacecraft stability with 

respect to the desired attitude.  

 

3.3. Triaxial attitude tracking  

This section addresses the problem of triaxial attitude tracking, in which all three body 

axes must align with the corresponding axes of a commanded body frame that may also 

rotate with a desired angular velocity. First, the standard form of the nonlinear feedback 

control law is introduced [37, 83], along with its stability analysis. Next, the procedure 
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for selecting the control gains is discussed. Finally, an improved version of the triaxial 

control law is developed, and its stability properties are analyzed. 

 

3.3.1. Feedback law 

In the following, error quaternions are used to describe the difference between the 

commanded and actual attitude, but other parametrizations can be used. The target set of 

attitude tracking is then written as 

 [ ]
T

E,0 E Dq 1 q 0,0,0 0= = w =  (3.21) 

where 
() ()B C

CDw =w -w is a different version of the error angular velocity reported in Eq.      

(3.16). 

Proposition 1. Let A and B denote two constant positive definite matrices; A is also 

symmetric. The feedback control law, 

 (){ }1

C Cc C C C C D E,0 0 Et J m J J J A B sgn q t q
+-è ø=w w- + w + w - w +

ê ú
  (3.22) 

with  

 {}
1 if x 0

sgn x
1 if x 0

+
²ë

=ì
- <í

  (3.23) 

drives the dynamical system governed by Eqs. (3.14), (3.15), and (3.20) toward the 

attracting set associated with 
D 0w = . 

Proof. Because of the sign function appearing in Eq. (3.22), the proof is instead 

provided for the two control laws 

 1

C Cc C C C C D Et J m J J J A B q-è ø=w w- + w + w - w °ê ú  (3.24) 

If both of them are proven to drive the system toward the desired state with global 

asymptotic stability, the same statement must hold for law (3.22).  First, the following 

two candidate Lyapunov functions [84] are proposed: 

 ( )T

D D E,0

1
V A 2 1 q

2
= w w +   (3.25) 
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 It is apparent that these functions are always positive definite and vanishes only in the 

target set. Second, they have continuous partial derivatives except in E,0q 0= , where a 

discontinuity occurs and the partial derivative with respect to  is not defined. Then the 

time derivative of V is computed 

 ( )

( )( )

T

D D E,0

T T

CD D E

1T T

CD C C C c D E

V A 2q

A q

A J J J m t q
-

=w w

=w w-w °w

è ø=w - w-w w+ + -w °w
ê ú

  (3.26) 

where Eq. (3.20)  and a modified version of Eq. (3.18) have been applied. In fact,  

 ()( )T T B C

CE,0 E E E
B C

1 1
q q q R

2 2 «
=- w =- w - w  (3.27) 

but it can be easily proven that  

 
T T

E E
B C

q R q
«
=   (3.28) 

and then Eq. (3.27) becomes 

 () ()( )T B C T

CE,0 E E D

1 1
q q q

2 2
=- w -w =- w  (3.29) 

Thern, substituting the control laws (3.24)  in Eq. (3.26) one obtains 

 
T

D DV B=-w w  (3.30) 

that is always lower than zero except for 
D 0w = . This means that V are actually 

Lyapunov function.   

Proposition 1 is not sufficient to prove the convergence toward the complete target set. In 

fact, with the Lyapunov method alone it is possible to prove only the convergence toward 

the desired angular velocity and not toward the desired attitude. To do that, it is needed 

to apply the LaSalle invariance principle to identify the invariant set [84]. 

Proposition 2. The control law (3.22) drives the dynamical system described by Eqs. 

(3.14), (3.15) and (3.20) toward the invariant set that corresponds to the target set (3.21).  

Proof. First, a compact set of the state must be identified where all feasible states are 

contained and where the Lyapunov function is continuously differentiable and always 

less than a certain value. By their definition, the quaternions are variables defined in a 
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compact set, since E,0q 1¢   and Eq 1¢  t"  by definition (cf. Eq. (3.12)). Because  

V 0,¢  then () ()0V t V t¢  t" , i.e. 
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  (3.31) 

and  

 ( ){ }7

0,q ,q V cW= w Í ¢  (3.32) 

is the sought compact set.  Then, it is needed to identify E, which is the set in W where 

V 0=  : 

 ( ){ }0 DE ,q ,q 0= w ÍWw =  (3.33) 

Finally, the largest invariant set in E must be found. Recall that the invariant set is by 

definition the subset where the solution remains once it is there. Because in the invariant 

set 
D 0w =  t" , then also 

D 0w =  t" . Hence, by substituting these two conditions in Eq. 

(3.20), where the control law (3.22) has been previously substituted, one obtains that  

 

(){ }

(){ }

1

CC C C E,0 0 E

1

C D C E,0 0 E

E

J J J A sgn q t q

J J A sgn q t q

q 0

- +

- +

w= w -

Ý w =-

Ý =

  (3.34) 

This step is the reason behind the use of a modified sign function, which restitutes a 

nonzero value even if its argument is zero. Therefore, the largest invariant set in E is the 

one that comprises both the conditions for
Dw  and E,0q , i.e. 

 ( ){ }0 D E,0S ,q ,q E 0, q 1= w Í w = =°  (3.35) 

where the conditions E,0q 1=+ and E,0q 1=- represent the same attitude.   

The last step proves that convergence is quasi-global because () () (){ }0 0 0 0t ,q t ,q tw  that 

form c in Eq. (3.31) are arbitrary; ñquasiò is due to the fact that convergence occurs 
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towards two possible final conditions, i.e. 
E,0q 1=°. If convergence toward the closest 

final condition is sought, which corresponds to the shortest angular path (and a faster 

transient behavior), then it may be desirable selecting 
E,0q 1=+ or 

E,0q 1=- as the target 

condition. This is the reason why the term (){ }E,0 0sgn q t+
 has been introduced in the 

control law: if the initial value of 
E,0q  is positive, the attitude will converge toward 

E,0q 1=+ that is the closest one, and vice versa. 

 

3.3.2. Gain selection 

The feedback control law (3.22) is defined in terms of two constant, positive definite 

matrices, i.e. A and B. Selection of these matrices affects the transient behavior and the 

convergence time of the actual attitude toward the commanded one. With no loss of 

generality, it is possible to select these two matrices assuming that both are diagonal and 

written as  

 1

1 3 3 2 3 3A c I and B c I-

³ ³= =   (3.36) 

where 1c  and 2c  are two positive constants. The motion driven by the control law (3.22) 

can be approximated as an eigenaxis rotation with constant direction of the eigenaxis. In 

fact, the term 1

C EJ A q--   provides a torque which is opposite to the error eigenaxis 
Ee  

that is obtained from the rotation matrix 
B C
R
«

 from the body to the commanded frame, i.e. 

the same rotation matrix associated with the error quaternion. The other terms of the 

control law deviate the motion from a simple eigenaxis rotation, which however remains 

an acceptable approximation for the gain selection process. Hence, after substituting Eq. 

(3.22) in (3.20) and neglecting the sign of the scalar component of the error quaternion at 

0t , one obtains 

 1 1

D D EA B A q 0- -w + w + =  (3.37) 

Introducing the approximation of the eigenaxis rotation, the following relations hold: 

 E
D E E D E E E Ee e q sin e

2

få õ
w =f w =f =æ ö

ç ÷
  (3.38) 

where  Ef  is the error eigenangle. Thus, Eq. (3.37) becomes 
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 E
E 1 2 E 1c c c sin 0

2

få õ
f + f + =æ ö

ç ÷
  (3.39) 

whose linearized form is 

 E
E 1 2 E 1c c c 0

2

f
f + f + =  (3.40) 

This expression shows the structure of a second-order system, where 

 2 n
1 n 2

1

2
c 2 c

c

zw
= w =   (3.41) 

with nw  natural frequency and z damping factor. Selection of these two parameters, 

directly related to the transient behavior, leads to obtaining matrices A and B. This 

procedure allows to connect the gain selection to the actual performance of the controlled 

system, which is one of the major issues when dealing with nonlinear control laws.  

 

3.3.3. Improved feedback law 

An improved version of control law (3.22) is provided in this section. This enhanced 

law represents one of the novel contributions of this work. The difference consists of a 

new rewriting of the term depending on the attitude error, which now is defined using the 

eigenrotation parametrization instead of the quaternions. This means that 
Ee  and Ef  are 

introduced as the error eigenangle and eigenaxis associated with 
B C
R ,
«

 whose time 

evolution is governed by the following equations: 

 
() ()B BE

E E E E E

1
e e arctan e e

2 2

fè ø
= - wé ù
ê ú

  (3.42) 

 2 E
E 1 2sin

2

f
f = -   (3.43) 

In this case, the target set is defined as 

 
E D0 and 0f = w =  (3.44) 

Before presenting the control law, it is important to clarify that the inclusion of a term 

expressed in eigenrotation parameters does not pose a problem. Although this 

parametrization becomes singular at E 0f = and Ef =p, where the eigenaxis is undefined 
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(see Eq. (3.9)), this issue can be circumvented. Specifically, one can use error quaternions 

ï which are free from singularities ï to represent the attitude and convert them into axis-

angle form only when evaluating the terms of the control law. 

Proposition 3. Let A and B denote two constant positive definite matrices; A is also 

symmetric. The feedback control law, 

 1

C Cc C C C C D E Et J m J J J A B e sin-è ø¡=w w- + w + w - w + fê ú  (3.45) 

where E
¡f  is a modified error eigenangle, defined as  

 
E E E

E E

if 0
2 1

with
2

if
2 2

pë
¡f =gf ¢f <î gî

g²ì
p pî¡f = ¢f ¢p

î gí

  (3.46) 

drives the dynamical system governed by Eqs. (3.14), (3.15) and (3.20) toward the 

attracting set associated with 
D 0w = .  

Proof. The following piecewise Lyapunov function is employed: 

 

( )
T

D D 1 E E

T

D D 2 E E

1
A k 1 cos , 0

2 2
V

1
A k ,

2 2

pë
w w + - gf ¢f <è øê úî gî

=ì
pîw w + f ¢f ¢p

î gí

  (3.47) 

where 1k  and 2k  are two positive arbitrary constants. V is a positive definite that vanishes 

only when the state coincides with the target set. Second, V has continuous partial 

derivatives only if  

 1 2k kg =   (3.48) 

because 

 

E

1

2E
2

kV

kp
f =

g

gëµ
=ì

µf í
  (3.49) 

Through the time derivation of Eq. (3.47) and substituting the dynamic equation (3.20) 

and the control law (3.45) one obtains  
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( ) ( )

( )

( )

( )

[ ] ( )

T

CD 1 E E

T

CD 2 E

T T

D D D E E 1 E E

T T

D D D E 2 E

T T

D D D E 1 E E

T T

D D D E 2 E

T

D D 1 E E E

A k sin
V

A k

B e sin k sin

B e sin k

B e k sin

B e k

B 1 k sin , 0
2

ëw w-w + gf gfî
=ì
w w-w + fîí

ë ¡-w w -w f + gf gfî
=ì

¡-w w -w f + fîí

ë è ø-w w - w - gf gf
î ê ú
=ì

è ø-w w - w - fî ê úí

p
-w w - - g f gf ¢f <

g
=

[ ]T

D D 2 E EB 1 k ,
2

ë
î
î
ì

pî-w w - - f ¢f ¢p
î gí

  (3.50) 

where it has been considered, passing from the second to the third step, that   

 

( )E E E

E E

sin sin if 0
2

sin 1 if
2

pë
¡f = gf ¢f <î gî

ì
pî ¡f = ¢f ¢p

î gí

  (3.51) 

Moreover, to pass from the third to the final step of Eq. (3.50) it has been considered that  

 
T

D E Eew =f  (3.52) 

This relation is proven in two steps. First, the following identity holds: 

( ) ( ) ( )
T

T T T T T T

C C CD E E E E E E
C B B C

e e R e R e e
« «

w = w -w = w -w = w- w =w  (3.53) 

because 
() ()B C

E E Ee e e= =  by definition. Then, from the error version of Eq. (3.7), which 

is 

 
() ( ) () ()B B B

E E E E E E E Ee 1 cos e e sin ew =f - - f + f  (3.54) 

one obtains that 

 
T

E E Eew =f  (3.55) 

because both 
E Ee e and 

Ee  are orthogonal to 
Ee , the former because of the definition of 

cross product, while the latter because the time derivative of a unit vector is always 
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perpendicular to it. Referring back to Eq. (3.50), if one sets 1k 1= g and 2k 1=  ï which 

is in accordance with condition (3.48) ï the time derivative of the Lyapunov function 

becomes 

 
T

D DV B=-w w  (3.56) 

that is always lower than zero except for 
D 0w = . This means that V is actually a 

Lyapunov function.   

The previous proof holds for all values of Efbetween 0 and 180 degrees. Restricting the 

error eigenangle Ef to only positive values does not limit the validity of the stability 

analysis. This is because, for any given rotation, there are two mathematically equivalent 

ways to represent the eigenrotation: one with a positive angle Efcomprised between o 

and 180 degrees and an axis 
Ee , and the other with a negative angle E-fbetween 0 and 

180-  degrees and the axis 
Ee- , pointing in the opposite direction. Since both 

representations describe the same physical rotation, it is always possible to choose the 

one with a positive angle without any loss of generality.  

Also in this case, Proposition 3 is not sufficient to prove the convergence toward the 

complete target set, and the LaSalle invariance principle must be applied to identify the 

invariant set. 

Proposition 4. The control law (3.45) drives the dynamical system described by Eqs. 

(3.14), (3.15) and (3.20) toward the invariant set that corresponds to the target set (3.44).  

Proof. First, a compact must be sought. Because  V 0¢  , then () ()0V t V t¢  t" , i.e. 

() () ()( ) () ()

() () () () ()

T T

D D E D 0 D 0 E

T T

D D E D 0 D 0 E

1 1 1
t A t 1 cos t t A t 2, 0

2 2 2

1 1
t A t t t A t ,

2 2 2

pë
è øw w + - gf ¢ w w + ¢f <î ê úg gî

ì
pîw w +f ¢ w w +p ¢f ¢p

î gí

  (3.57) 

with 1 2g² . Thies leads to write that 

 () () ()
T

D 0 D 0 E

1
V t t A t c, 0

2
¢ w w +p= ¢f ¢p  (3.58) 

and the expression of W and E coincide with Eqs. (3.32) and (3.33). The largest invariant 

set in E is found with a similar procedure reported in Eq. (3.34), i.e. substituting the 

control law (3.45) in Eq. (3.20) and applying the conditions 
D 0w =  and 

D 0w = : 
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 1

C D C E E E EJ J A e sin sin 0 0- ¡ ¡w =- f Ý f = Ýf =  (3.59) 

where the final result is obtained considering Eq. (3.46) and that Ef  only assumes values 

between 0 and 180 degrees. Thus, the largest invariant set in E is 

 ( ){ }0 D ES ,q ,q E 0, 0= w Í w = f =  (3.60) 

that clearly coincides with target set (3.44).   

 

3.4. Reduced attitude tracking 

In many cases, it is not necessary to control all three axes of the spacecraft: often, only 

one axis needs to be managed [85, 86]. This is typical for satellites that need to align only 

the payload axis with a desired direction, where rotation about the payload axis does not 

affect mission performance. In such cases, a different control law can be employed that 

focuses solely on steering the payload axis, resulting in maneuvers with shorter angular 

paths compared to those that also align the other two axes. This leads to advantages such 

as reduced reorientation time and lower torque requirements, as will be discussed in the 

following sections. 

 

3.4.1. Feedback law 

It is assumed that the body axis that has to be oriented is 
1
Ĕb , which must be aligned 

with axis !
Ĕc  of the commanded frame. From the error dual of Eq. (3.13), i.e.  

 

( )

( ) ( ) ( )

( ) ( ) ( )

( ) ( ) ( )

T T2

E,0 E E 3 3 E E E,0 E
B C

2 2

E,2 E,3 E,0 E,3 E,1 E,2 E,1 E,3 E,0 E,2

2 2

E,1 E,2 E,0 E,3 E,1 E,3 E,0 E,1 E,2 E,3

2 2

E,0 E,2 E,1 E,3 E,2 E,3 E,0 E,1 E,1 E,2

R q q q I 2q q 2q q

1 2 q q 2 q q q q 2 q q q q

2 q q q q 1 2 q q 2 q q q q

2 q q q q 2 q q q q 1 2 q q

³
«
= - + -

è ø- + + -
é ù
é ù= - - + +
é ù
é ù+ - - +
ê ú

  (3.61) 

one obtains ï also employing the property (3.12) ï  that 

 { } ( )2 2

1 1 E,2 E,3
B C 11

ĔĔR b c 1 2 q q
«

= Ö = - +  (3.62) 
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that is the term representing the misalignment between the controlled body and its desired 

direction. This leads the target set of the sought control law to be 

 ( )2 2 2 2

E,2 E,3 E,2 E,3 E1 2 q q 1 q q 0 and 0- + = Ú + = w =  (3.63) 

Proposition 5. Let A and B denote two constant positive definite matrices; A is also 

symmetric. The feedback control law, 

( )1

C C Cc C C C E C E E,0 E
B C B C

t J m J J R R J A B f q ,q-

« «

è ø è ø=w w- + w + w -w w - w +
ê úê ú

  (3.64) 

where  

 ( )E,0 E E,0 E,2 E,1 E,3

E,0 E,3 E,1 E,2

0

f q ,q q q q q

q q q q

è ø
é ù
= +é ù
é ù-ê ú

  (3.65) 

drives the dynamical system governed by Eqs. (3.14), (3.15), and (3.20) toward the 

attracting set associated with 
D 0w = . 

Proof. First, the candidate Lyapunov function is identified as 

 T 2 2

E E E,2 E,3

1
V A q q

2
= w w + +  (3.66) 

which is positive definite in all the state domain except for the case when the state 

coincides with the target set. Moreover, this function has continuous partial derivatives 

with respect to the state components. The time derivative of (3.66) leads to  

 

( )

( ) ( )

( )( )

( )
( ) ( )

T

E E E,2 E,3

T

C CE E,2 E,3
B C B C

1T

E C C C c

T

C CE E
B C B C

E,0 E,2 E,1 E,3 E,2 E,0 E,3 E,1 E,2 E,3

V A 2 q q

A R R 2 q q

A J J J m t

A R R

q q q q q q q q

« «

-

« «

=w w + +

=w w- w - w + +

è ø=w w-w w+ +
ê ú

-w w -w w

+ + w + - w

  (3.67) 

where Eqs. (3.18),  (3.19), and (3.20) have been applied. Then, by substitution of the 

control law (3.64) one obtains that  

 
T

E EV B=-w w  (3.68) 
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that is always lower than zero except for 
E 0w =. This means that V is actually a 

Lyapunov function.   

Proposition 6. The control law (3.64) drives the dynamical system described by Eqs. 

(3.14), (3.15), and (3.20) toward the invariant set composed of the following two subsets: 

(1) 
E 0w = and { } 2 2

E,2 E,3
B C 11

R 1 q q 0
«

=+ Ú + = 

(2) 
E 0w = and { } 2 2

E,0 E,1
B C 11

R 1 q q 0
«

=- Ú + = 

Proof. The compact set is defined as in the triaxial case, i.e. through Eq. (3.32), where 

the constant c is found as 

 () () () ()

() ()

T 2 2

E E E,2 E,3

T 2 2

E E E,2 E,3

T

E 0 E 0

1
A q q

2

1
t A t q t q t

2

1
t A t 1 c

2

w w + +

¢ w w + +

¢ w w + =

  (3.69) 

Then, the set in W where V 0=  is 

 ( ){ }0 EE ,q ,q 0= w ÍWw =  (3.70) 

and the largest invariant set in E is such that 
E 0w = t" , leading to 

E 0w =. Substituting 

the control law (3.64) in the dynamic equation (3.20) and applying these two conditions 

one obtains that 

 

( )

( )

( )

1

C CC C E C E E,0 E
B C B C

1

C E C E E,0 E

E,0 E

J J R R J A B f q ,q

J J A B f q ,q

f q ,q 0

-

« «

-

è ø è øw= w -w w - w +
ê úê ú

è øÝ w =- w +
ê ú

Ý =

  (3.71) 

that translates into the two following conditions: 

 

{ }

{ }

E,0 E,2 E,1 E,3
B C 13

E,0 E,3 E,1 E,2
B C 12

1
q q q q R 0

2

1
q q q q R 0

2

«

«

ë
+ = =îî

ì
î - =- =
îí

  (3.72) 



103 

 

where Eq. (3.61) has been considered. This means that the large invariant set in E, also 

identified as the attracting set according to the LaSalleôs principle, is 

 ( ) { }{ }0 E
B C 11

S ,q ,q E 0, R 1
«

= w Í w = =°  (3.73) 

This means that S includes two subsets: 

(1) 
E 0w = and { } 2 2

E,2 E,3
B C 11

R 1 q q 0
«

=+ Ú + =, and 

(2) 
E 0w = and { } 2 2

E,0 E,1
B C 11

R 1 q q 0
«

=- Ú + =  

Hence, the invariant set includes two subsets, denoted with (1) and (2). It is apparent that 

subset (1) is the target set, whereas subset (2) corresponds to the alignment of body axis 

1 toward a direction opposite to the desired one. However, convergence toward subset (2) 

is only theoretical. In fact,  

 2 2 2 2

E,0 E,1 E,2 E,3q q 0 q q 1+ = Ú + =  (3.74) 

And this implies that V has a maximum in subset (2) (cf. Eq. (3.66)). Although V 0=  in 

subset (2), if 2 2

E,2 E,3q q 1+ = -e (where e is a positive and arbitrarily small constant), then 

V 0<  , and the reduction of V leads the dynamical system to converge toward the subset 

(1), which coincides with the target set. This circumstance has the very interesting 

practical consequence that ï from the numerical point of view ï the  dynamical system of 

interest enjoys global convergence toward the desired alignment conditions, provided that 

the feedback control law (3.64) is adopted. As a concluding remark, it is worth noting 

that the gain selection procedure is identical to the one discussed for the triaxial case. 

 

3.4.2. Improved feedback law 

It remains to report the improved version of the reduced-attitude control law. Even this 

enhanced law represents one of the novel contributions of this work. It is based on the 

rewriting of the term depending on the attitude error using the following parameters: 

 ( ) ()( ) ()
T

B B1 1

1 1R 1 1
ĔĔcos b c cos b c- -è øf = Ö =

é ùê ú
  (3.75) 

 () ()
() ()

() ()

() ()B BB B
B C 1 1 1 11 1

R R R R B B
R1 1 1 1

Ĕ Ĕb c b c b c
Ĕe e e e

Ĕ sinĔb c b c

³
= Ý = = = =

f³
  (3.76) 
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which are the reduced-attitude counterpart of the error eigenaxis and eigenangle defined 

in the triaxial case. Then, the target set becomes 

 
R E0 and 0f = w =  (3.77) 

Proposition 7. Let A and B denote two constant positive definite matrices; A is also 

symmetric. The feedback control law, 

 
1

C C Cc C C C E C E R R
B C B C

t J m J J R R J A B e sin-

« «

è ø è ø¡=w w- + w + w -w w - w + fê úê ú
  (3.78) 

with  

 
R R E

R R

if 0
2 1

with
2

if
2 2

pë
¡f =gf <f <î gî

g²ì
p pî¡f = ¢f ¢p

î gí

  (3.79) 

drives the dynamical system governed by Eqs.  (3.14), (3.15) and (3.20) toward the toward 

the invariant set that corresponds to the target set (3.77). 

The proof of Proposition 7 is identical to the ones provided for Propositions 3 and 4, and 

is not developed for the sake of brevity. Here it is only reported the candidate Lyapunov 

function, which is 

 

( )
T

E E 1 R R

T

E E 2 R R

1
A k 1 cos , 0

2 2
V

1
A k ,

2 2

pë
w w + - gf <f <è øê úî gî

=ì
pîw w + f ¢f ¢p

î gí

  (3.80) 

 

3.5. Performance comparison of the nonlinear control laws 

The concept of the improved laws arises from the analysis of the terms of the two 

control laws (3.22) and (3.64) that depend on the error between the desired and the actual 

orientation of the spacecraft, i.e. 1

C EJ A q--  and ( )1

C E,0 EJ A f q ,q--  respectively. The 

inertia matrix can be excluded from the analysis because it simplifies when the control 

laws are substituted into the dynamic equations, as it is clear from inspection of Eq.   

(3.37). Moreover, unitary gains are considered. Starting with term 
Eq- , it provides a 

torque opposite to the error eigenaxis associated with 
B C
R
«

, because (cf. Eq. (3.11)) 
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 E
E Eq e sin

2

f
- =   (3.81) 

Instead, term ( )E,0 Ef q ,q-  deserves a deeper insight. It is not associated with the 

eigenrotation dividing the body and the commanded frame. Instead, it refers only to the 

angle between the driven body axis and its desired direction ï the body axis 1 in the case 

previously discussed. In fact, being 

 () () ()B B B

1 2 3
B C
R c c c
«

è ø=
ê ú

  (3.82) 

it is straightforward to prove that  

 ( )
() ()B B

1 1E,0 E

1
f q ,q b c

2
- =   (3.83) 

with 
() [ ]

TB

1b 1 0 0= . From relation (3.83) it is apparent that term ( )E,0 Ef q ,q-  

provides a torque orthogonal to the plane that contains 
1
Ĕb  and 1

Ĕc , with direction 

associated with the angle (in the range [ ]0,p ) that separates 
1
Ĕb  from 1

Ĕc . This rotation 

is parametrized using the previously defined quantities in Eqs. (3.75)-(3.76). Them, Eq. 

(3.83) can be rewritten as a function of these parameters, i.e. 

 ( )R R R R

1
f e , e sin

2
- f = f  (3.84) 

As previously mentioned, the main advantage of reduced-attitude control lies in the lower 

number of requirements ï specifically, the need to orient only one axis ï which can be 

exploited to achieve the desired attitude with shorter angular paths. In fact, given any pair 

of frames B  and C , from the definitions of Ef  and Rf  it is apparent that 

 R Ef ¢f  (3.85) 

However, comparing Eqs. (3.81) and (3.84), reveals that the two control law terms related 

to the attitude error exhibit different dependencies on the error angle. The trends of these 

two terms as a function of the error angle are depicted in Figure 3.1. 

From inspection of this figure, it is evident that the presence of a second subset within 

the invariant set for the reduced-attitude case influences the torque generated by the 

control law. Although the system cannot converge to the configuration where the 

controlled body 
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Figure 3.1: (a) Eq  vs (b) f  as a function of the respective error angle 

axis is opposite to the desired direction ï since this represents an unstable equilibrium 

point (a maximum of the Lyapunov function) ï this point still affects the torque 

component associated with the attitude error. Specifically, while the triaxial control law 

produces a torque that increases monotonically with the angular error, the presence of the 

second equilibrium point in the reduced-attitude control results in a decreasing torque 

trend between 90° and 180°. This behavior contradicts the expected need for higher 

torques at larger angular displacements (relative to the commanded attitude), which is 

essential for executing fast maneuvers. These considerations led to modify the structure 

of the terms that depend on the attitude error in order to 

1. avoid the existence of a second equilibrium point in the system governed by the 

reduced-attitude control law; 

2. ensure that both control laws exhibit the same dependence on their respective error 

angles, enabling consistent comparisons; 

3. achieve faster maneuvers without increasing actuator effort or modifying the 

actuation system 

These improvements are achieved through the enhanced control laws previously 

presented, which introduce customized attitude error terms. It is worth noting that, for the 

reduced-attitude case, the enhancement of the control law leads to a more effective use of 

the actuation devices, while avoiding the existence of a second equilibrium point. 

The enhanced laws present a modification in the term depending on the error in the 

attitude. For instance, with reference to Eq. (3.46), the function Esin ¡f is monotonically 

increasing, starting from 0 when E 0f =, and reaching 1 when Ef  reaches a certain angle 
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between 0° and 180°, which can be set by appropriately choosing the free parameter g. 

Beyond this point, up to E 180f = ¯, the value of Esin ¡f remains equal to 1, maximizing 

this term when the attitude is far from the desired one. The choice of the parameter g 

strongly affects the performance of the controlled system. In fact, the parameter gdefines 

the threshold beyond which the term dependent on the attitude error reaches its maximum 

effect. Compared to the blue curve in Figure 3.1 ï which represents a term that delivers 

its maximum effort only at E 180f = ¯ ï setting 1 2g>  shifts this threshold to lower angles. 

This allows the attitude-error-dependent term to reach its maximum contribution even for 

lower, yet still significant, angular misalignments.  

To demonstrate the improvements in attitude maneuver performance achieved by the 

enhanced control laws introduced in this chapter, numerical tests are performed and the 

results are compared with those obtained using the standard version of the control laws 

(3.22) and (3.64). Specifically, a Monte Carlo campaign comprising 1000 simulations is 

conducted, in which the spacecraft is reoriented toward a fixed target attitude, identical 

across all simulations and corresponding to 

 [ ]T,0 Tq 1 q 0 0 0= =   (3.86) 

The variations lie in the initial conditions, namely the orientation and angular velocity. 

The initial attitudes are generated by applying an eigenaxis rotation to the inertial frame, 

where the eigenaxis is uniformly distributed over the unit sphere and the rotation angle 

(eigenangle) is uniformly distributed between 0 and 180 degrees. Moreover, the initial 

angular velocity components follow a Gaussian distribution with zero mean and a 

standard deviation of 0.5Á/s, truncated at Ñ3ů. The spacecraft considered in the 

simulations have the following inertia matrix 

 
2

C

1200 100 200

J 100 2200 300 kg m

200 300 3100

-è ø
é ù
= Ö
é ù
é ù-ê ú

  (3.87) 

and 
1
Ĕb  the axis controlled in the reduced-attitude scenarios. The attitude performance is 

evaluated using two parameters: 

1. The time to reach convergence, defined as the time at which the maneuver is 

considered complete. Convergence is reached when the attitude error ï 

quantified by Ef  in the triaxial case and Rf  in the reduced-attitude case ï falls 

below 0.1°, and the norm of the angular velocity error is less than 0.01°/s; 
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2. The maximum control torque, defined as the peak value reached by the control 

torque over the entire duration of the simulation. 

Both of these parameters are computed for each simulation. However, the resulting data 

is highly scattered, making it difficult to clearly compare the performance of different 

control strategies. To address this, the results are smoothed using a moving-average filter, 

defined by the following relation: 

 [ ]i i i 1 i w 1

w i, if i w1
y x x x , with

w w, if i ww
- - +

= <ë
= + + + ì

= ²í
  (3.88) 

where x denotes the vector of data to be filtered, and w is the window size over which the 

moving average is computed. As a final note, all comparisons are performed using the 

same gain matrices, which in this case are determined through the gain selection 

procedure previously discussed by setting b 0.04w =  and 1z=. 

 

Figure 3.2: Convergence time and maximum torque comparison between control 

laws (a) and (b) 

First, the results obtained for the standard laws (3.22) and (3.64) presented are 

compared. They are denoted with symbol (a) for the triaxial control law reported in Eq. 

(3.22) and (b) for the reduced attitude control law of Eq. (3.64). Results are reported in 

Figure 3.2 where the initial attitude error corresponds to ()E 0tf  and ()R 0tf  for triaxial 

and reduced-attitude cases respectively. As previously discussed, the comparison 

between the two control laws is not entirely consistent due to differences in how the 

attitude error is defined. The advantage of using the reduced-attitude control law, in terms 

of maneuver agility, is evident only when the initial angular distance from the desired 

orientation is below a certain threshold, approximately 125° in this case. Beyond that, the 

presence of a secondary equilibrium point in the reduced-attitude control law causes a 

significant increase in convergence time. However, it is also evident that the reduced-

attitude control law results in lower control torque. This determines the inconsistency of 
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the comparison, as the convergence times should ideally be evaluated under the same 

actuator capabilities ï i.e., both control laws should operate under the same maximum 

torque constraints to ensure a fair assessment. To carry out a consistent comparison, the 

reduced control law (3.64) is substituted by the law (3.78) where parameter g is set to 

1/2, such that  

 R
R R Re sin e sin

2

f
¡f =   (3.89) 

 

Figure 3.3: Convergence time and maximum torque comparison between control 

laws (a) and (c) 

which has the same form of Eq. (3.81). This law is denoted with symbol (c), and the 

results are reported in Figure 3.3. 

This comparison clearly highlights the advantage of the reduced-attitude control over the 

triaxial control: the convergence time is shorter due to the reduced angular path the 

spacecraft must follow. The use of the control law (3.78) removes the second equilibrium 

point from the reduced-attitude logic, avoiding the final blow-up in the convergence time. 

Moreover, it is worth noting that, for initial angular error close to 180 degrees, the results 

are similar both in terms of convergence time and maximum control torque, because the 

shortening of the angular path has a relative lower impact for longer maneuvers. 

Finally, the role of parameter g is investigated. The improved triaxial and reduced-

attitude control laws are employed, both with 1g=. They are denoted with symbols (d) 

and (e) respectively, and results are depicted in Figure 3.4. The results are similar to the 

ones reported in Figure 3.3. The main difference lies in the reduction of convergence time 

observed for both the triaxial and reduced-attitude control laws. This improvement is due 

to the effect of increasing the parameter  g,  which  causes  the  controller  to  apply  the 
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Figure 3.4: Convergence time and maximum torque comparison between control 

laws (d) and (e) 

maximum torque associated with the orientation error whenever this error exceeds a 

certain threshold. This threshold depends on the value of gand decreases as g increases. 

However, excessively increasing this parameter is not advisable. A value that is too large 

causes the controller to apply maximum torque even when the spacecraft is already close 

to the target attitude. This leads to an unnecessarily high angular velocity toward the 

target, which the angular velocity error term 

 1 1

C D C EJ A B or J A B- -- w - w  (3.90) 

may not be able to sufficiently compensate for. As a result, the system can oscillate around 

the desired orientation. In fact, as g­¤, the control law remains asymptotically stable, 

but the attitude error term 

 1 1

C E E C R RJ A e sin or J A e sin- -¡ ¡- f - f  (3.91) 

becomes permanently maximized. In this regime, the term (3.90) effectively acts as a 

damper, mitigating the oscillations induced by the excessive torque saturation.  

As a concluding remark, all the results presented in this section are summarized in 

Figure 3.5. Apart from the red curve representing the control law (3.64), all the other laws 

are characterized by a similar maximum control torque ï that almost reaches 10 Nm ï, 

meaning that the results in term of convergence time are obtained considering the same 

actuatorsô sizing. In fact, the actuator sizing must be carried out considering the maximum 

possible value of the required control torque, which corresponds to the maxima of the 

curves reported in the right  plot.  It  is  apparent  that,  with  same  actuation,  the  improved 
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Figure 3.5: Convergence time and maximum torque comparison among all the 

discussed control laws 

control laws where 1g= offer the best performance both for the triaxial (d) and the 

reduced-attitude (e) cases. A better choice of ɔ can be identified through numerical 

simulations, for example by performing additional Monte Carlo campaigns similar to 

those presented in this section and determining the value of ɔ that minimizes the average 

convergence time. As previously discussed, such a minimum exists: while an initial 

increase of ɔ from 1g= reduces the convergence time, excessively large values of ɔ 

eventually cause the convergence time to increase again due to oscillatory behavior 

around the desired attitude. 

 

3.6. Actuation: steering laws for momentum exchange devices 

The control laws discussed in the previous sections generate the inputs to the attitude 

actuation system, which ultimately drives the spacecraft orientation. While various types 

of actuators exist, they can generally be divided into two categories: 

(i) Actuators that interact with the external environment to generate the required 

control torque. This category includes magnetic torquers, which exploit Earthôs 

magnetic field, as well as electric and chemical thruster pairs, which provide torque 

by exchanging mass with the environment. 

 

(ii)  Momentum exchange devices, which reorient the spacecraft by exchanging angular 

momentum internally, without any interaction with the external environment. 

This work focuses primarily on the second category, as these actuators are widely used 

because of the high pointing precision they can guarantee. Especially gyroscopes are also 

frequently employed when agile reorientation is required, since they can provide high 

torque levels and rapidly modulate them [87]. These devices are often mounted in 
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medium and large-sized spacecraft systems in which dynamic effects are significant and 

must be modeled using multibody flexible dynamics. Additionally, the internal 

complexity of these actuators aligns well with the objective of analyzing the dynamics of 

complex spacecraft systems. 

Among these devices, reaction wheels (RW) and single-gimbal control momentum 

gyroscopes (SG-CMG) are two categories commonly employed in space missions. The 

former simply consists of wheels that are accelerated or decelerated via internal torques 

operated by the spacecraft, which receives back a torque equal in magnitude and opposite 

in direction that leads it to rotate. The axis of rotation of the wheels remains fixed, 

differently from what happens in the case of the SG-CMGs. In fact, in this second case a 

torque is applied to an axis perpendicular to the rotation axis of the wheel, which usually 

rotates with constant angular rate, and the torque received by the spacecraft mainly 

correspond to the gyroscopic torque that arises from the rotation of the rotation axis of 

the wheel. This torque received by the spacecraft is larger than the torque employed by 

the spacecraft, and this phenomenon is known as ñgyroscopic amplificationò [88]. The 

sketch of a SG-CMG is depicted in Figure 3.6. With reference to this figure, the wheel 

rotates about the axis 2
Ĕw  with angular rate 

2q (usually maintained constant), while the 

spacecraft applies a net motor torque about axis 1
Ĕw making the whole device rotate with 

angular velocity 
1q. The resulting gyroscopic torque that the device transfers to the 

spacecraft ï usually much larger than the net motor torque about 1Ĕw  and consequently 

than the reaction torque transferred to the spacecraft ï is parallel or opposite to 2
Ĕw , 

depending on the sense of rotation of the wheel about axis 1
Ĕw .  

 

Figure 3.6 Sketch of a SG-CMG and the associated frame 

A single device can provide a torque only in one direction, which is fixed with respect 

to the spacecraft frame in the case of reaction wheels, while it moves for the SG-CMG 

because 3
Ĕw  rotates jointly with the wheel. These peculiarity of the SG-CMG leads to the 

occurrence of singular configurations, i.e. configurations where the device or the array of 

devices cannot provide the desired torque. The presence of singularities represents the 
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main drawback of these actuators, which otherwise offer the advantage of gyroscopic 

torque amplification. Singularity issues can be mitigated through dedicated avoidance 

algorithms or by increasing the number of devices in the array. 

In practice, both reaction wheels and SG-CMGs are arranged in arrays composed of 

multiple devices configured to act as a single attitude control actuator. To generate torque 

in any desired direction, at least three devices ï considering constant rotor speed SG-

CMGs ï are required. However, it is common to include an additional device for 

redundancy. In the case of reaction wheels, this redundancy is primarily for safety, since 

three wheels are sufficient to provide full three-axis control. In contrast, for SG-CMGs, 

redundancy also plays a critical role in reducing the probability of encountering singular 

configurations. The goal of a momentum exchange device array is to generate a torque 

that closely matches the control torque computed by the laws presented in the previous 

sections. To achieve this, appropriate steering laws must be developed to relate the 

devices kinematic parameters to the array overall output torque, ensuring the wheels move 

in a way that produces the desired control effect. Accurate modeling of the interaction of 

momentum exchange devices reveals that some gyroscopic effects exist that alter the 

actual torque transferred to the spacecraft. These effects must be evaluated and 

compensated, if possible. 

 

3.6.1. Reaction wheels 

Beginning with the case of a spacecraft equipped with an array of reaction wheels, the 

dynamic equations reveal that the actuator torque generated by the array takes the 

following form: 

 
a s s st A A=-w w - w  (3.92) 

where  

 () () () ()B B1 N

1 Ns s sA I a I aè ø=
ê ú

  (3.93) 

is the assembly matrix of the array composed of N wheels,  
()B

ja  the vector oriented along 

the j-th wheelôs axis of rotation expressed in the spacecraft frame, while ()
j

sI  is the axial 

inertia of the j-th wheel. Moreover, 
sw  is the vector containing the angular rate of the 

wheels. It is then necessary to find a way to move the wheel such that the actuator torque 

at   is equal to the commanded torque 
ct . From Eq. (3.92) one obtains that 

 
s s s c s s c sA A t A t A-w w - w = Ý w =- +w w  (3.94) 
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If sA  is a 3 3³  square nonsingular matrix, meaning that the array is composed of three 

reaction wheels aligned such that vectors a  form a basis of 3 , the solution of Eq. (3.94) 

is  

 ( )1

s s c sA t A-w =- -w w  (3.95) 

Instead, for redundant arrays (where N > 3), the redundant degrees of freedom leads to 

the possibility of minimizing a cost function. Usually, it is chosen to minimize the angular 

velocities of the wheels, and this results in computing the Moore-Penrose pseudoinverse 

[89] of the matrix sA , leading to  

 ( )( )
1

T T

s s s s c sA A A t A
-

w =- -w w  (3.96) 

It is worth noting that, in the case of reaction wheels, it is possible to drive the wheels 

angular accelerations to precisely generate the desired torque, provided that this torque 

does not exceed the physical limits of the actuators. In fact, additional terms are included 

in the torque model used to derive the steering law, compared to what is commonly found 

in the literature ï i.e. 
a s st A=- w [87] ï, leading to higher accuracy in tracking the 

commanded torque. The term 
sAw w, which represents an undesired effect due to the 

gyroscopic coupling between the spacecraft attitude motion and the wheels spin rates, is 

taken into account and compensated for within the steering law. 

 

3.6.2. Single-Gimbal CMG  

In the case of SG-CMGs, a similar procedure is followed, although with added 

complexity due to the more intricate dynamics of the gyroscopes and the presence of 

singularities. These factors require appropriately designed modifications to the steering 

law to properly account for their effects. As a first step, the torque generated by an array 

of SG-CMGs is computed using the dynamic model of the spacecraft equipped with the 

array, and is given by [37]: 

 

( )
1 1

N
( j) ( j) ( j)( j) ( j) ( j) ( j) ( j) ( j)

a s R A2 A3 t A1 1

j 1

N
( j) ( j)( j) ( j) ( j) ( j)

R s A2 A3

j 1

N
( j)( j) ( j)

t A1 1

j 1

t I c r s r J r

I s r c r

I r

q q

=

q q

=

=

è ø= w + -w q +
ê ú

è ø+w w - +
ê ú

- q

ä

ä

ä

  (3.97) 
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where ( j)

1q  and ( j)

1q  are respectively the angular velocity and acceleration of the gimbal 

axis ï 1
Ĕw  in Figure 3.6 ï , 

1

( j)sq  and 
1

( j)cq  are respectively the sine and the cosine of the 

gimbal angle, ( j)

sI   and ( j)

tI  are axial and transverse moments of inertia of the wheels, ( j)

Rw  

is the constant rotor speed. Finally, 
( j)

A1r  , 
( j)

A2r  and 
( j)

A3r  are the three unit vectors of the 

SG-CMG frame [ ]1 2 3
Ĕ Ĕ ĔW w w w=  in the configuration when ( j)

1 0q = and projected 

in the spacecraft body frame B . They can also be seen as the rows of the rotation matrix 

0W B
R
«

 where ( j) ( j) ( j)
1 1 1

1 2 30 0 0
Ĕ Ĕ ĔW w w w
q = q = q =

è ø=
ê ú

. Finding a steering law from this 

complex model is a relatively complicated task. However, the last term of Eq. (3.97) can 

be neglected because usually it is of lower order of magnitude compared to the remaining 

terms.  Hence, 
at  can be rewritten as 

 ( ) () ()R R

a s s s a s s at A B t A t+= -w q + = q +  (3.98) 

where vector 
sq collects the gimbal angular velocities of the N devices, and 

 
(1) (1) (N) (N)

s s R 1 s R NA I f I fè ø= w wê ú  (3.99) 

 
(1) (N)(1) (N)

s t A1 t A1B I r I rè ø=
ê ú  (3.100) 

 
1 1

N
(R) ( j) ( j)( j) ( j) ( j) ( j)

a R s A2 A3

j 1

t I s r c rq q

=

è ø=w w -
ê úä   (3.101) 

where 
jf  is the actual direction of 2

Ĕw  - considering the gimbal rotation ï resolved in the 

spacecraft body frame, i.e. 

 
1 1

( j) ( j)( j) ( j)

j A2 A3f c r s rq q= +   (3.102) 

Under these assumptions, the gimbal angular velocities are sought such that 

 
(R)

s a c s cA t t A t+ + +q+ = Ý q=  (3.103) 

where 
(R)

c c at t t+= - . In Eq. (3.98) an almost complete model of the actuators torque is 

considered: additional terms are included with respect to what one can commonly find in 

the literature [87], i.e. 
a s st A= q , leading to higher accuracy in tracking the commanded 

torque. 
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The Moore-Penrose pseudoinverse solves the preceding equation when N > 3, while 

minimizing the norm of the gimbal angular velocity vector 
sq,  

 T T 1

s s s s cA (A A ) t+ + + - +q =   (3.104) 

As previously discussed, an array of SG-CMGs may suffer from singularity issues, 

depending on the number of devices constituting the array and their orientation and 

actioning. A singularity occurs when T

s sdet(A A )+ +  is close to zero, leading to numerical 

instability of the inversion process. In fact, the parameter 

 
T

s sm det(A A )+ +=   (3.105) 

is known as the singularity measure of the array. Different strategies to tackle the problem 

of occurrence of singularities exist. Among them, one of the most employed consists of 

computing the singularity direction avoidance pseudoinverse. It is a modification of the 

Moore-Penrose pseudoinverse, where an additional term is added to exit the 

neighborhood of a singularity. This error obviously deviates the actuator torque from the 

desired commanded control torque. Then, to reduce it, it is applied only to the direction 

of the smallest singular value of 
sA+ in order to regularize it. In fact, the singular value 

decomposition of 
sA+ is 

 T

sA U V+= S   (3.106) 

with 3 3U ³Í  left singular vectors matrix, 3 N³SÍ  singular values matrix, and N NV ³Í  

right singular vector matrix. The algorithm consists of modifying Eq. (3.104) as follows: 

 T T 1

s s s s cA (A A X) t+ + + - +q = +   (3.107) 

where 

 
T

0 0 0

X U 0 0 0 U

0 0

è ø
é ù

=
é ù
é ùaê ú

  (3.108) 

with 

 { }t

0 S Sexp det(A A )+ +a=a -m   (3.109) 
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where 0a  and m are two positive constants, to properly tune. In fact, substitution of Eqs. 

(3.106) and (3.108) into Eq. (3.107) ï and considering that U and V are orthogonal ï leads 

to  

 

( )

1

T
1s c

3

2

3

N 3 3

1
0 0

1
0 0

V U t

0 0

0

+

- ³

è ø
é ùs
é ù
é ù
é ùsq =é ù
é ùs
é ù

s +aé ù
é ù
ê ú

  (3.110) 

where is are the singular values of matrix 
sA+ (ordered with decreasing magnitudes as i 

increases). The torque error introduced if the steering law (3.110) is adopted corresponds 

to  

 

( )

T

e c s s c

2

3

0 0 0

t t A U 0 0 0 U t

0 0

+ + +

è ø
é ù

= - q =é ù
é ù

a s +aé ùê ú

  (3.111) 

and is only limited to the singular direction associated with the smallest singular value. 

When matrix 
sA+ is far from singularity, 3s a and the torque error is negligible. In 

this case, the outcome of Eq. (3.110) corresponds to the one of the classic Moore-Penrose 

pseudoinverse of Eq. (3.104). However, the procedure of using the singular value 

decomposition can be still maintained to fasten the inversion of T

s sA A+ +. 

 

3.7. Relative orbital motion (Battin -Giorgi  formulation)  

Successful rendezvous maneuvers require a high-fidelity model of the chaser 

spacecraft motion relative to the target. Several approaches have been developed to 

describe this relative motion. One of the most widely used is based on linear orbit theory 

ï specifically, the Hill-Clohessy-Wiltshire (HCW) equations [90]. These equations result 

from a linearization of the relative motion dynamics around the target nominal trajectory 

and are therefore accurate only when the chaser remains sufficiently close to the target. 

Furthermore, the HCW model assumes the absence of perturbations and a target 

spacecraft on a circular orbit with zero inclination. A well-known generalization of the 

HCW equations to elliptical orbits is provided by the Tschauner-Hempel formulation [36, 
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91], which, however, still relies on the same simplifying assumptions regarding 

perturbations, inclination and relative distance.  

When more general scenarios are considered ï such as highly elliptical and inclined or 

significantly perturbed orbits ï it becomes necessary to adopt nonlinear models. One of 

the most established alternatives is the Battin-Giorgi (BG) approach [36], which avoids 

any linearization and therefore imposes no constraints on the distance between the chaser 

and the target. The classical BG formulation describes the motion of a perturbed 

spacecraft relative to a reference body moving on a Keplerian orbit. Consequently, to 

determine the relative motion of a chaser with respect to a target on a perturbed trajectory, 

one must separately compute the motion of both spacecraft with respect to a virtual 

reference body following a Keplerian path. The difference between their relative positions 

with respect to the virtual spacecraft yields the nonlinear relative motion between chaser 

and target. However, when the target trajectory deviates significantly from a Keplerian 

orbit (because of the perturbations), frequent updates of the reference path are required, 

making the method impractical. In the following, a modified version of the BG approach 

is introduced, in which the reference orbit is no longer restricted to being Keplerian. This 

enables a more direct and practical modeling of spacecraft motion with respect to 

perturbed target orbits. 

In a generic inertial reference frame, the target acceleration is 

 t t p,t3

t

r r a
r

m
=- +   (3.112) 

tr  the inertial position vector of the target and tr  its norm, m the gravitational constant 

and 
p,t

a  the sum of all relevant perturbing accelerations acting on the target. In a similar 

way, for the chaser 

 c c p,c t,c3

c

r r a a
r

m
=- + +  (3.113) 

where cr  is the position vector of the chaser, 
p,c

a  the perturbation acceleration acting on 

the chaser, and 
t,c

a the thrust acceleration of the chaser, i.e. the control variable. The 

relative position is defined as  

 c tr rr= -  (3.114) 

and then  

 c t p,c p,t t ,c3 3

c t

r r a a a
r r

m m
r=- + + - +  (3.115) 
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The following manipulation can be carried out: 

 
3

t
c t t t t3 3 3 3 3 3 3 3

c t c c t t c c

r
r r r r r 1

r r r r r r r r

è øm m m m m m m
- + =- r- + = - - ré ù

ê ú
  (3.116) 

However, since 3 3

t c1 r r-  becomes very small when c tr rº , it can lead to numerical issues 

that impair the accuracy of the integration. To mitigate this and improve numerical 

stability, the expression can be further rearranged as: 

 

( )

3 3 3

t t t

3 3/23
2 2

c
t tt

r r r
1 1 1

r r r 2 r
- = - = -

r+ r + + rÖ
  (3.117) 

and the following parameter is introduced: 

 

2

t

2

t

2 r
q

r

r + rÖ
=   (3.118) 

Then, the BG equations of the relative motion assume the form 

 
( )

t p,c p,t t,c3 33/2

t c

q 2 q 1 q
r a a a

r r1 q 1 q 1

è ø+ + +m mê úr= - r+ - +
è ø+ + +
ê ú

  (3.119) 

In the previous relation, ()
2

N

2

N

d

dt
r= r r  is the relative acceleration vector obtained 

from a double time derivation of the relative position vector computed in the inertial 

reference frame. However, for relative motion, the Local Vertical Local Horizontal 

(LVLH)  frame centered in the target is preferred with respect to an inertial frame. If the 

Earth Centered Inertial frame is denoted with unit vectors i
Ĕc , the axes of the LVLH frame 

are defined as reported in Figure 3.7, where symbols W, i and tq indicate the RAAN 

(Right Ascension of the Ascending Node), inclination, and argument of latitude of the 

spacecraft orbit. Specifically, the LVLH is centered in the spacecraftôs center of mass and 

¶ Ĕr  is parallel to the position vector of the spacecraft with respect to the central 

body; 

¶ Ĕq is directed toward the spacecraft orbital velocity; 

¶ Ĕh  is aligned with the spacecraft angular momentum;  

Since the LVLH frame associated with the target spacecraft (denoted as LVLH-T) is 

rotating, the relative acceleration between chaser and target computed with respect to the 

LVLH -T reference frame is obtained by applying twice the transport theorem 
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Figure 3.7: Orientation of the LVLH frame with respect to the ECI frame 

 

 
L L L L LN L N N L N L N N N L

t t t t t2r= r+ w ³rÝ r= r+ w ³ r+ w ³r+ w ³ w ³ r  (3.120) 

where 
LN

tw  is the orbital angular velocity ï and not the spacecraft angular velocity ï of 

the LVLH -T frame with respect to the inertial frame. It can be expressed in the LVLH-T 

frame as a function of the Classical Orbit Elements (COE) and their time derivatives 

 

t t

LN

t t

t

sin sin cos

ĔĔĔr h sin sin

cos

i i

icos i

i

è øW q + q
é ùè øw = q W q - qé ùê ú
é ùW +qê ú

  (3.121) 

where the time derivatives of the COE are provided by the Gauss Variational Equations: 

 

( )

t
h

t
h

2 t
t h3

cos
r a

h

sin
r a

hsin

sin cos
1 ecos r a

p hsin

i

i

i

i

q
=

q
W=

qm
q = + n -

  (3.122) 

where r is the spacecraft radius, e is the eccentricity, n the true anomaly, *q the argument 

of pericenter, and ( )r, ta a ,aq
 are the components of the non-Keplerian acceleration acting 

on the spacecraft resolved in the LVLH-T frame. Thus, substituting Eq. (3.120) in Eq. 

(3.119), one obtains the BG equations with kinematic quantities computed in the LVLH-

T frame 

t̒
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( )

L L L LL N L N N N L

t t t t

t p,c p,t t ,c3 33/2

t c

2

q 2 q 1 q
r a a a

r r1 q 1 q 1

r=- w ³ r- w ³r- w ³ w ³ r

è ø+ + +m mê ú+ - r+ - +
è ø+ + +
ê ú

  (3.123) 

In the following sections, this version of the Battin-Giorgi equations will be primarily 

referenced, and the superscripts will be omitted to simplify the notation. The term 
LN

tw  

is computed numerically: the time history of the components of 
LN

tw  obtained from Eq. 

(3.121) are propagated and then interpolated and derived with respect to time to obtain 

the components of 
LN

tw .  

The main difference introduced with respect to the classical Battin-Giorgi scheme lies 

in the choice of the reference orbit. In this formulation, the reference is the actual 

trajectory of the target, which inherently accounts for the perturbations acting upon it. 

The absence of a virtual Keplerian reference spacecraft significantly improves the 

numerical performance of the integration. In fact, in the standard approach, the relative 

motion of the chaser with respect to the target is obtained as the difference between their 

respective motions relative to a virtual Keplerian spacecraft, i.e.: 

 
c kc

c t
t kt

r r
with

r r

r = -ëî
r=r -r ì

r = -îí

  (3.124)  

with kr  position vector of the Keplerian spacecraft. This implies that, in the standard 

formulation, two sets of Battin-Giorgi equations must be integrated: one for the chaser 

and one for the target, each relative to the virtual Keplerian spacecraft. Additionally, the 

Keplerian orbit of the virtual spacecraft itself must be propagated. However, if the 

perturbations acting on both the chaser and the target cause them to drift together away 

from the virtual spacecraft ï while maintaining a small relative distance between each 

other due to the similar effect of the perturbations ï the standard approach ends up 

operating with 
c t

,r r r, degrading numerical accuracy compared to the proposed 

approach, which works directly with r. In fact, in the standard scheme, when such 

divergence occurs, the virtual Keplerian reference orbit is typically re-centered on the 

updated target trajectory. This correction step, however, is entirely unnecessary in the 

proposed formulation. 
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3.8. Relative orbital control 

Achieving a successful rendezvous maneuver relies on accurately controlling the 

relative trajectory between the chaser and the target, as described by Eq. (3.123). Within 

the context of nonlinear control methods, feedback linearization stands out as a well-

established and effective strategy. This technique enables precise trajectory tracking even 

in the presence of strong nonlinearities and perturbations, provided that the systemôs state 

vector is accurately known. For these reasons, it is adopted here as a suitable approach 

for relative trajectory control. First, the classical control law based on feedback 

linearization is presented. Then, a novel adaptive-gain control law incorporating a 

predictive logic, referred to as Hybrid Predictive Control (HPC), is introduced, and the 

performance of the two approaches is compared through numerical analysis. 

 

3.8.1. Feedback linearization 

The relative motion equations can be written in the following form where all the 

components vectors are resolved in the LVLH-T frame, recognizing a Multi-Input Multi 

Output system: 

 ( ) t,cf , ar= rr +  (3.125) 

with 

 

( )

( )

t t t t

t p,c p,t3 33/2

t c

f , 2

q 2 q 1 q
r a a

r r1 q 1 q 1

r r =- wr-wr-wwr

è ø+ + +m mê ú+ - r+ -
è ø+ + +
ê ú

  (3.126) 

The term ( )f ,rr  is a nonlinear vector function. The control acceleration 
p,t

a  must drive 

the chaser to follow a desired trajectory defined by ()d tr , ()d tr  and ()d tr . Generally, 

a PD-like structure is employed in the feedback linearization strategy. If the relative 

trajectory error is defined as  

 de r-r  (3.127) 

then, the chaser thrust acceleration will assume the following form [92]: 

 
t,c d d pa f K e K e=- +r - -  (3.128) 
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where 
p p 3 3K k I ³=  and d d 3 3K k I ³=  are 3 3³ diagonal and constant gain matrices. The 

closed loop system is obtained by substituting Eq. (3.128) into Eq. (3.125), leading to 

 
d pe k e k e 0+ + =  (3.129) 

The control law yields a decoupled and linear second-order system, where e 0=  and 

e 0=  constitute the target set that enjoys global asymptotic stability properties. Moreover, 

the transient behavior can be easily controlled by proper tuning of the gains. In fact, the 

i-th scalar equation 

 
i d i p ie k e k e 0+ + =  (3.130) 

can be rewritten introducing the natural frequency nw  and the damping factor z, leading 

to the following relations: 

 

2

p n

d n

k

k 2

ë =wî
ì
= zwîí

  (3.131) 

 

3.8.2. Hybrid predictive control  

The control law (3.128) is perfectly capable of driving the chaser toward the desired 

position with respect to the target spacecraft. However, from a performance point of view, 

it provides ï for most of the mission duration ï a thrust acceleration that is much lower 

than the maximum available one. This happens because usually df- +r equals a fraction 

of the maximum thrust acceleration, denoted as maxu  in the following. Then, if the gains 

are set at the beginning of the orbit maneuver such that ()t,c 0 maxa t u ,=  it follows that 

()t,ca t  rapidly decreases with the reduction of the relative position and velocity errors 

operated by the control itself. As a consequence of that, larger thrust are used only in the 

very first seconds of the maneuver. 

To contrast this effect, a saturation logic can be applied to control law (3.128) in order 

to have 
t,c maxa u=  not only at the initial time, but for a certain time interval. However, 

this approach presents two main issues: 

(i) The choice of the gains cannot be opportunely a-priori operated, if not by computing 

a numerical parametric analysis, which however may be in contrast with real-time 

applications; 
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(ii)  In the scaling operated by the classic saturation process, the term ( )df- +r ï  

which compensates for the dynamic nonlinearities and perturbations, and allow for 

the closed loop system to assume form reported in Eq. (3.130) ï is reduced in 

magnitude, losing the peculiarity of the feedback linearization strategy 

In this work, a novel adaptive version of (3.130) is proposed, which analytically finds the 

opportune gain values in the saturation intervals, while maintaining term ( )df- +r 

unaltered. The proportional and derivative gains are obtained at each time instant by 

setting 

 t ,c d d p maxa f k e k e u= - +r - - =  (3.132) 

and, considering that 
d pk 2 k= z  (cf. Eq. (3.131)), Eq. (3.132) becomes 

 2

d maxf 2 ke k e u- +r - z - =  (3.133) 

where the auxiliary variable 
pk k=  is introduced. From Eq. (3.133), one obtains that 

 
( )

( )

T2 2T4 3 2 2

d

T 2
2

d d max

e k 4 e ek 4 e 2 f e k

4 f ek f u 0

è ø+ z + z - - +r
é ùê ú

- z - +r + - +r - =

  (3.134) 

Once the damping ratio is selected according to the desired performance ï typically set 

to 1 to achieve critical damping condition ï the result is a fourth-degree equation in the 

scalar unknown k, representing the gain of the control law. 

Solving Eq. (3.134) at the beginning of the rendezvous maneuver allows the 

enforcement of a feedback linearization control that exploits the maximum available 

thrust acceleration at the starting time. As previously discussed, the classic feedback 

linearization adopts constant gains, which implies that the thrust magnitude is saturated 

only at the very beginning, while it reduces at subsequent times. To obtain saturated thrust 

over a finite time interval, a hybrid predictive control can be implemented, which uses 

adaptive gains in a first phase, then switches to a second phase that employs constant-

gain feedback linearization. In particular, Eq. (3.134) is solved at any time in the 

saturation phase, to find the gains pk  and dk  that guarantee maximum thrust. As detailed 

in [93], the longer the saturation time, the higher the peak of the thrust acceleration 

magnitude of the constant-gain feedback linearization at the beginning of the second 

phase. This happens because the more the saturation phase lasts, the higher is the relative 

velocity at the end of the saturation phase. Then, at the beginning of the constant-gain 
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phase the relative position error continues to decrease, while the relative velocity error 

increases; if the velocity error grows enough quickly ï and this always happens after a 

certain saturation time sufficiently long ï, it leads to a subsequent peak in thrust 

magnitude. This behavior is taken into account for the definition of the stop criterion for 

the first saturation phase. In fact, a predictive integration during the saturation phase can 

be carried out using constant-gain feedback linearization after the end of saturation. The 

saturation phase stops when the thrust acceleration magnitude in the subsequent 

(constant-gain) phase reaches a peak value that overcomes maxu  ï or a threshold that is 

set slightly below maxu for safety reason. 

Before discussing the performance of this control law, it is needed to prove the 

existence of a positive real root of Eq. (3.134). Letting 

 

2

d

w 2 ke k e

c f

ë - z -î
ì

- +rîí

  (3.135) 

Eq. (3.132) can be rewritten as  

 
maxw c u+ =   (3.136) 

As a first step, provided that e 0=  and e 0=  do not hold at the same time, a positive gain 

k always exists such that w   has a specified (nonzero) magnitude. To prove the preceding 

statement, it is assumed that e 0̧. If e 0=  or e  aligned with e , then it is straightforward 

to obtain the positive value of k corresponding to the desired magnitude w. If e 0̧ and 

the two vectors e and e ï associated with e  and e  ï are not aligned, then they identify 

a plane. Two unit vectors are introduced, i.e. Ĕx , aligned with e- , and Ĕc, coplanar with 

e and orthogonal to Ĕx. In this plane, vector  

 Ĕ Ĕe n nx c- x+ c  (3.137) 

while 

 Ĕe m- x  (3.138) 

with m > 0. Using these definitions, 

 ( )2 2Ĕ Ĕw k n 2 km k nz c= + z x+ c  (3.139) 
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If wx and wcdenote the two components of w  in the plane at hand, elimination of k 

from Eq. (3.139) yields the following equation for the curve described by w : 

 2
w w n

k w 2 m w
n n n

c c x

x c

c c c

= Ý = z +   (3.140) 

where nx and wx have the same sign due to Eq. (3.139). The derivative of wx with 

respect to wc is 

 
dw nm

dw nw n

x x

c cc c

= +   (3.141) 

Because the first term tends to 0 as ( )2 2w n k nc c c=  increases, the second term in Eq. 

(3.141) dominates, and the geometrical locus described by vector w  is radially 

unbounded as a result. Because w  has zero magnitude at k = 0, due to continuity of wx 

and wc as functions of k, in conjunction with radial unboundedness of w , a positive 

value of k certainly exists such that w  has prescribed magnitude. 

In light of the preceding conclusion, the existence of a real positive value of k is 

transformed into the problem of finding a vector w  (with components in the LVLH-T 

frame collected in w ) such that its magnitude w fulfills Eq. (3.136). To do this, vector c   

 

Figure 3.8: Vector w   in the frame ( )ĔĔ Ĕa,b,c  

 

Ĕc   

Ĕa   

Ĕb   

w   

l  

j  
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is recalled as the physical vector counterpart of c  defined in Eq. (3.135), and an auxiliary 

reference frame, associated with unit vectors ( )ĔĔ Ĕa,b,c   (cf. Figure 3.8), is introduced. The 

unit vector Ĕc  points toward c , whereas ( )ĔĔa,b  are arbitrary, provided that they form a 

right-hand sequence together with Ĕc . If Ĕw  denotes the unit vector associated with w , 

then its components ( )a b cw ,w ,w  can be written as (cf. Figure 3.8) 

 

a

b

c

w w cos cos

w w cos sin

w wsin

= j lë
î
= j lì

î = jí

  (3.142) 

and Eq. (3.136) leads to 

 2 2 2

maxw 2wcsin c u 0+ j+ - =  (3.143) 

which admits a positive real root if maxu c> , i.e. if the maximum available thrust is 

sufficient to compensate for nonlinearities and perturbations, to provide the feedforward 

term corresponding to the desired relative acceleration. 

 

3.8.3. Performance evaluation of the Hybrid Predictive  Control law 

To evaluate the actual benefits of the Hybrid Predictive Control law (HPC) introduced 

in the previous section, a numerical analysis is performed. Specifically, two Monte Carlo 

campaigns, each consisting of 100 simulations, are conducted. The performance of the 

orbital maneuver achieved using the adaptive control law is compared against that 

obtained with a constant-gain feedback control law incorporating saturation logic. Since 

the adaptive-predictive control law implements a fundamentally different approach to 

handling saturation, it is essential to compare it with the standard saturation method 

typically used in constant-gain controllers in order to accurately assess its advantages. In 

fact, if the HPC is compared with the constant-gain controller applied without saturation, 

the HPC always outperforms because it applies the maximum thrust acceleration when 

the error in the state vector is larger, leading to a faster convergence.  

As specified in the previous section, while the adaptive control law computes the gain 

values at each time step, a suitable gain must be determined for the constant-gain control 

law with saturation to enable a consistent comparison. The procedure begins by 

simulating the maneuver using the adaptive controller and recording the time instant 

where the passage from the adaptive-gain to the constant-gain phase occurs ï denoted as 

switcht . The value of switcht  is selected such that the second peak in the thrust norm is 
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maximized without exceeding the thrust limit ï or a certain percentage of it, if a margin 

factor is introduced ï, in accordance with the predictive logic previously discussed. 

Subsequently, the maneuver governed by the constant-gain feedback linearization with 

saturation is simulated multiple times through a parametric study on the control gains. 

The gain value k used for comparison is selected based on a two-level criterion: 

1. If a second peak in the thrust norm appears after the saturation phase ends, the 

gain k is selected so that the magnitude of this peak matches that observed in 

the HPC case. However, unlike the HPC law ï which is observed to always 

produce a second peak ï the constant-gain feedback linearization with 

saturation does not always exhibit this behavior. Moreover, maintaining 

saturation for excessively long durations can lead to a deterioration in 

maneuver performance. Therefore, if no second peak is observed even when 

saturation is extended up to a threshold of switch1.5 tÖ , the second criterion is 

applied: 

 

2. The value of k is adjusted so that the saturation time matches switcht , ensuring 

consistent comparison conditions. 

This choice prioritizes the qualitative behavior of the thrust acceleration profile. If the 

standard saturated approach exhibits a time history of thrust acceleration similar to that 

of the HPC law, the comparison is carried out by allowing both controllers to operate 

under the same mode. Otherwise, the comparison is performed by enforcing the same 

saturation duration in both cases. It is worth noting that the HPC law consistently exhibits 

the same qualitative behavior, characterized by the appearance of a second peak in the 

thrust acceleration, which constitutes an additional advantage. This consistency makes 

the HPC law more predictable compared to constant-gain strategies, whose behavior can 

vary significantly depending on the boundary conditions. 

In all the simulations, the target spacecraft travels on a Low Earth Orbit (LEO) 

characterized by the COE reported in Table 3.1. 

 

Table 3.1: COE of the target spacecraft 

Semimajor axis 7000 km 

Eccentricity 0.01 

Inclination 11° 

RAAN 0° 

Argument of periapsis 0° 

True anomaly at 0t  0° 
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The initial relative position and velocity conditions of the chaser with respect to the target 

are defined by separately sampling the direction and magnitude of the corresponding 

vectors. For the direction, both the initial position and velocity vectors are assigned 

random orientations drawn from a uniform distribution on the unit sphere. The magnitude 

of the initial position vector is sampled from a truncated Gaussian distribution with a 

mean of 200 m and a standard deviation of 50 m, limited to the range [ ]50, 350 m  (i.e., 

truncated at 3ů). The initial velocity magnitude is also drawn from a Gaussian 

distribution, with a mean of 0.5 m/s and a standard deviation of 0.2 m/s, but with an 

asymmetric truncation over the interval [ ]0.01, 1 m / s. Moreover, the maximum available 

thrust acceleration is generally set to maxu 0.5 N ton= . However, if this value is lower 

than ()01.2 f t  ï the value of the dynamic nonlinearities at the initial time, increased by 

20% ï then ()max 0u 1.2 f t= . The reduced level of the thrust acceleration is intentionally 

introduced to compare the two control laws under challenging conditions, thereby 

emphasizing differences in their control dynamics. In fact, with reference to Eq. (3.135), 

if w c  the two control laws exhibit similar performance, since the primary difference 

between them lies in the treatment of the term c : it is preserved unaltered in the HPC 

logic, whereas it is uniformly scaled in the constant-gain approach. However, if the thrust 

acceleration results too modest, the condition ()max 0u 1.2 f t=  restores an acceptable 

margin of the control capabilities. Moreover, in a few simulations, the condition 

() maxf t u>  occurs despite the fact that ()0 maxf t u>  holds, due to specific initial 

conditions. In such cases, the maximum available thrust acceleration is doubled for both 

control laws.  

Before presenting the results of the two Monte Carlo campaigns, the results of a single 

case that proves the large discrepancy of performance between the HPC law and a 

constant-gain law without saturation are reported. This difference clearly appears from 

inspection of Figures 3.9-3.10. The gains of the constant-gain law without saturation are 

chosen to provide the maximum torque only at the first time instant of the rendezvous. 

The HPC significantly outperforms the non-saturated constant-gain law, and this always 

verifies because the control effort between the two laws are remarkably different. In the 

following, a saturation logic is applied to the constant-gain law according to the strategy 

previously discussed, and results are reported and analyzed. 

In the first Monte Carlo campaign, the rendezvous maneuver is executed following a 

setpoint-based logic: only the final state is defined as the target condition, without 

specifying the exact time at which it must be reached. Starting from the same initial time 

and with the same maximum available thrust acceleration, the control law that reaches 

the target setpoint in the shortest time is considered the outperforming one. The position 

of the final set point is a vector defined relatively to the target  position:  the  direction  is 
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Figure 3.9: Comparison of thrust acceleration (left) and chaser trajectories (right) in a 

single case ï HPC vs constant-gain without saturation 

 

 

Figure 3.10: Comparison relative distance (left) and relative velocity norm (right) in 

a single case ï HPC vs constant-gain without saturation 

 

sampled uniformly on the unit sphere, while the magnitudes is fixed to 1 m. The relative 

velocity at the setpoint is equal to zero. The results show that the HPC law provides better 

performance in 72 cases. In the remaining 28 cases, the performance of the HPC law or 

worse in 27 of them, while in 1 case the two laws provide practically the same outcome. 

The results for a single case when the HPC outperforms the constant-gain control with 

saturation is reported in Figures 3.11-3.12. The peak after the saturated interval is evident 

for the HPC law, while the constant-gain law does not show this behavior. Convergence 

is achieved in a lower time for the HPC law, despite both laws are characterized by the 

same saturation time interval. Qualitatively speaking, cases when the constant-gain law 

achieves slower  convergence  are  the  one  where  the  peak  after  the  
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Figure 3.11: Comparison of thrust acceleration (left) and chaser trajectories (right) in a 

single case where the adaptive law (HPC) shows better performance ï setpoint 

 

Figure 3.12: Comparison of relative distance (left) and relative  velocity norm (right) in 

a single case where adaptive law (HPC) shows better performance ï setpoint 

 

Figure 3.13: Comparison of thrust acceleration (left) and chaser trajectories (right) in a 

single case where the adaptive law (HPC) shows worse performance ï setpoint 
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Figure 3.14: Comparison of relative distance (left) and relative  velocity norm (right) in 

a single case where adaptive law (HPC) shows worse performance ï setpoint 

saturation interval does not appear. Conversely, cases when using the HPC law appears 

not to be convenient are the ones where this peak arises also in the constant-gain law. In 

cases similar to the ones reported in Figures 3.13-3.14, the HPC law achieves a slower 

convergence with respect to the constant-gain counterpart. However, the analysis of the 

results reveals that the performance gains achieved by the HPC law in favorable cases are 

generally much greater than the performance losses observed in the less favorable ones, 

as it appears by comparing Figures 3.12-3.14. 

The fact that the HPC law does not always provide a performance advantage depends 

on the specific physics of the problem. The HPC law consistently compensates for 

dynamic nonlinearities and orbital perturbations, which can be interpreted as a form of 

ñwindò ï i.e., an external dynamic action ï acting on the spacecraft. However, in certain 

cases, these effects may actually assist the rendezvous rather than hinder it, e.g. if the 

wind blows toward the desired target. Even in such situations, the adaptive controller still 

compensates for them, potentially counteracting helpful contributions. Nonetheless, such 

favorable cases represent a minority of scenarios. This is why, overall, the HPC law 

delivers superior performance in the majority of situations. Furthermore, due to its 

specific structure, the HPC law ensures that the trajectory remains confined to the plane 

defined by the unit vectors Ĕx and Ĕc, as introduced at the end of the previous section. In 

contrast, the trajectory resulting from the constant-gain controller is less predictable. This 

regularity in the system response under HPC constitutes an additional advantage, as it 

enhances the predictability and understanding of the closed-loop dynamics. 

When the set-point logic is replaced with a reference trajectory, the results may vary 

depending on the specific choice of the reference. However, the HPC law continues to 

demonstrate superior performance. A second Monte Carlo campaign is conducted, with 

all parameters varying as in the first campaign. The only difference lies in the guidance 

strategy: a reference trajectory is introduced, defined as a straight-line path connecting 

the initial and final positions of the chaser spacecraft. This trajectory is uniformly mapped 
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over the time domain, meaning that each point along the path is associated with a specific 

time at which the spacecraft is expected to be there. The maneuver duration is set to 30 

minutes, after which the chaser must reach the desired final position. In this framework, 

the control law that brings the chaser closest to the final position after 30 minutes is 

considered to have better performance. A draw is declared if the final positions obtained 

by the two control laws differ by less than 1 cm. The same criteria used previously are 

applied to select the gain of the constant-gain controller. 

The results show that a draw occurs in 65 out of 100 cases. Among the remaining 35 

cases, the HPC law outperforms the constant-gain law in 23, while it is outperformed in 

the remaining 12. Although the performance gap between the two approaches is reduced 

in this scenario, this outcome strongly depends on the specific definition of the reference 

trajectory, its duration, and its temporal mapping. Nevertheless, the HPC law maintains a  

 

Figure 3.15: Comparison of thrust acceleration (left) and chaser trajectories (right) in a 

single case where the adaptive law (HPC) shows better performance ï linear reference 

trajectory 

 

Figure 3.16: Comparison of relative distance (left) and relative velocity (right) in a single 

case where adaptive law (HPC) shows better performance ï linear reference trajectory 



134 

 

clear advantage. As in the set-point case, the trajectory under HPC remains confined to 

the plane defined by the same unit vectors, and all previous considerations remain valid. 

An example of a case where the HPC law outperforms the constant-gain law is illustrated 

in Figures 3.15-3.16. It is worth noting that, although the 3D trajectories may suggest that 

the constant-gain law exhibits better behavior, the time histories of the distance to the 

reference trajectory provide a more accurate picture. In fact, the 3D plot does not convey 

the time associated with each point along the trajectories. As a result, although the chaser 

controlled by the constant-gain law may appear to stay closer to the reference path, it 

actually follows the reference trajectory less accurately over time. 

 

3.9. Concluding remarks 

Chapter 3 addressed the nonlinear control of spacecraft attitude and relative orbital 

motion, focusing on advanced techniques. The first part of the chapter was dedicated to 

attitude control. A detailed formulation of attitude kinematics and dynamics was 

provided, followed by the development of two nonlinear feedback control laws ï one 

representing the state-of-the-art standard, the other consisting of a novel enhancement of 

the former ï for triaxial attitude tracking. The stability of these control laws was 

rigorously analyzed, and guidelines for gain selection were presented. The chapter further 

addressed reduced-attitude tracking, a useful approach in scenarios where only single-

axis attitude control is required (e.g., payload pointing), again providing a new improved 

control law supported by stability proofs. A comparative performance analysis of the 

proposed nonlinear control laws was carried out, demonstrating their superior 

performance relative to existing solutions in the literature, particularly in terms of faster 

convergence for a given actuator configuration. The chapter also introduced enhanced 

steering laws for momentum exchange devices, including reaction wheels and single-

gimbal control moment gyroscopes (CMGs), enabling the practical implementation of the 

proposed nonlinear control strategies.  In the second part of the chapter, the focus shifted 

to relative orbital motion. An advanced version of the Battin-Giorgi formulation was 

introduced for describing relative orbits in a fully nonlinear framework. Building on this, 

an innovative Hybrid Predictive Control (HPC) law was proposed for relative orbital 

control. The HPC law was shown to effectively combine feedback linearization with 

predictive control concepts, achieving robust and precise control of relative motion even 

in dynamically challenging scenarios. A detailed performance evaluation of the HPC law 

confirmed its effectiveness and highlighted its advantages over classical control methods. 

In conclusion, Chapter 3 demonstrated the development and validation of advanced 

nonlinear control laws for both attitude and relative orbital motion. The results of this 

chapter are critical for achieving high-performance guidance and control in future space 

applications, particularly in proximity operations, on-orbit servicing, and debris removal 

scenarios. 
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Chapter 4 

4.  

Mission scenarios 
 

In this chapter, several mission scenarios are presented, each demonstrating the 

application of the theoretical framework developed in the previous chapters. Some 

scenarios focus primarily on modeling aspects, others emphasize control strategies, while 

some highlight the integration of both modeling and control. The chapter begins with an 

analysis of a rendezvous and berthing operation, which includes the despinning of orbital 

debris. This is followed by a case study involving a large, flexible spacecraft performing 

agile attitude maneuvers. Next, a scenario involving a spacecraft equipped with a large 

rotating antenna is examined, with particular reference to the CIMR mission ï of specific 

interest to Thales Alenia Space Italy. This case explores key dynamic characteristics, such 

as stress stiffening. Additionally, the elastic modeling using Finite Element Methods 

(FEM) is discussed in the context of a large spacecraft carrying two Telescopic Tubular 

Mesh structures. The chapter concludes with a mission scenario involving a rendezvous 

with the Gateway space station in the cislunar environment. 

 

4.1. Rendezvous and berthing of a space manipulator system 

with a rotating debris 

This section presents a study dedicated to the development of a robotic on-orbit 

servicing mission aimed at contributing to long-term space sustainability through the 

removal or stabilization of noncooperative debris in low Earth orbit. The mission focuses 

on the autonomous execution of rendezvous, close approach, and berthing operations 

using a spacecraft equipped with two articulated robotic arms. Once the chaser vehicle is 

brought into proximity with the target, a coordinated maneuver involving attitude and 

robotic control enables the arms to perform a precise manipulation that allows a stable 

grasp, accounting for the target uncontrolled motion. The capture conditions are achieved 

through careful planning of the manipulator trajectory, ensuring a smooth engagement 

despite the dynamic interaction between the arms and the spacecraft. Subsequently, the 

system transitions to a closed kinematic chain, with both arms securing the object. This 

setup enables a final despinning operation, during which the residual rotation of the 

captured debris is gradually reduced, allowing the system to reach a stable and safe post-

capture condition.  
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4.1.1. Vehicle description 

The space manipulator system considered in this application is modeled as a rigid 

multibody structure, made up of a parallelepiped-shaped bus and two anthropomorphic 

arms. Each of them is composed of two links connected via rotary joints. An illustrative 

sketch of the entire vehicle is reported in Figure 4.1. 

With reference to Figure 4.1, joints 2Q  and 4Q  provide a 2-DOF rotation with 21q  and 

41q  defined as the rotations around the axis aligned with 
3
Ĕb°  and  normal to the bus 

lateral surface, whereas joints 3Q  and 5Q  only allow a single degree of freedom rotation. 

Angles 22q and 3qare coplanar, as well as the angles 42q and 5q. In total, each arm 

possesses 3 degrees of freedom, enabling the desired positioning of the end effectors. The 

problem of end-effector orientation is not addressed in this work and is assumed to be 

managed by means of a spherical wrist, which is not explicitly modeled. 

 

Figure 4.1: Geometry and elements of the Space Manipulator System 

 

Furthermore, the spacecraft is equipped with the following actuators: 

1. joint motors for the correct maneuvering of the robotic arms. The dynamics 

introduced by the joint motors leads to joints flexibility, which is modeled in this 

work; 

2. a pyramidal array comprising four single-gimbal control momentum gyroscopes 

(SG-CMG) with constant rotor speed, to supply the necessary attitude control 

torque; 

3. a non-steerable thruster aligned with the spacecraft axis 
2
Ĕb  for trajectory control 

in the relative motion scenario. 

Geometry, sizing, and inertia parameters (i.e. total mass and principal inertia moments J1, 

J2, J3) of the spacecraft are inspired by the space manipulator proposed in Ref. [94]. 
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Specifications for the bus are shown in Table 4.1, whereas the geometric and inertia 

characteristics of the four links are reported in Table 4.2. The major data of the joint 

motors are instead collected in Table 4.3 [95]. Moreover, Table 4.4 includes the 

specifications of a particular commercial array of SG-CMGs, selected for its performance 

suitability in the relevant dynamical scenarios [96]. Symbols h, sI , rw , 
maxq , maxT  denote 

the axial angular momentum, inertia moment, rotor angular velocity, and maximum 

torque of the commercial device selected for this application. With regard to orbit control, 

a throttleable 1 N Hall ion thruster is considered [97]. Its specifications are reported in 

Table 4.5.  Finally, the target is assumed spherical, with diameter of 1.2 meters. 

 

Table 4.1: Bus specifications 

Main Body (BUS) 

width (m) 1.5  

height (m) 2.2 

depth (m) 1.0 

mass (kg) 1000  

J1 (kg m2) 590.83 

J2 (kg m2) 270.83 

J3 (kg m2) 486.67  

 

 

Table 4.2: Specifications of the arms links 

Links 

length (m) 1 

radius (cm) 3.5 

mass (kg) 30 

 

 

Table 4.3: Joint elasticity specifications 

Joint motors 

inertia (kg m2) 0.12 

stiffness (Nm/rad) 40000 

damping factor (Nms/rad) 0.02 
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Table 4.4: SG-CMG specifications 

SG-CMG M50 Honeywell 

h  (Nm sec) 75 

sI  (kg m2) 0.22 

rw  (rpm) 6500 

maxq  (rad/sec) 1 

maxT  (Nm) 75 

mass (Kg) 33.1 

 

Table 4.5: Thruster specifications 

Hall ion thruster 

specific impulse (s) 1600 

maximum thrust level (N) 1 

 

4.1.2. Trajectory planning and control of the robotic arms 

The trajectory planning algorithm used in this study case is identified through the 

following steps: 

¶ first, the path points of the end effector must be defined in the operational 

(Cartesian) space; 

¶ second, the path points must be translated into the joint space through an inverse 

kinematics procedure; 

¶ lastly, the interpolation of the path points in the joint space provides the desired 

trajectory. 

The choice of end effector path points in the operational space depends on the mission 

scenario, and this issue is discussed in the upcoming section. Furthermore, it is worth 

noting that a trajectory in the operational space can be more precisely followed by the end 

effector as the number of path points used for discretization increases. However, this also 

entails a higher computational burden. Consequently, there exists a computational cost 

constraint that imposes an upper limit on the total number of path points. Once the via-

points are defined, the inverse kinematics algorithm is employed to transfer them to the 

joint space. Due to the specific configuration of the 3-DOF anthropomorphic arm, a 

closed-form solution of the inverse kinematics exists and is extensively described in [53]. 

However, for each end effector position, there exist four admissible solutions, which are 

coincident in pairs. The distinction between these two pairs of solutions lies in the 
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opposite positions of the elbow joint. Therefore, a specific criterion must be applied to 

select only a single solution. The choice follows these two steps: 

(a) first, the pair of solutions where the elbow is closer to the target envelope is 

discarded to prevent collisions with the target; 

(b) second, between the two equivalent solutions, the one closest to the initial 

configuration is selected. 

After defining the path points in the joint space, a spline interpolation technique is 

employed, to create the reference trajectories. This interpolation ensures continuity 

conditions for the cubic polynomials, as well as their first and second derivatives at the 

internal path points. Moreover, the interpolation conditions are finalized by setting the 

value of the first derivative (joint angular velocity) to zero, at both the starting and final 

points. The resulting planned path allows for the extraction of the first and second 

derivatives, which are essential inputs for the control algorithm discussed in the following 

section. 

The two anthropomorphic arms of the manipulator need to be effectively controlled to 

perform precise grasping of the target. A joint space control strategy is chosen due to its 

computational advantages over operational space control. Joint space control only needs 

inverse kinematics computation during trajectory planning, whereas operational space 

control involves additional inverse kinematic operations within the feedback loop, 

resulting in increased computational complexity. Moreover, a feedback linearization 

approach is employed in this context as well [53]. The dynamical system of Eq. (1.95), 

associated with the complete motion of the Space Manipulator System ï thus including 

also the base motion ï  can be rewritten as 

 Au b=   (4.1) 

where  

 ( )DOF DOF
ĔA M n n³   (4.2) 

 ( )G DOFb nl f n 1- + ³  (4.3) 

Vector Gf  in Eq. (4.3) does not include the control torque obtained via feedback 

linearization, which is still to be computed. After removing the rows and columns not 

associated with the joints degrees of freedom from A  and after doing the same operation 

with the rows of u  and b , one obtains the following reduced system: 

 
r rA b cq= +  (4.4) 
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whose dimension corresponds to the joint DOFs and where qcan replace u . In fact, the 

remaining generalized velocities are the time derivatives of the joint variables 
jq and the 

robotic motion control vector 
rc  appears in Eq. (4.4). Hence, if the control law  

 ( ) ( )r d D d P d rc A K K bè ø= q - q-q - q-q -
ê ú

  (4.5) 

is substituted in Eq. (4.4), it becomes 

 
D Pe K e K e 0+ + =  (4.6) 

where DK  and PK  are diagonal and constant matrices with positive elements, 
dq  is the 

vector of the desired joint variables and 
de=q -q is the joint error vector. Also in this 

case, feedback linearization ensures the convergence of the state toward the desired 

values, while the transient performance can be controlled through proper setting of the 

control gains. 

 

4.1.3. Mission scenario 

In this application, an end-to-end simulation of a complete rendezvous and berthing 

mission is performed. In this framework, one can distinguish five specific types of 

operations: 

1. close-range rendezvous, i.e. approach of the chaser toward the target from a 

certain direction; 

 

2. reorientation maneuver, i.e. the action of driving the operational axis of the chaser 

toward the desired direction; 

 

3. arms opening, i.e. the first motion of the arms that pass from the stowed 

configuration to the desired initial condition for the manipulation phase; 

 

4. spin rate synchronization, i.e. the chaser must reach the same spin angular velocity 

of the target to guarantee safe grasping; 

 

5. manipulation, i.e. the actual grasping phase. 

Close-range rendezvous ï Starting from an initial relative distance of 20 m, the aim 

of close-range rendezvous is to reduce this distance to a desired value opd , which is set 

to 1.5 m. Furthermore, the desired relative position must be aligned with the spin axis of 
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the target 
sp
Ĕh . In fact, the target is supposed to rotate about a certain axis, which does not 

change its orientation in the inertial frame. This assumption represents the condition of 

flat spin rotation of the target, while the long-term disturbances induced by gravity 

gradient torque and other environmental effects are neglected.  

The rendezvous maneuver is carried out using a low-thrust throttleable electric 

actuator, with an upper bound on the thrust magnitude. Hence, the control gains of Eq. 

(3.128)  are chosen not to exceed the threshold value of 1N / ton , which can be 

considered as a threshold for the normalized low thrust. In fact, in this study case a 

constant-gain control law is employed for the sake of simplicity, since the scenario does 

not require saturation to achieve the desired performance with the equipped thruster.  

To ensure safe approach, the relative distance between chaser and target must not 

reduce below a certain safety threshold 
opd , which is set to 1.4 m. To fulfill this 

requirement, the rendezvous trajectory is chosen between two different options. In fact, 

the desired alignment can be achieved with two different final points, one in the same 

direction of 
sp
Ĕh  and one in the opposite, which means  

 ()N

d sp op
L N

X R h d
«

=°   (4.7) 

 ()N

d sp op
L N

X R h d
«

=°   (4.8) 

 ()N

d sp op
L N

X R h d
«

=°   (4.9) 

where 
L N
R
«

 is the rotation matrix from the inertial to the LVLH-T frame and 
()N

sph  collects 

the components of 
sp
Ĕh  resolved in inertial frame. Because the thruster is aligned with 

body axis 
2
Ĕb , during the rendezvous operations this axis is supposed to be aligned with  

 ()

2

t ,cN N L
C

t,c

R a
b

a

«=   (4.10) 

where 
()

2

N

Cb  contains the components (in the inertial frame) of the commanded direction 

of body axis 
2
Ĕb  and t,ca  the components of the thrust acceleration vector, obtained from 

Eq. (3.128). The other two commanded axes can be arbitrarily defined with the only 

requirement to form a right-hand triad, because the reduced-attitude control logic is 

utilized. Hence, the rotation matrix from the inertial frame to the commanded frame C  is 

obtained as 
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  (4.11) 

leading to the commanded quaternion C,0 Cq ,qè ø
ê ú. From the cubic spline interpolation of 

the commanded quaternion, it is straightforward to obtain the time derivative C,0 Cq ,qè ø
ê ú. 

From the inversion of the kinematics equation of the quaternions (cf. Eq. (3.15)), one 

obtains the commanded angular velocity. Then, Cw  ï required for attitude tracking ï is 

obtained from the analytical time derivation of the spline-interpolated expression of Cw . 

It is worth noting that, during this phase, the spacecraft is kept in a stowed configuration, 

with its center of mass aligned with the thruster line of action, thereby avoiding 

imbalances and couplings between attitude and relative motion control. 

Reorientation maneuver ï Once the desired position is reached, the thruster is turned 

off and remains inactive for the rest of the mission, to avoid any interference with attitude 

maneuvers and robotic motion. Immediately after turning off the thruster, a reorientation 

maneuver is executed to align the body axis 
1
Ĕb  with the target, thus facilitating the 

subsequent manipulation. The procedure for determining this maneuver is analogous to 

the one used for aligning the thruster with the trajectory, as described in the previous 

section. The only difference consists in the definition of the desired direction: in this case, 

Eq. (4.10) must be replaced by 

 ()

1

N N L
C

R
b «

r
=
r

  (4.12) 

where r is the relative position vector in the LVLH-T frame defined in Section 3.7, which 

is parallel to the spin axis of the target until the thrusters are switched off. Moreover the 

gain matrix  of the attitude control law are chosen to avoid exceeding the maximum torque 

supplied by the array of actuators. 

Arms opening ï Initially, the robotic arms are supposed to be in a stowed configuration. 

Then, the arms must assume a new configuration, which represents the initial condition 

of the grasping phase. The arm opening maneuver is divided into two subphases. First, 

the motion regards only the joint variables 22,q 3,q  42q  and 5q in order to align the two 

arms with 
3
Ĕb . Then, a rotational motion in terms of angles 21q  and 41q  is carried out in 

order to align the joint axes corresponding to the preceding angles with 
2
Ĕb . In each of the 

two phases, the joint variables that are not involved in the maneuver are considered 

locked. 
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Trajectory planning for the purpose of opening the two arms is much easier than the 

grasping phase, because no specific constraints must be fulfilled by the end effector 

position. No intermediate via points are introduced because it is sufficient to consider 

only the initial and final conditions, which are interpolated through a cubic polynomial. 

The maneuver duration is selected so that joint flexibility does not affect the motion of 

the arm. Specifically, first and second subphases are planned to take 60 s and 45 s, 

respectively. 

It is preferable to carry out the opening maneuver before the spin rate synchronization, 

otherwise synchronization would be lost, because of the changes in angular velocity due 

to the variation of the moment of inertia about 
1
Ĕb . In the latter case, successive 

corrections could be necessary before starting the manipulation phase. Besides this 

requirement, no other constraints exist for this maneuver. Established this, two different 

choices of the sequence of operations remain available: 

(i) arms opening can be completed after the reorientation maneuver, or 

 

(ii)  arms opening can occur during the last part of the rendezvous. 

The first option aims at reducing the reorientation duration by taking advantage of 

lower moments of inertia in the stowed configuration. In contrast, the second option 

involves excluding the entire arms opening time by performing this maneuver within a 

subinterval of a longer phase. Both cases will be discussed in the following section.  

In conclusion, it is worth noting that arms opening is designed in such a way that the 

overall center of mass moves uniquely along the thruster axis 
2
Ĕb . Therefore, arms 

opening can be carried out while the thruster is ignited, because no disturbance torques 

arise due to misalignment of the center of mass and thrust direction.  

Spin rate synchronization ï To ensure safe grasping, the chaser must synchronize its 

spinning angular rate with that of the target. Specifically, the spin axis of the chaser is 

1
Ĕb ,  which is the axis aligned with the chaser-target direction. 

Spin synchronization can be achieved by using a cubic time history for the first 

component of  C.w  and Cw  that appear in  the attitude control law. The spinup maneuver 

is set to 60 s, with the aim of carrying out the maneuver in short time while avoiding 

excessive torque and dynamical loads. During this maneuver, the direction of  
1
Ĕb  is 

maintained aligned with the chaser-target direction. 

Manipulation ï After the synchronization phase is completed, the grasping phase can 

start. The trajectory is first defined in the operational space for the end effector and then 

mapped into the joint space through an analytical inverse kinematics algorithm. Unlike 
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the opening phase, in this situation the criterion previously described is employed, to 

choose the best solution for the joint variables (among the four existing solutions). 

With regard to the operational space, different trajectories are considered. For the 

trajectory of the end effector, three options are considered: 

(a) a linear trajectory (cf. Figure 4.2); 

 

(b) an elliptic arc trajectory lying in the plane that contains the shoulder joint and the 

initial and the final positions of the end effector; one of the two semimajor axes 

coincides with the distance between the shoulder joint and the initial position of 

the end effector (c.f. Figure 4.3); 

 

(c) a mixed trajectory composed of (i) a circular arc lying in the plane that contains 

the shoulder joint, the initial and the final positions of the end effector; its radius 

equals the distance between the elbow joint and the initial position of the end 

effector; the arc ends when the tangent direction is directed toward the grasping 

point, and (ii) a segment tangent to the arc and directed toward the grasping point 

(c.f. Figure 4.4).  

The shape of the trajectories is dictated by two main requirements: 

1. reduction of motor torque amplitude and oscillations: for a safe and effective arms 

motion, the motor torque should be limited and smooth. Hence, trajectories (b) 

and (c) appear to be preferable, because the motion they require is easier to pursue 

rather than the linear path (a); 

 

2. capability of updating the trajectory: because the chaser and the target are subject 

to relative motion even during the manipulation phase, uncertainties on the 

relative position require continuous updates of the relative position and the 

resulting path of the end effector. To do this, linear trajectories represent the 

simplest solutions. In the end, paths (a) and (c) appear to be suitable solutions for 

this task. In particular, for trajectory (c) updating occurs only in the (second) linear 

part. 

With regard to point 1, it is apparent that a Chebyschev distribution of the via points in 

the operational space represents a suitable strategy to further reduce motor torque 

amplitude and oscillations, regardless of the shape of the trajectory. In fact, a Chebyschev 

distribution implies that the terminal phases of the manipulation are executed more slowly 

with respect to the use of a linear distribution. Hence, if ( )0 0 0x , y ,z  and ( )f f fx , y ,z  denote 

the coordinate of the initial and final end effector position, the n 1+  points of the 

Chebyschev distribution are obtained using the following relation: 
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f 0 0 f
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  (4.13) 

where 0q and fqare the initial and final angle of the upper half of the trigonometric circle, 

which is traveled clockwise from p to 0 . To consider the entire interval, they are set to 

p and 0 respectively. The manipulation duration is set to 120 seconds, to allow safe 

grasping, while reducing the dynamical interaction between attitude motion of the chaser 

and the motion of the robotic arms. In Figures 4.2-4.4, the three trajectories are reported 

for the left arm in the case of a Chebyschev distribution of 30 points. 

 

 

Figure 4.2: Linear trajectory for the left arm 

 

 

Figure 4.3: Elliptic trajectory for the left arm 
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Figure 4.4: Mixed trajectory for the left arm 

 

4.1.4. Close-range rendezvous and reorientation maneuver 

At time 0t 0= , the rendezvous operations start. The initial conditions chosen for this 

example are reported in Tables 4.6-4.7.  Specifically, the order of magnitude of relative 

position and velocity are inspired by the closing phase of the ATV docking sequence [98]. 

Using the constant-gain feedback linearization control law described in Section 3.8.1, 

Figures 4.5-4.6 are obtained. The rendezvous maneuver is assumed to end when the error 

on the relative distance is lower than 1 mm and the error on the relative velocity is lower 

than 0.1 mm/s. Figure 4.5 shows the time history of the relative distance between target 

and chaser and the misalignment angle (i.e. the angular displacement)  between the 

spinning axis of the target and the actual direction of the target-to-chaser direction. 

Moreover, the left plot in  Figure 4.6 depicts the time histories of the three 

components of the thrust. It is apparent that the maneuver is carried out without 

overcoming the thrust limit imposed by the low-thrust actuator. The right plot in  Figure 

4.6 reports the motion of the chaser relative to the target during the entire  

 

Table 4.6: Orbit elements of the reference orbit 

semimajor axis (km) 7000 

Eccentricity 0.01 

inclination (deg)  11 

 RAAN (deg)  0 

arg. of periapsis (deg) 0 

true anomaly at t0 (deg) 0 
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Table 4.7: Initial conditions on the relative motion 

xr [m] 11.09 

yr [m] 14.78 

zr [m] 7.65 

xr [cm/s] 3.61 

yr [cm/s] 1.00 

zr [cm/s] 0.17 

 

 

Figure 4.5: Relative distance between target and chaser (left) and misalignment angle 

during rendezvous (right) 

 

 

 Figure 4.6: Thrust acceleration components (left) and rendezvous trajectory (right) 
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Figure 4.7: Relative distance (left) and misalignment angle (right) ï thruster off 

 

maneuver.  If the relative orbit motion is propagated after the thruster has been switched 

off, Figure 4.7 is obtained. From the inspection of this figure, it is apparent that the 

misalignment is more critical than the increase of the relative distance that occurs in the 

absence of relative orbit control. Therefore, if the misalignment threshold is set to 10°, 

the time interval of the pre-manipulation and manipulation operations must be less than 

460 seconds. 

Once the rendezvous has ended, the thruster is switched off and a reorientation 

maneuver is carried out, such that body axis 
1
Ĕb  points toward the spin axis of the target. 

Results of this attitude maneuver are reported in Figures 4.8-4.9. The reduced-attitude 

control law (3.64) is employed to carry out the reorientation maneuver, which is assumed 

to end when the angular distance between desired and actual 
1
Ĕb axis is less than  

 

Figure 4.8: Error quaternion (left) and angular velocity error (right) in the reorientation 

maneuver 
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Figure 4.9: Actuator torque (left) and gimbal angular rates (right) in the reorientation 

maneuver 

0.3 degrees. This maneuver takes 36 seconds. Figure 4.8 shows  that  convergence  is 

achieved in terms of pointing error and error angular velocity. Furthermore, Figure 4.9 

portrays the time histories of actuation torque and gimbal rates of the SG-CMGs 

employed to actuate the commanded torque. The gains in Eq. (3.64) are set  in  order  to 

avoid exceeding a maximum torque magnitude of 25 Nm, well below the maximum 

available torque. As a consequence, also the gimbal angular rates reported in Figure 4.9 

can be supplied by the actuators with no difficulty. 

 

4.1.5. Arms opening and spin-rate synchronization 

After the correct alignment has been achieved, the robotic arms are deployed, starting 

from their stowed configuration, to reach the configuration shown in the left plot in Figure 

4.10. As previously specified, arms deployment is divided into two subphases, the first 

one regarding the joint variables 22 3 42 5, , ,q q q q and the second one regarding 21 41,q q. The 

numerical results for this phase are reported in Figure 4.11. Specifically, the time histories 

of the joint variables and their time derivatives are reported for the case of the left arm. 

The trend for the right arm are analogous, because the motion is planned to be 

symmetrical so that the reactions at joints 2Q  and 4Q  on the bus can compensate, and the 

chaser maintains the desired attitude as a result. Moreover, the right plot in Figure 4.10 

shows the time histories of the control torques for the first subphase. In the second 

subphase the involved torsional inertia is much lower than the inertia in the first subphase, 

therefore the motor torque is lower and easily suppliable. 
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Figure 4.10: Configuration after arms opening (left) and motor torques during arms 

opening (right) 

 

Figure 4.11: Joint angles (left) and joint rates (right) during arms opening 

As mentioned in Section 4.1.3, the maneuver to open the arms can be executed during the 

rendezvous. The symmetrical motion of the two arms, as discussed in the preceding 

section, avoids any misalignment of the overall center of mass of the manipulator, which 

remains aligned with the thruster axis. Consequently, there is no disturbance torque due 

to thrust misalignment during the orbital maneuver. This strategy clearly economizes the 

time required for the arms opening. However, the increased inertia in the deployed 

configuration leads to a longer reorientation maneuver. Therefore, it becomes essential to 

assess the duration of the combined (and longer) reorientation maneuver, in comparison 

with the original, sequential reorientation maneuver. This analysis is presented in Section 

4.1.7. However, plots for a specific case of the combined maneuver are omitted, as no 

significant difference can be discerned in comparison to the time histories associated with 

the original sequence. 

Because the target is spinning, the synchronization maneuver described Section 4.1.3 

is carried out. Figures 4.12-4.13 refer to this maneuver. From inspection of the left plot 
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in Figure 4.12, it is apparent that the required spinning synchronization around axis 
1
Ĕb  is 

successfully achieved, with acceptable control effort. However, a low entity nutation-like 

motion is triggered related to the combination of the spin around axis 
1
Ĕb  and the rotation 

about axes 
2
Ĕb  and 

3
Ĕb induced by the control torques, which   aim  at  maintaining   the  

desired  pointing.  As  a  result, axis 
1
Ĕb  oscillates around the desired direction, because 

of the (slow) time variation of the control torque that acts on the chaser. This trend is 

recognizable from Figure 4.13, where it is also apparent that the amplitude of the 

(undesired) nutation motion increases with the spin rate. 

 

Figure 4.12: Spacecraft angular velocity (left) and actuator torque (right) during spin 

synchronization 

 

 

Figure 4.13: Angular velocity error during spin synchronization 
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4.1.6. Manipulation phase 

In the manipulation phase, the operations start from the scenario depicted in the left 

plot of Figure 4.14. The final goal is in reaching the situation of the right plot of Figure 

4.14, where both the end effectors are located at the grasping points. Considering a 

Chebyschev distribution of the path points, Figure 4.15 and the left plot in Figure 4.16 

are obtained for the three trajectories described in Section 4.1.3. From inspection of these 

plots, it is apparent that the elliptic trajectory provides the smoothest trend of the motor 

torques, while the linear trajectory requires a much faster response of the actuators, 

especially in the first phase of the arm motion. For the mixed trajectory, the trend of the 

motor torque is close to the elliptical trajectory, but there is a limited but fast variation for  

 

 

 

Figure 4.14: Initial (left) and final (right) configuration of manipulation 

 

Figure 4.15: Motor torques for elliptic trajectory (left) and linear trajectory (right) 
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Figure 4.16: Motor torques (left) and commanded joint variables during manipulation  

(right) ï mixed trajectory 

the torque that acts on 21q  when the transition from the circular arc to the linear segment 

occurs. This behavior is due to the required joint motion coming from the trajectory 

planning algorithm, whose time histories are shown in the right plot of Figure 4.16. The 

two parts of the trajectory are clearly distinguishable in the joint space and this separation 

is the cause of the mentioned behavior. In conclusion, the elliptical trajectory is 

preferable, in terms of smoothness of the motor torques time histories. 

With reference to the elliptical path, Figures 4.17-4.19 are  obtained and describe the 

manipulation scenario. During the manipulation, the nutation induced by the spin rate 

characterizes the motion of the chaser but does not degrade the maneuver performance, 

because of its modest amplitude. Furthermore, the arms motion reduces the chaser inertia 

about axis 
1
Ĕb ,  leading to an increase of the spin rate that is compensated by the control 

action with a certain delay, as represented in Figure 4.17. The phase shift due to this 

variation of the spin rate is evaluated through the numerical integration of the blue curve 

in the left plot of this figure, which yields a value of 2.58 deg, easily compensated through 

arm motion. Furthermore,  Figure 4.18 shows the pointing error associated with axis 
1
Ĕb , 

which shows very low values, meaning that attitude control succeeds in maintaining the 

pointing error within a certain threshold. Finally, Figure 4.19 illustrates the time histories 

of the most demanding joint variables (left plot) and the time histories of the relative 

distances between the two end effectors and the grasping points of the target (right plot). 

To conclude the discussion about the manipulation phase, the constraint reactions at 

joint 2Q  are reported in Figure 4.20. Specifically, the rotary joints 2Q  allows two 

rotational degrees of freedom, thus the constraint reactions comprehend all the three force 

components and only a single torque component, which turns out to be modest and is not 

reported. The constraint forces components are obtained with respect to the reference 

frame  


